Sekaiju3.9 MIDI Sequencer software User's Manual

Sekaiju3.9

MIDI Sequencer software

User's Manual

2013/11/19  The 39th edition publish

(C)2013 kuzu / OpenMIDIProject
E-mail: ee65051@yahoo.co.jp (Temporary)
URL:http://openmidiproject.sourceforge.jp/index.html

Thank you for downloading or receiving Sekaiju 3.9.
First please read “readme_en.txt” before reading this manual.

This guide is written by using OpenOffice 3.1.1 Writer. It is
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Attention

(1) This software is free software; you can redistribute it and/or
modify it under the terms of the GNU Lesser General Public
License as published by the Free Software Foundation; either
version 2.1 of the License, or (at your option) any later version.
(2) This library is distributed in the hope that it will be useful,
but WITHOUT ANY WARRANTY; without even the implied
warranty of MERCHANTABILITY or FITNESS FOR A
PARTICULAR PURPOSE. See the GNU Lesser General
Public License for more details.

(3) This software uses (depends on) MIDIIO.dIl, MIDIData.dll,
MIDIClock.dll, MIDIStatus.dll, and MIDIInstrument.dll. They
are all released under the terms of LGPL from openmidiproject.
(4) This software uses (depends on) msvert40.dll and and
mfc40.dll. They are generally shipped with Microsoft
Windows, which is found in the “c:\windows\system32” or
“c:\winNT\system32” or “c:\windows\SysWOW64” folder). If
you don't have them, please download these files from the
internet.

(5) All brand names and product names are registered
trademarks of their respective companies.
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6. Specification...

1. Install and Execute

This software does not have an installer, but released as zip file.
You may install or uninstall by manually.

1-1. Install

Please extract Sekaiju3.9.zip with folder. Following files and
folders will be appeared. Please check all files and folders are
exist.

==
O [) « 25— iz » FRHPyT » Sekaiuas » - [43 ][ sexapuz.snm= o
IFAOUF) BEE) BRV) Y- ALFH)
= - SATISUCEM - HE - A FHLLIANS— By O @
BRCAD 9
gk ik \
5 S1T5U autosave docs instrumen res SekaijuRe src
- s
& LT o) o) ) ) i
b b L) S £
S P license.txt mfco0.dil mfco0enu. mfcogjpn. mfcoou.dll Microsoft.
M OB —5— di dll VC90.CRT.

> & O—7UL TARY (C:) manifest
ca O=7UL T 2% (D)

-5 =3 -2 = = )
€y hIO—o Microsoft. MIDICleck  MIDIData. MIDIInstr MIDIIO.dIl  MIDIStatu
VCI0.MFC il di ument.dil s.dll

.manifest
£ )
msvor90.d  readme.x  readme e  Sekaijuex  Sekaijuex  Sekaiju.ini
I 3 n.oe e emanifest

=) @ [ & &

Sekajum  Sekailusl  Sekafjuve  SekalluEn  Sekaijulpn
ak n proj u.dll dl

29 EOEE

29 BOEE

* If “Hide hidden files and folders” is selected in My computer
or Window explorer's folder option dialog, “*.dll” files are not
shown. It is recommended to select “Show all files and folders”
to check to exist “*.dll” files.

* Sekaiju3.9 folder can be put anywhere on your computer. But
the folder and file structure in the Sekaiju folder must not be
broken, otherwise Sekaiju will cause error. If you want to make
shortcut on the desk top, right click Sekaiju.exe and select
“create short cut” and move the shortcut. Don't move
sekaiju.exe only.

File name Description

Sekaiju.exe Main program.

Sekaiju manifest file to
recognize microsoft's dll.

. A configuration file which
. Sekaiju.ini keeps recent files and

optional setups.
. A solution file for Microsoft
=] Sekaiju.sln
Sekaiju.vcproj

Visual C++ 2008 SP1.
A project file for Microsoft
Sekaiju.mak

Visual C++ 2008 SP1.
A make file for C/C++.
Microsoft. VC90.CRT.manif
est

Sekaiju.exe.manifest

A manifest file to recognaize
Microsoft C Runtime Library




Sekaiju3.9 MIDI Sequencer software User's Manual

Microsoft. VC90.MFC.mani
fest

A manifest file to recognaize
Microsoft MFC Runtime
Library

msver90.dll

C Runtime Library for
VisualC++ 2008 SP1

mfc90.dll

MFC Runtime Library for
VisualC++ 2008 SP1

1-2. Execute

Please double click Sekaiju.exe in the “my computer” or
“explorer”. Following main window will appear.

[¢)

MFC Runtime Library for

mfc90u.dll VisualC++ 2008 SP1 (for
unicode)
MFC  English language
mfe90enu.dil sonrce DLL. gHag
. MFC Japanese language
mfc90jpn.dil resource DLL.
Sekaiju English language
SekaijuEnu.dIl e DLL guag
Sekaiju Japanese language
SekaijuJpn.dll resoquce DIE)L. guag
A library for MIDI input or
MIDIO.dIl output. Y P
A library for measurin,
MIDIClock.dIl fiming Y &
A library for creating or
MIDIData.dll editing MIDI data.
A library for keeping MIDI
MIDIStatus.dll Y ping

module's status in real time.

A library for loading

MIDIInstrument.dll instrument  definition  file
(*.ins).
Please read me first
readme.txt (Japanese).

readme_en.txt

Please read me first
(English).

E
license.txt

License (LGPL)

autosave

A folder for auto save file
(*.skj)

A folder for documentations

(*.0dt) (*.pdf) .

instrument

A folder for instrument
definition files (*.ins)

@
@ docs
@
@

N

A folder for C/C++ source
files (*.cpp), C/C++ header
files (*.h), and resource
script file (*rc).

A Japanese / English
language resource project

@ SekaijuRes folder,  which  contains
resource script (*.rc) for
Each language.

D res

A folder for resource files
like *.bmp, *.ico, *.cur, and
SO on.

[E=BIECE =

¥ Sekaiju3.7 - Untitled1
File Edit View Control Setup Window Help
Dl &R |- BEE@E 2
00L00000 | 0000101000 | 44 @ W | «

V| o @0 2@ a0 | mm
[E=NE=RExz]

[#] Untitled1(Track List)

[Eo|= =

ooCows 2000474 0F =
M1 | 2|3 45|67 |8[98[10]11]12]13[14[15]1
Zniaton =

e
Hon | 1one)
Hon | 1one)
Won | 1None)
Mo | 14Nore)
Hon | 1None)
n )
n )
n ]

on | 1{Nore

on | 1{Nore
on | 1{Nore

) 1

Ready Formatl  17Tracks  120TPQN N ouT

* Don't forget to extract all files. Otherwise, Sekaiju will cause
EITOr.

* Please see also 4. trouble shooting if Sekaiju doesn't execute
normally.

* Sekaiju must be executed on the local computer that
“Sekaiju.exe” is installed. Execution from the network
computer will causes some troubles.

1-3. Setup of language

Sekaiju is made in Japan, therefore default GUI language is
Japanese. You may select English language, there is two way to
change language. (1) is from GUI, (2) is form text editor.

(1) Select "Setup"-"Language..." from the menu and select
language in the dialog, and restart Sekaiju again. If it is
difficult to select the menu because of character corruption,
press [Alt]+[S] key and then [Alt]+[L] key, and you may open
the dialog.

Language =

Language

[English -|

[ ak ] | Cancel |

(2) Open "Sekaiju.ini" in your text editor, and change
"Language=Japanese" into "Language=English", and then
execute Sekaiju.
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1-4. Setup of MIDI device and
instrument

First you must select MIDI In device, MIDI Out device, MIDI
Instrument definition (normal) and MIDI Instrument definition
(drum) so as to fit your using MIDI device or MIDI instrument
from "Setup" - "MIDI Device and Instrument" menu. See also
2-16. “MIDIDevice and Instrument” dialog.

MIDI Device and Instrument @
MIDI I Device | MIDT Out Device | MIDT Inst Def (Narmal} | MIDI Inst Def (Drum} I MIDI Thrul

Cut Port0 [Micmsoft G5 Wavetable Synth v]
Cut Portd? [(None) ,]
Cut Portd3 [(None) ,]
Cut Portld [(None) ,]
Out Portls [(Nune) ,]
Out Portd§ [(None) ,]
Cut Portd? [(None) ,]
Out Portld [(Nune) ,]
Out Portd8 [(None) ,]
Cut Port10 [(Nnne) ,]
Cut Port11 [(None) ,]
Out Port12 [(None) ,]
Cut Port13 [(Nnne) ,]
Cut Port14 [(None) ,]
Cut Port15 [(None) ,]
Cut Port16 [(None) ,]

ok ][ #Fsubn || @A

You must select at least out port 01's MIDI out device to play
the sounds. Microsoft ships Windows XP with “Microsoft GS
Wavetable SW Synth” and ships Windows Vista with
“Microsoft GS Wavetable Synth”. If you don't own your MIDI
module or Synthesizer, please select them.

Instrument definition (normal) and instrument definition
(drum) must be selected suitable MIDI module or Synthesizer.
By default, “Microsoft GS Wavetable Synth” and “Microsft GS
Wavetable Synth Drumsets” are selected. If you use Roland SC
series module, select “Roland SC-8850” and “Roland SC-8850
Drumsets”. If you use YAMAHA MU series module, select
“YAMAHA MU-1000/2000” and “YAMAHA MU-1000/2000
Drumsets”. If you use other module, please search suitable
instrument definition file in the internet. Sekaiju's instrument
definition file is compatible with Cakewalk's instrument
definition file(*.ins), therefore “Cakewalk instrument definition
file” may be the best search string. And then copy the
instrument definition file(*ins) into the “instrument” folder of
and execute Sekaiju again, then appear new instrument
definition.

1-5. Exit

Push left-top EI button, or select “File” - “Exit Application”
menu, or press [Alt] + [F4] key.

If the MIDI data is modified, the message box which asks

whether you want to save the MIDI data or not. To save, click
“Yes”, not to save click “No”, to cancel to exit, click “Cancel”.

Sekaiju3.7 (=5

\j] Save changes to Untitled1?

[ ) ] l LWE(N) ] [ P ]

1-6. Uninstall

Sekaiju doesn't have an uninstaller.
Delete “Sekaiju3.9” folder which contains “Sekaiju.exe”.
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2. Operations

File — Open.... El (Ctrl + O)

Open the existing MIDI data (Sekaiju sequence file(*.skj) or
Cherry sequence file(*.chy) or standard MIDI File (*.mid) or
MIDICSV file(*.csv )). For detail, see also 2-6. “Open”
dialog.

2-1. Main window

¥ Sekaijuz.7 - Untitled1
File Edit View Control Setup Window Help

DSH|I&SR| o~ EEBE@ ?

[E=3[E=R ===

oon000 | ouioiuno | 44 > @ W | «

| o O @ o2 [B) a0 | mm

[£] Untitled1(Track List)

[E=S|Eo| =)

IEo|= @

Hame CelrputinputPort

I

oo 112000, 4740 o
PUOUE T |2 | 3 [ a8 | 6| 7|8 9[10[11]12]13]14[15]1

Tons)  Sdalon

n | 1-4None)

n | 1-{none)
n | 1-{None)

2
22
CEE
Lk
SER
e
7

3O «

¥ open (=)
FrA MDD | MDD - 0@
2 2 Pow B bl SF—F AP
o __ ®|AIr0ss.mid
EEFR R &| Air07S.mid
! | Air208.mid
| Air215.mid
Fayhyy BN
B AIr225.mid
=l
S475UY
avE1—45—
‘ m v
)
‘!-4 FrA NN - )
FYRT=T o (O (Al MIDlssquence (skprohytmidrosvavsg  v) [ etk |

Format1

17Tracks  120TPQN

™

Main window has one menu bar, two toolbar, the MDI
(Multiple Document Interface) client area (shown as dark gray
area) and one status bar. Toolbar and status bar can be show or
hide from the view” menu. Multiple MIDI data can be opened
to the MDI client area.

2-1-1. Menu and Toolbar

File - New El (Ctrl + N)

Create New MIDI data. A new Track list window of the MIDI
data will appear.

New MIDI data is format 1, and has one conductor track and 16
MIDI tracks, summary 17 tracks. First track is called as
"conductor track", which has been inserted track name, tempo,
time signature, key signature, and end of track event by default.
The second and following track is normal track, which has been
inserted track name, basic control change, program change, and
end of track event by default.

New MIDI data is TPQN (Ticks Per Quarter Note) base and
resolution is setted 120 ticks per quaerter note. You may change
this time mode and time resolution from "Eile" — "Property..."
menu to your favorite value like 480 ticks per quarter note.

This software is MDI (Multi Document Interface) method.
Therefore multiple MIDI data can be opened.

To use as SDI (Single Document Interface) method, select
“Setup” - “Options...” menu and check off “ Allow multiple
open”, and single MIDI data will be opened, the previous MIDI
data is automatically closed.

To start playing automatically whenever MIDI data is opened,
select “Setup” - “Options...” and check on “Start playing
automatically when MIDIData is opened.”

File - Close

Close current active MIDI data. If the MIDI data is modified
but not saved, following message box is shown. To save and
close, click “Yes”, to not save click “No”, to cancel to close,
click “cancel”.

Sekaiju3.7

(el

.:e} Save changes to Untitled1?

[ [UA(Y) H VIR (M) | | P |

Once close one MIDI data, all windows (track list windows,
piano roll windows, event list windows, and musical score
windows) related to the MIDI data are also closed.
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File - Save El (Ctrl + S)

Save current active MIDI data as the same file name and same
file extension.

File — Save As...
Save current active MIDI data as the user's specified file name

and file extension (*.skj, or *.chy, *.mid, or *.csv). For detail,
see also 2-7. “Save as” dialog,

¥ save s @

RTEEEHAD | M . 0@

ga : P BRI
BEEEC—RTEEERLOEEA.

3 SNP—FrA
=)
BEERLLER

FTAO YT

=
47359

LY

avEa—4—
] M 3

=
‘..‘g 2 BN Untitled 1k} - ()

FYRTI=T o LOFERD:  [Bekaijs Seauencs Files (4ski A FwE |

If you specify existing file name and file extension, following
message box is shown.

ERZEM T TRFDES

I Air22s.mid (FEEICFEELET .
FEELFTH?

[ gm ][ weam ]

To overwrite, select “Yes”. To cancel saving, select “No”.

When saving format 1 MIDI data as Standard MIDI file (*.mid)
, all MIDI channel event's channel value must be correspond
with the track's output channel which the event belongs to.
Containing multiple MIDI event's channel in one track is not
allowed. If not, following message box is shown.

Sekaiju3.7 52

. \ 2 MIDIEvent's channel is different from that of track output
¥ channel.
Are you sure to fix these channel to track output channel ?

l () H LA (N) ‘

If you select “Yes”, each event's channel is corrected
automatically. If you select “No” MIDI event's channel is not
corrected, so wrong Standard MIDI File will be written out.
Almost MIDI sequencers (except sekaiju) or MIDI players will
causes some errors to load this wrong SMF.

File — Property....

Show current active MIDI data's property dialog. This dialog
shows title, subtitle, copyrights, comment, number of tracks,
number of events, and music length of this MIDI data. This
dialog can be used to convert SMF Format 0 / 1 / 2, time mode
(TPQN base or SMPTE 24 /25 / 29/ 30 base) and the time
resolution. For detail, see also 2-8. “Property of this
MIDIData” dialog.

Property of this MIDIData @
Title: =82 -summer lights- Ok
Sub Tite AR [ cancel |
Copyright
Comment G5/5C-88L4n
Comment2
Comment3

MumTracks 17
MHumE vents E154

Total Length 00:03:05:761 [Hour:Minute: S econd: Millizec]

TotalLength  00058:01:010 [Measure:Beat: Tick]
SMF Format

SMF Format 0
@ SMF Format 1 [recommended)

SMF Format 2

Time Mode Resolution

@ TPON Baze [recommended]
SMPTE24 Base [24Frames/sec|
SMPTEZS Base [25Frames/sec|
SMPTE30 Base Drop [29.97Frames/sec)
SMPTE30 Ease Mon Diop [30Frames/sec)

Rezolution 120 » [Ticks / Quarter Mote]

File— Print... él (Ctrl+P)

Print the current window in the specified printer, specified
range, specified circulation. The printer must be color,
otherwise, all text will be printed in white or black.

il ==

-
Pm—E(M:  [Brather HL-1440 ~] [ FosFe. |
fra- -3 HRET
i Brother HL-1440
I8P USBO01
Tk MEEL Y- TrA AL
ENfIEEE ENRIEFEY
@ FATA) SRS 1 =

A-UHEEGE M—TIEED SPER I TENRID)

AT 53 513
JER SRS 1 1
[k [ #Fetn |

File — Print Preview... &l

Show the print preview. The printer must be color, otherwise,
all text will be printed in white or black.
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(E=5 EE <)

¥ sekaijuz.7 - Air075.mid
ETEEE ESTET

AL IR AT L LA L L LT

R M ”””‘”I\”YI'NIHIH AN
i 1

Pages 1-2 Formatl  17Tracks 120TPQN N ouT

File — Printer Setup...

Specify the printer you want to use, the paper size, the way to
paper feeding, the direction (portrait or landscape). Printing is
not done. This setup is reflected to the print preview.

TUE—DFEE ==
Fus—
FULR—2BNE [ Erother HL-1440 ~| [ FoszP.. |
fra: 4 ERET
fiied-d Erother HL-1440
18P USBO01
vk AMBELH-
i EMflhrar
#12@: Al -] L @D
G (SR - 8k LY
Foy =) [ ok [ #Fetn |

File — Exit application 5' (Alt+F4)

Exit Sekaiju application. If there is modified MIDI data but it is
not saved, following message box is shown. If you select
“Cancel”, Sekaiju will cancel to exit.

Sekalju3.7 (=]

) Save changes to Untitled1?

1Y) ] [ AR (N) ] [ *p bl

Edit - Undo il (Ctrl+2)

Cancel the most recently operation.

Edit - Redo 2' (Ctrl+Y)

Restore the operation which is canceled by undo.

Edit — Initialize history

Delete and initialize operation history, and disable undo or

redo. The memory allocation which is used for undo or redo
becomes free.

Edit - Cut il (Ctrl+X)

Copy all selected events to the clipboard, and delete these
selected event.

ER
Edit - Copy (Ctrl+C)

Copy all selected events to the clipboard.

Edit - Paste El (Ctrl+V)

Paste from the clipboard's events to current MIDI data. The
paste position is the measure's head which contains current
playing position. After pasting, the pasted events are selected
automatically and can be moved in the Track list window.

Edit - Delete 5' (Ctrl+Del)

Delete all selected events.

Edit — Select All (Ctrl+A)

Select all events.

Edit — Select None (Ctri+D)

Deselect all events.

Edit - Select Events Before Cur Position
Select all events before current playing position.
Edit - Deselect Events Before Cur Position
Deselect all events before current playing position.
Edit - Select Events After Cur Position
Select all MIDI events after current playing position.
Edit - Deselect Events After Cur Position

Deselect all events after current playing position.
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Edit — Modify Event's Track... Edit — Modify Event's Key...

Modify all selected event's belonging track at once. For detail, Modify all selected note off, note on, key after touch event's

see also 2-9. “Modify Event's Track” dialog, key at once. For detail, see also 2-12. “Modify Event's Key”
dialog.

Medify Event's Track
Modify Event's Key (3w

(el
Track Index or Shift Amount = (n] 4
. Arnount 0} = (n] 4
Uit Caticel . ]
Unit Cancel

@ Abzolute specify

Relative shift @ Halftone Octave
R andom Halftone Random Octave
Fit each event's channel to track's autput
channel, Target
| NokeOn, Motelf V| KepdfterTouch
Edit — Modify Event's Time... Edit — Modify Event's Velocity...

Modify all selected note off and note on event's velocity at
once. For detail, see also 2-13. “Modify Event's Velocity”
dialog.

Modify all selected event's time at once. For detail, see also 2—
10. “Modify Event's Time” dialog.

Maodify Event's Time (for TPQN Base) T

A £ -
il u - Ok, Aok = 0K,
Uit Cancel Urit ﬁ
ance

@ Tick Beat

- - X @ Absolute specify Relative shift
E3sUre EICen!
Random Tick Percent Random up down
Target
V| HoteOn V| Hoteff
Modify Event's Time (for SMPTE Base) [mE3m]
Arnount [0 = oK
LIt . . B
Eapee) Edit — Modify Event's Duration...
@ Subframe Frame
Percent Fiandom Subframe Modify all selected note on event's duration. For detail, see also
2-14. “Modify Event's Duration” dialog.

. . [ Medify Event's Duration
Edit — Modify Event's Channel...

Amount

i}

Modity all selected MIDI channel event (note on, note off, key ol
after touch, control change, program change, channel after Unit Pared
touch and pitch bend ) 's channel at once. For detail, see also 2- @ Ahsolute ticks Relative ficks
11. “Modify Event's Channel” dialog.

Percent Fandom up down

Modify Event's Channel

Chanrnel Mumber ar Shift Amount = oK

tade Cancel

Fit to Track's output channel

i

@ Abzalute zpecify

R elative shift
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Edit — Modify Event's Value...

Modify all selected channel after touch events, control change
events, key after touch events, pitch bend event's value at once.
For detail see also 2-15. “Modify Event's Value” dialog.

Modify Event's Value [==3m)

arnaunt m = ok
Uit Cancel

@ Ahzolute specify Relative zhift
Percent Randaom up down

Target

W | Channeldfer | ControlCharnge

| KepdfterTouch | FitchBend

Edit — Quantize...

Align all selected note on and note off event's note on time and
note off time to the specified interval. This function is used
mainly after real time recording to correct time error. For detail,
see also 2-16. “Quantize” dialog.

Quantize @
Shap Time [ticks] |30-Semiquaver v| [ 0k l

Strength [%] 100 = Cancel

-

Target
V| MoteOn MateOff

Edit - Break up notes and Make Trill...

Divide all selected note events to the specified duration, and
make roll note. Also shift the note key only even note, make
trill, if need.

This function enables you to input flute's trill or timpani's roll
easily from one long note event. For detail, see also 2-17.
“Break up notes and Make Trill...” dialog.

-

Break up note and Make trill [==3a)

Diuration per note [ticks] 30-Semiguaver ¥ | [ g ]

/| Enable make trill Cancel

Ky shift of trill 2

Alr

Edit - Scan beat and Insert tempo...

Detect specified track's selected note events as beat signal, and
align beat to specified interval with all other events in the
selected range. Also, insert tempo to keep original speed, if
need.

This function enables you to real time recording at free speed
by ignoring tempo, and align all events to fit measure and beat,
later. To use this function, beat track is required, which is
written one note per beat. For detail, see also 2-18. “Scan
beat and Insert tempo” dialog.

Scan Beat and Insert Tempo @
Beat Track | 2-Pad - | [ Ok, l
Beat Imterval [ticks] |12D-Quarter Mate v| | Cancel |

| Inzert tempo events ta remain onginal speed

Scan beat will detect note events az beat in the specified
track, and adjust event's time at regular
intervals.

Edit — Stroke...

Stroke feature, detects a chord note which start at the same time
from the selected note events, and displace the note on time in
ascending or descending order. For detail, see also 2-19.
“Stroke” dialog.

Stroke [

Delta Time 10 = 0k,
Mude Cancel

Up Donun

Up-Down @ Down-Up

Stroke feature, detects a chord note which start at
the zame time, and displace the note on time in
ascending order or descending order.
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Edit — Insert measure...

Insert new measures (=bars) at the specified position and the
following events are moved to backward.

B

Insert Measure

tMeasure position = ok
Mumber of measure 1 =

Edit - Remove measure...

Remove specified measures (=bars) at specified number and
the following events are moved to forward.

-

Remowve Measure

teazure position = ok,
Murmber of measure 1 <

10

View — Redraw (F5)

Redraw all windows.

View — ToolBar1

Show or hide the first toolbar. Default value is show.
View - ToolBar2

Show or hide the second toolbar. Default value is show.
View - StatusBar

Show or hide the status bar. Default value is show.

View — Show new Track list window

Create and show a new Track list window. Multiple Track list
window can be opened at one midi data. For detail, see also 2-2
. Track list window .

¥ Sekaijuz.7 - [Air07S.mid:1(Track List)] [F=3|E=n ===
[8) File Edit View Control Setup Window Help _=]x

DeWd 8k v - BEE@ ?

000035675 | 0001200000 | 44 B @ W | « V[ G & B W2 @) vam | ran
B a
N Cwdmwarat  ritous MUY ) oo o 01012 13 1a 18 17 18] 18 20 21 22 2

1 e sunmer fllon | 1ione) “infalon

2 [pad Hon | 1iHene) 3 i o b

3 [pad Hon | 1-Hore) - i b

4 Pad Hon | 1Hone) Ll ik bl E
5 |pat Hen | 1one) i i T

5 (Gancen  Wen | 1Hore) i

7 (Gender  Wen | 1Hore)

8 RaMA Mon | 1-{Mone)

3 [sta)  Won | THone) .
10 Sitar(R) Won | 1-Mone) F e s e
11 f#Stondad [Won | 1-{Hare) ]

12 [fEteic Mon | TNone)  2/112n

13 Piano Won | 1-{Mone) n =TT

14 Piano Mon | 1-{Mone) n —

15 Piana Mo 1-{Mone) n JE e e O
16 Piano Hon | 1Mone) lon R
17 Piano Hon | 1None) 2162n L 113
< [ clc)| K e}
Ready Formati  17Tracks 120TPQN w ouT

View — Show new Piano roll window El

Create and show a new piano roll window. Multiple piano roll
window can be opened at one midi data. For detail, see also 2-3
. Piano roll window .

¥ Sekaiju3.7 - [Air07S.mid:2(Piano Roll)] == ==
[£) Fle Edit View Control Setup Window Help —l=]x
DSE|I&SR| |-« BEE@E ?
0B003EETS | 0001200000 | 44 B @ W | < Vo & B)a .2 |[@) vewm | mo
0/ aE [ ] 0 <] w0 |y (o] S 5| S S|
[T s -
7 8 9 0 11 12 13
1 = = _l i)
—_— — — P " " [5-Pad
p—— p— - — — [7]-Gamelan
— —_— = - 7|7-Gender
f—- = i |
- = 7lo-sitar(l)
— . == — [¥]10°5 arC Ry
— = | |71 #standara
— —— = = [ )12z
—— - - = == [¢]15-Piano
— 7|14-Piano
o0 —_— [7/15-Pian
— —_—— —_—— = - [7]16-Piana
— —_— —_— —_— - [7]17-Piana
f— — — _—
fr— — —
‘ —1— e —a
—— ‘ BB B
= harre Afier Tou
o | PitchBend
I A A R ] i
| | il | | | | | | | G0#I-Modulatior
G-
e GO
— =
; ) HCCE Dets ey
—| i [ICCH1-Volume  ~
< m Y EE |« »
Ready Formatl  17Tracks 120TPQN w out

View — Show new Event list window El

Create and show a new event list window. Multiple piano roll
window can be opened at one midi data. For detail, see also 2-
4. Event list window.
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¥ Sekaiju3.7 - [Air07S.mid:3(Event List)]
Fle Edit View Control Setup Window Help

Dl ar| [o -~ BEEE 2

otonoon | ouonioiann | 44 b @ W | «

[E=SE=m ez

— =[x

Vo @) & B aw | m

< | oo

0101000
= 00001 01:000 -
2 00001.01:000 2 SysEx
<0000t 01000 2
= 00001 01:000
< 00001 01:000
= 00001 01:000
< 00001 01:000 2 T
< 00001 010002
<0000t 01000 2
<00001.01:000_2{Track Name

~/o0:00:00:000
~/00:00:00:000
~Jo0:00:00:000
~/o0:00:00:000
~/o0:00.00:000
~/o0:00:00:000
~/o0:00:00:000
~/000000.000
~/o0:00:00:000
~Joo:00:00:000
~Jo0:00: 0000
~Joo:00:00:000
~Jo0:00:00:000
~Jon:00:00:000
~Jo0:00.00:000
~/o0:00:00:000
~Joo:00.00:000
~Joo:00:00:000
~Jo00.00.000
-bnosonom

2IBS/SCHVL
a =F041 1042124000 7F 00
SF0 411042124014 1502
F0411042124001 3005
SF0411042124001 5004
a =F0411042124001 3378
<1474 24{Clocks / Quarter no
<13b: major (-EbMaior]

a =74 DOBPM] (=51 0611 [Micro:

ool

< 0001 01:000
<0001 01.000
< 00001 01:000
< 00001 01:000
< 00001 01:000
< 00001 01:000
< 00001 01:000
<ooooT 01000
< ooooT-01:000
=I00001.01.000~ITrack Nme

18 3Stal)

19 [10StalR)
20 [11#5tandad
20 11 #Stendad
2 [2uEthnic

OPOFEENT NPT IQETOEL

2 DataDium Track
=leEthnic

P S e N e S S e PSS N PSP ]

#0 «

Formatl  17Tracks  120TPQN N ouT

View — Show new Musical score window

Create and show a new musical score window. Multiple
musical score window can be opened at one midi data. For
detail, see also 2-5. Musical score window.

¥ Sekaiju3.7 - [Air07S.mid:5(Musical Score)]
Fle Edit View Control Setup Window Help

DEEISR| [~ EBB@E *
00014504 | 0002407000 | € B @ W | <

[ole ==

—|=]x

Vo & E% W2 |[E)] vim | 70
P @] or ~ |1 )| s =) 10 <[ 120 ~| o ST P SR - o [T o) S S|
E o

e

H5tandard 15 g
peu=

Ready

N

B m[E

Formati  17Tracks  120TPQN ™ out

Hour : Minute : Second : Millisec
Q00000000

It shows current playing or recording position by Hour :
“Minute : Second : Millisecond” format.

Measure : Beat: Tick L0000 21 010

It shows current playing or recording position by ‘“Measure :
Beat: Tick” format. Measure number and beat number are 1
origin, tick value is 0 origin. If the MIDI data is SMPTE base,
it shows by “Frame : Subframe” format. Frame number and
Subframe value are 0 origin.

11

Control - Jump to Begin il (Ctrl+Home)

Jump current playing or recording position to the beginning of
the MIDI data. If during playing or recording, it will
automatically stop.

Control - Playback Ll (Space)
Start or stop playing (playback) of the MIDI data in real time.

Usually MIDI data can't be played correctly whenever you start
playing from the middle of the MIDI data in almost MIDI
sequencer or player, because sending control change, program
change, pitch bend and so on before current position is omitted.
But Sekaiju's “Intelligent play” searches most recent control
change, program change, pitch bend and so on, and send these
MIDI message if need, so you can start playing MIDI data
correctly at any position. Also, if you start playing in the
middle of a long note, the note will be pronounced in Sekaiju.

Control - Record il (Ctrli+R)

Start or stop real time recording to the MIDI data. You may not
record at speed = 0%, if speed = 0%, it works as
“Synchronized recording start”, which start recording
when Sekaiju detect the first MIDI message from your MIDI
keyboard, and the speed becomes normal automatically.

Control — Jump to End il (Ctrl+End)

Jump current playing or recording position to the end of the
MIDI data. If during playing or recording, it will automatically
stop.

Control — Prev Measure (Ctrl+PgUp.  Ctri+<)

Move current playing or recording position 1 measure back. If
the MIDI data is SMPTE base, jump to 10 frames before.

This operation is also enable by turning mouse wheel with
[Ctrl] key pressing, and by clicking position scroll bar's left
scroll area.

Control — Next Measure (Ctrl+PgDn,  Ctrl+—)

Move current playing or recording position 1 measure forth. If
the MIDI data is SMPTE base, jump to 10 frames after.

This operation is also enable by turning mouse wheel with Ctrl
key pressing, and by clicking position scroll bar's right scroll
area.

Current playing or recording position scroll bar
KN 4

This scroll bar shows current playing or recording position, and
enables you to move current playing position. Left side means
the beginning of the MIDI data, right side means the end of
MIDI data.

By moving the thumb left or right, the current playing position
moves in real time. By clicking left or right scroll area, the
current playing position moves by 1 measure back or forth. By

clicking left or right button, the current playing position moves
by 1 beat back or forth.
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In the SMPTE base MIDI data, by clicking left or right scroll
area, the current playing position moves by 10 frames back or
forth. By clicking left or right button, the current playing
position moves by 1 frame back or forth.

The current position can be moved during stopping or playing,
but not be moved during recording.

The current position can be moved by pressing [Left] or [Right
key with [Ctrl] key pressed, or by turning mouse wheel with

[Ctrl] key pressed, too.

Whenever you moved the current position, Sekaiju search most
recently control change, program change, pitch bend and so on,
and send these MIDI message if need, so MIDI module's status
becomes to fit at the new position (Intelligent Play).

Control — Speed = Pause il

Let the playing speed 0%. Keeps the sound at the moment, like
when Famicom hung up.

You may not record in real time at speed = 0%. if speed = 0%,
it works as “Synchronized recording start”, which start
recording when Sekaiju detects the first MIDI message from
your MIDI keyboard, and then the speed becomes normal
automatically.

Control - Speed = Slow &l

Let the playing or recording speed 50%. This speed can be
changed from “Setup” - “Options...” menu at 1% interval.

Control — Speed = Normal il

Let the playing or recording speed 100%. This speed can be
changed from “Setup” - “Options...” menu at 1% interval.

Control — Speed = Fast &l

Let the playing or recording speed 200%. This speed can be
changed from “Setup” - “Options...” menu at 1% interval.

IM?l

Control - Speed = Slave to other machine

Let the playing or recording speed slave to the other machine.
Synchronized signal must be MIDI Timing Clock or
SMPTE/MTC (MIDI Time Code quarter frame). They must be
inputted from your MIDI keyboard or clock generator to the
specified MIDI in port. If no signal is detected, the current
playing position will not go forth. The kind of synchronized
signal to be detected can be selected in “MIDI Sync dialog”,
which can be opened from “Setup” - “Options...“ the menu. If
no signal is selected, this mode will not works.

Control — Auto Repeat El

When this is checked on, when current position reaches at the
end of the MIDI data during playing, jump to the beginning of
the MIDI data automatically and continue playing.

In case that “Loop from CC#111 position when auto repeat
(“RPG Tsukuru” method)” is checked on in the option dialog,
which is opened from “Setup” - “Options...” menu, and

CC#111 event is contained in the MIDI data, jump to the
CC#111 position automatically and continue playing.

Time signature / Key signature I 444, 3

It shows current position's time signature and key signature.
Time signature is defined time signature event. Key signature is
defined key signature event. Time signature and key signature
can be defined as many times in one MIDI data, so they may be
changed through one MIDI data. Time signature event and Key
signature event can be inserted, modified, deleted in the event
list window.

Time signature event and key signature event are for view only,
they have no influence on the playing MIDI message. So these
event may be omitted, but the view becomes strange.

Key signature is shown as the number of # (sharp) or b (flat). 0
means that has no # or b, which is C-Major or A-minor.

Following list shows all pattern.

* In Sekaiju, flat sign “b” is shown as the lower case of “B”.

K.S. [ key with #orb Major Minor

TH# F,C,G,D,A E B C#-Major A#-minor
67 F,C,G,D,AE F#-Major D#-minor
S5# F,C,G,D,A B-Major G#-minor
A# F,C,G,D E-Major C#-minor
3# F,.C,G A-Major F#-minor
2# F,C D-Major B-minor
1# F G-Major E-minor
0 C-Major A -minor
1b B F-Major D-minor
2b B, E Bb-Major G-minor
3b B,E, A Eb-Major C-minor
4b B,E,A,D Ab-Major F-minor
5b B,E,A,D,G Db-Major Bb-minor
6b B,E,A,D,G,C Gb-Major Eb-minor
7b B,E,A,D,G,C,F Cb-Major Ab-minor

Tempo[BPM] (=40

It shows current position's tempo as [BPM] unit. This value
means the number of quarter note per 1 minute, it is well

known as J = value in the musical score. Tempo is defined by
tempo event. Tempo can be defined as many times in one MIDI
data, so it may be changed through one MIDI data. Tempo
event can be inserted, modified, deleted in the event list
window.

In case SMPTE base MIDI data, tempo value is ignored, but
the value is shown.
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Setup - MIDI Device and Instrument...

Show dialog to select MIDI Input device, MIDI output device,
MIDI Instrument definition file (Normal), and MIDI
Instrument definition file (Drum),. and MIDI Thru/ For detail,
see also 2-20. “MIDI Device and Instrument...” dialog .

MIDI Device and Instrument [
MIDI Tn Device | MIDI Qut Device | MIDI Inzt Def (Normal) | MIDT Inst Def (Drum) I MIDI Thrul

Cut Port0 [Micmsoft GS Wavetable Synth v]
Out Portl2 [(None) ,]
Cut Portdd [(Nnne) ,]
Cut Portld [(None) ,]
Out Portl [(None) ,]
Cut Portl§ [(Nnne) ,]
Cut Portd? [(None) ,]
Cut Portl [(None) ,]
Cut Portd8 [(None) ,]
Cut Port10 [(None) ,]
Cut Part11 [(None) ,]
Out Port12 [(None) ,]
Cut Port13 [(None) ,]
Out Port14 [(Nune) ,]
Out Port15 [(None) ,]
Cut Port16 [(None) ,]

o [ Fwebn || @AW

You must select at least port 01 MIDI out device to play the
sounds. Microsoft ships windows XP with “Microsoft GS
Wavetable SW Synth” and ships  windows Vista with
“Microsoft GS Wavetable Synth”. If you don't own your MIDI
module or synthesizer, please select them.

Setup - MIDI Sync Mode...

Show dialog to select MIDI input synchronized signal and
MIDI output synchronized signal. For detail, see also 2-21
“MIDI Sync Mode” dialog ,

MIDI Sync Mode @
MIDI Sync (Receive) | MIDI Sync (Send)l

In Port0l [Receive MIDI Timine Glack. -
In Port02 ((Nene) -
In Port03 [(Nnne) ']
In Fort(4 [(Nune) ']
In Port05 ) -
In Port06 [(Nnne) ']
In Fort(? [(Nune) ']
In Port03 ) -
In Part0d [(None) ']
In Part10 (ihiane -
In Port1] ) -
In Port12 [(Nune) ']
In Porti3 ((Nene) -
In Part14 [(Nnne) ']
I Fort1s [(Nune) ']
In Port16 ) -

ok J[ #svbn || @Em

13

Setup — Metronome...

Show dialog to setup metronome. For detail, see also 2-22.
“Metronome” dialog .

=5

Metronome

[¥]{Ring metronome while recording

Output

Out Part 1-MID| Mapper e

Out Channel 10

L1

Pattermn

b4 ain M ate. ey ’ED-High Baongo

Main Mote WVelocity 120 =

Sub Mote. ey IE1 Low Bango

Sub Mote Velocity 120

Ak

0K ][ Cancel ]

Setup — Auto Save...

Show dialog to setup auto save. For detail, see also 2-23.
“Auto save” dialog .

Auto Save

(55

[V]iEnable Auto Save [only when MIDID ata is modified?

Setup Auto Save
Interval [17120) [minutes]
Avoid auto zave during playing

Avoid auto save duning recording

Mote: While zaving. playing or recording will be locked about 1 sec.

Delete Auto 5 aved Files

Delete all auto zaved files now

Mote: Auto Save function saves working MIDID ata at fived intervals
to autosave folder, just in case Sekaiju is damaged or crashed.

ak ] [ Cancel

Setup — Language...

Show dialog to select user interface's language. For detail, see
also 2-24 . “Language” dialog .

()
=)

Language

Language [English

[ Ok ][ Cancel ]

Setup - Options...

Show dialog to setup options about sekaiju. For detail, see also
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2-25 . “Option” dialog .
(opos =

General ‘Oulur |Track Ligt (1) |Track List £2) | Piano Rall | Event List | Mugical Scurel

Allaw multiple execution
Allow multiple open

Restore window position when Sekaiju is executed

pen last used MIDIData automatically when Sekaijud is executed

[7]Start playing automatically when MIDIData is opended.

[¥] Update Patch, Controller, PitchBend, RPM, NRPN when position is moved
pdate Patch, Controller, PitchBend, RPM, MRPN when start playing

Laap from GC#111 position when auto repeat (RPG Tsukuru method)

[¥] Search anly avail tone when GC#0, CC#32, or ProgramMumber is up o downed

wert position move direction when mouse wheel is turned with Ctrl key
[C]Gount track number from 0
[T Gount event number from 0

urh on auto page update when position moved or start playing

[¥]Send note off and hold off at the end of MIDIData.
Tempo scale at Speed=Slow {1750 1000)[4]

Tempo scale at Speed=Mormal (1701003 ™10003[%]
Tempo scale at Speed=Fast {17200 10000[%]

—| en
= =
=

Playback and record thread loop inteeval (1710000 [millizec]

ek [ [E] )

Octave number of center G’ (key=60) (§75)

o

[ ok T A

Window - New
Create the same window to current window.
Window - Cascade

Cascade windows.

File Edit View Control Setup Window Help
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Window — Horz Tile

Layout windows top to bottom.

14
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Window - Vert Tile

Layout windows left to right.

’—gm* 1]

File Edit View Control Setup Window Help
DSE|SR|rERx|- - BEE@E| @‘
© oooounoos | ooooroioos | 44 b @ » | <[] | o Bl & |[B) whw | e \
& o= | B Aro7s.mid:1(Track List) [ [ & ][]
/@@ rra ||| | b 2P ~ | monioio | £ A2 s |G R
ITTpy Track 3
= GRAMA ] Mamme Celrputirp: | i
2% BRAMA 1 Ie -summer iallon  1-(None] b=
27 3Siail) 2 Pad Bon | 1-None) &l
& 3Sitail) 3 Pad Mon | 1-{None)
23 10-GitarlR)
4 Pad Mon | 1-{None]
30 105 iar(F)
El 1 #Standard 5 Pad Mon | 1-None)
32 11-#Standard 6 [Gamelan Mon | 1-None)
o ks |12-#Ethnic 7 Gender Mon  1-None)
[w|17-Piano
B 8 A Hon | -MNore) e
3 [13Pano 3 Siail) Hon | iore 2
ERE e i o =|
¥ [14Pino 10 [SialR) Mon | 1-Nore) B
38 |14-Piano 11 HStandard Men | 1-Nene] =
39 15Piano 12 [HEthnic Mon | 1-None] E
| UM 15 Fhano) 13 Piana Mon | 1-iNone) =
¥ 4 16-Piano 14 [P ™ 1-Nore) N
42 16-Piano ene il ene
2 o 43 17Pisno 15 Piano Hon | 1-MNorel
e | |Channe lAfter Tow ™ a4 17.Pi 16 _Piano Mon | 1-MNonel
g < <l B
Ready Formatl 17Tracks 120TPQN ™ ouT

Window — Arrange Icon

Layout iconic windows left-bottom to right-bottom.
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Help — Readme_en.txt....

Show readme_en.txt in your using text editor.

(= o )

e

_ | readme_en.txt - ATE
J74)UF) #|E(E) FRW(0) FRV) ~LIH)

Fiokbkkkkbbnkbnoiobknnbbk ek

/% */
/% Sekaiju3.6 read me first (£)2002-2013 kuzu */
TS */

FEPT T O TS IETEPSEEELEEOTICE ST E S SIS LEEH IS EE S PEP SIS HEF S LHE ST TS

Thank vou for downloading Sekaiju3.B, This file includes basic information and
basic notice, Please read this file first. For detail, see also "Sekaiju_en.pdf”
in the “docs” foleder.

i Features i

“Sekaiju” is free, open source MIDI sequencer software for creating and editing
MIDI data. This software enables you to create music with your MIDI modules or
synthesizers. Sekaiju also can be used as a powerful MIDI editor.

* Multiple MIDI data can be opened.
This is a MDI (Multi Document Interface) application.
¥ Can use track list window, piano roll window, event |ist window, and musical =
and they are printable.
* 411 kind of MIDL events including meta event and systemexclusive event are ec
* Unlimjted undo and redo.
* Both TPON base at the resolution (time-base) from 1 to 960 and
SMPTEZ4/25/29 97/30 base at the resolution | to 255 is supported.
Time mode and resolution can be changed at anv time.
* Sekaiju sequence file(*.skj) import and export.
* Cherry sequence file(¥.chy) import and export.
* Standard MID] file(x.mid) format 0/1/2 import and export.
* MIDICSY file(*.cav) import and export.
* Auto back up(from 1 minute to 120 minutes intervall.
* 16 MIDL irput ports and 16 MIDI outeut ports can be used at the same time.
¥ Real time recording with metrorome, which can be inputted to multiele track.

« . »

Help - Licinse...

Show license.txt in your using text editor. As well, this software
is released under the terms of GNU LGPL (Lessor General
Public License) version 2.1.

_| license.bxt - XEHE =8 =R
IrOUE) \EE) SH0Q) FRNM ~LTH)

| GHU LESSER GEMERAL PUBLIC LICENSE -
Yersion 2.1, February 1999

Copyrieht (C) 1997, 1999 Free Software Foundation, Inc

Temole Place, Suite 330, Bostor, MA 02171 1307 Ush
Evervore is pernitted to copy and distribute verbatim copies
of this |icense document, but chanzing it is not al lowed.

m

[This is the first released version of the Lesser GPL. [t also counts
as the successor of the GWU Library Public License, wersion 2, hence
the version number 2.7.]

Preamble

The licenses for most software are desiened to take away vour
freedom to share and charge it. By contrast, the GNU Gereral Public
Licenses are intended to suarantes vour fresdom to share ard chanze
free software--to make sure the software is free for all its users.

This license, the Lesser General Public Licerse, applies to some
special |y designated sof tware packases--twpically libraries--of the
Free Software Foundation and other authors who decide to use it. You
can use it too, but we suggest vou first think careful ly about whether
this license or the ordirary General Public License is the better
stratesy to use in any particular case, based on the explanat ions below.

hen we speak of free software, we are referring to freedom of use,
not price, Our Gereral Public Licenses are desisned to make sure that
vou have the freedom to distribute copies of free software (and charge
for this service if vou wish); that vou receive source code or can zet
it if vou want it; that vou can change the software and use pieces of -
«

[ 3

Help — Documentation (PDF)...

Show this operation manual (\\docs\sekaiju en.pdf) in your
using PDF viewer.

Help — Project Home Page....

Show openmidiproject's home page
(http://openmidiproject.sourceforge.jp/) in your using web
browser. This function requires an environment of connecting
the Internet.

@ OpenIDIProfect - Mozila Firefox [o] o=
I7OUE) BEE) BRY) BEE) Tyov-—2(E) Y-MI) ~NZH)
€ openmidiproject.sourceforge jp/index _en. - Google 2l A

| opentiprprogect [+]

OpenMIDIProject

Japareee | Engich

[ Errnesre
o s

Wlcore, Tam lozw Here [ make free ard open source MOI
softwares ard libraries They are relaesed urcer the term of
GINU LGPL. You may dowrload, copy, sare, ard see source
codes, reproduce it under the term of LGPL. Prograrming
language is G (Sekailu is G++). Trere is a forum, too. Please
write feeclkack; bug report, and questiares.

Hosting senvios is provided by sourcsforge . Pleass sse aln
Surnary

Please rote: Sekaiju, MDITester, AutoDrum, ard MDISelectar
are English version ready row. Ctter liorary's documentation
are Japanese language version only, sorty.

Softwares

« Sehaiju : MOl secencer softvare.
 MDITester : MDI cortroller and keyboard software.
 Auto Drum : Autoratic drum peformance softvare.
« MOBslestor : MOl maprer sslection softvars.

Help — About... gl

Show this software's name, version, year, copyrights and so on.

(=)

About (Sekaiju)
Sekaijul. 7 - MIDI Sequencer software
[C] 2002-2013 kuzu ¢ OpentIDIProject

http: #fopenmidiproject. sourceforge. jpd
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2-1-2. Status Bar

Description

[Ready

This shows the description of current selected menu or current
toolbar button.

Format, NumTracks, TimeBase

|F|:|rmat'| |9Tra|:ks |'I 2OTPGIM

This shows current editing MIDIData's property, which is
fomat, number of tracks and time base (time mode and
resolution)

If you double click this area, following “Property of this
MIDIData” dialog will be opened.

XS

Property of this MIDIData

Title B8 -surnmer light s Ok

Sub Title AR
Copyright

Comment1 GS/SC-88Ln

Comment2

Comment3

MumTracks 17

MumE vents 5154

TotalLength  00:02:05:761 [Hour:Minute: Second: Millsec]
TotalLength  00058:01:010 [Measure:Beat:Tick]

SMF Format

() 5MF Format 0

@) SMF Format 1 [recommended)

(") SMF Format 2

Time Mode Resalution

@ TPOM Base [recommended)

(71 SMPTE24 Base [24Frames/sec]

(71 SMPTE25 Base [25Frames/sec]

(71 SMPTE30 Base Drop [29.97Frames/sec)
(71 SMPTE30 Baze Mon Drop [30Frames/sec)

Fiesolution 120 + [Ticks / Quarter Mote]
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Input Velocity Meter

This shows current max input velocity received from input port
1~16. This detect note on veloctity, so even if CC#7(volume) or
CCH#11(expression) = 0, if sekaiju receive note on event the
velocity meter moves.

IN

If you double click this area, the “MIDI Device and
Instrument” dialog's MIDI In device page will be opepned.

MIDI Device and Instrument ==
MICI T Device | MIDI Out Device | MIDI Inst Def (Normal) | MIDL Inst Def (Drum) | MIDI Thu |
In Port01 [(None) _]
In Port02 [(None) ,]
In Port03 [(None) ,]
In Port0d [(NDHE) ,]
In Port0s [(NDHE) ,]
In Port06 [(None) v]
In Port0? [(None) v]
In Port0d [(None) v]
In Port0d [(None) v]
In Port10 [(None) _]
In Port11 [(None) ,]
In Port12 [(None) ,]
In Port1 [(NDHE) ,]
In Port1d [(NDHE) ,]
In Port15 [(None) v]
In Port16 [(None) v]
[ oK IETZTEE D
OutputVelocity Meter

OUT

This shows current max output velocity sent to output port
1~16. This detect note on veloctity, so even if CC#7(volume) or
CC#11(expression) = 0, if sekaiju send note on event the
velocity meter moves.

If you double click this area, the “MIDI Device and
Instrument” dialog's MIDI Out device page will be opened.

MIDI Device and Instrument (3]
MID] In Device | MIDI Out Device | MIDI Inst Def (Normal) | MIDLInst Def (Drum) | MIDI Thru|

Out Portl1 [Mlcrusuﬂ GS Wavetable Synth v]
Out Partl2 [(Nnne) v]
Out Port3 [(None) _]
Out Port04 [(Nune) ,]
Out Partlf [(Nnne) v]
Out PortlG [(None) v]
Out Port0? [(Nune) ,]
Out Portlf [(Nnne) v]
Out Portld [(None) v]
Out Port10 [(Nune) ,]
Out Port11 [(None) ']
Out Port12 [(None) v]
Out Port13 [(Nune) ,]
Out Port14 [(None) ']
Out Port15 [(Nnne) v]
Out Port 16 [(None) ,]

[ ok [ Feutr | aEREA
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2-2. Track List Window

Track list window shows each track's property and overview of
events containing each track.

Other hand, track list window be inadequate for the editing
each events. For editing each events, use piano roll window or
event list window.

Track list window has two view. The left view shows each
track's property and the right view shows overview of events
containing each track.

[E=EIECE

— =[x

W Sekaiju3.7 - [Air07S.mid:1(Track List)]
[E) File Edit View Control Setup Window Help

DEHE SR o BEE@E T

[ 4> ®n|«

oomsers | 0001200000 Vo @ 2 |[@)] vem | mw

B¢«

Name CelrputinpuiPort

474,30, 7400
1023

InpuCOuE 20( 21| 2] 2

4|56 7|8|9[1011]12]13]14]15]18[17] 1813
1-{Nore)
1{Nore)
n | 1{Nane)

ll I,

atf i

alf I
i

i e

I \\Hb&ﬁ

n | 1iNone)
n | 1None)

R
I

n | 1None)

1 )
2 )
3 ]
4 )
5 Pad )
6 )
7 n | 1{None)
g )
)
)
)
)
)
)

1{iore)

9 Stall)
10 Sitaf]

n | 1None)
n | 1None)
n | 1None)
n | 1iNone)

n | 1None)
n | 1iNone)

15 Piano 1-{None) S n Ho-d-4-4-4-1-1-

18 Piana n [ 1on) 21520 =

17 Piano

1-{Nare) 2152 N A B I T

D =lc) Kl P BE

Formatl  17Tracks  120TPQN N

Ready

On the track list window, you can scroll up or down by turning
mouse wheel. Also you can move current playing position back
or forth by turning mouse wheel with [Ctrl] key pressed.

17

2-2-1. Toolbar

Insert Track (Ins) él

Insert a new track before current focused track in the right
view. In case format 0 MIDI data, MIDI data can have only one
track, so you may not insert track anymore.

Duplicate Track (Ctri+Ins) ﬁl

Duplicate the current focused track in the right view. In case
format 0 MIDI data, MIDI data can have only one track, so you
may not duplicate track anymore.

Delete Track (Del) él

Delete the current focused track in the right view In case format
0 MIDI data, MIDI data can have only one track, so you may
not insert delete anymore. In case format 1 MIDI data, though
MIDI data can have multiple tracks, but the first track can't be
deleted, which is conductor track.

Move up Track ll

Move up the current focused track in the right view. In case
format 0 MIDI data, MIDI data can have only one track, so you
may not move track. In case format 1 MIDI data, the first track
can't be moved.

Move down Track il

Move up the current focused track in the right view. In case
format 0 MIDI data, MIDI data can have only one track, so you
may not move track. In case format 1 MIDI data, the first track
can't be moved.
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Save this list as CSV or Text E

Select (Ctri+S)
This tool is used to select events in the right view by dragging Save current track list list as comma separated text (*.csv) or
mouse. Selected event's color becomes black and selected tab separated text(*.txt) format.

measure's back color becomes light-blue. If there is no event in
the selected range, nothing will occur. By dragging mouse with Following “Save as” dialog will appear. Select folder, input file

Ctrl] key, you may select more events additionally. name, select file format (csv or txt) and then click save button.
If you drag mouse on the selected measure, you may move ¥ sekafjua.7 5
events in the selected area to other space. If you drag mouse on {RFSBIERI0 | Ml - @FrEr
the selected measure with [Ctrl] kev, vou may duplicate events I &a . b SAL SIP—F A
; = BEEEC KT SRR BT A
in the selected area to other space. T A ATS DFEA

. qul —xﬁ“ 7
Preview (Ctri+B) TAZ Y
This tool is used to preview (hear) the sound at the clicked or 54950
dragged position in the right view. .
avEa—45—
Y
Auto Page Update ﬁ Q!s JrA NN - 55E]
FHRD=ET o {ORET:  [Comma Separated Text Files (hesv) S Fetn |

If this is checked on, the page is updated automatically during
playing MIDI data. Whenever you start playing or move
current position, it becomes checked on automatically (This
behave may be changed in the option dialog). And whenever

Following sample is the view of output result in notepad. If you
use Excel or Calc, you will see the list with the column aligned.

. .

you move the view's scroll bar or click Zoom up or zoom down | Testonon.cov - 5T e

button, it becomes checked off automatically. I7AMF) WEE) SR(O) TRV LIH)
, BRI, B, AN, AR ASnFak, 0N, BN, HohFeal, & -
1, BR -sumer |ights-, . on, -(72L3, n/a, on, 1-MIDI Mapper, n/a
2, Pad, , on,  1-073L). 1, on,  1-MIDI Maeper, 1, ®%F. 0. 2,
3, Pad, , on, 1-(73L), 2, on, 1-MIDI Mapper, 2, B®%, 0, 2,
4, Pad, , on,  1-(73L). 3, on,  1-MIDI Maeper, 3, ®%F, 0. 2,
5, Pad, , on, 1-(73L), 4, on, 1-MIDI Mapper, 4, &%, 0, 2,
6, Gamelan, , om, 1-(73L.) 5, on, 1-MIDI Mapper, 5, @&, 10,
7, Gender, , on, 1-(%L), _ 6, on 1-MIDI Mapper, _ 6, i@, 9,
3, RAMA, . on, 1-(7iL), 7, on, 1-MIDI Mapper, 7, 1@%, 16, 2|
9, Sitar(L), . on, 1-(FAL), 8, on, 1-MIDI Mapper, 8, ¥, 0,7
10, Sitar(R), , on, 1-(7IL, , on,  1-MIDI Mapper, 4, @&, 0
11, #5tandard, . on,  1-(%L), 10, on,  1-MIDI Mapper, 10, F'34,
12, #Ethnic, » on,  1-07GLJ, 11, on,  1-MIDI Mapper, 11, F'34, 0
18, Piane, , on, 1-(7ALJ, 12, on,  1-MIDI Wapper, 12, i@, O,
14, Piano, , on,  1-07LJ, 13, on,  1-MIDI Maeeer, 13, @, O,
15, Piane, , on, 1-(7alJ), 14, on,  1-MIDI Mapper, 14, i@H, 0,
16, Piano, , on, 1-(7LJ, 15, on,  1-MIDI Mapper, 15, i@, O,
17, Piano, , on,  1-0%GLJ, 18, on,  1-MIDI Mapper, 16, @F, O,
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2-2-2. Track's Property

Name

In case format 0 MIDI data, this means the title of this MIDI
data. In case format 1 MIDI data, the first track's name means
the title of this MIDI data, and the second and following track's
name means the name of the track (for example, “Main”,
“Bass”) . This column is the same as the first track name /
sequence name event of each track.

Color

The color of this track's character or graph. Following dialog
will be opened by double clicking or pressing [Enter] key, and
you may select arbitrary color for the track. By default, each
track's color is set to preset color.

BoEE (=3
FAE(Br
el el B B |
Il NN
Il . N .
L o8 B 1NN 4
B B . . B . .
I BN . = .
PR LAEEIC:
I I | Y
BEOCE: 160 FREE 0
Hmmmmm- - - FFME(S) 240 FGE 0
EOPERD) > B B BREsL: 120 &Lk 255
! e )

Input

“on” or ”off” . If this is off, this track record nothing when
real time recording.

Input port

This shows input port number (1 to 16) and MIDI in device
name assigned to specified port. Port assign can be setup from
“Setup” - “MIDI Device and Instrument” menu.

Input channel

If this is “n/a”, this track record only system exclusive event. If
this is 1 to 16, this track record only the specified MIDI

channel's MIDI message (note off, note on, key after touch

control change, program change, channel after touch, pitch

bend).
Output

“on” or “off” . If this is “off”, this track is muted and play no
sounds.

Output port

This shows output port number (1 to 16) and MIDI out device
name assigned to specified port. Port assign can be setup from
“Setup” - “MIDI Device and Instrument” menu.

Output channel

If this is “n/a”, output channel depends on each MIDI event's
channel. If this is 1 to 16 , MIDI channel message is output to.

specified channel and each MIDI event's channel is ignored.
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When saving format 1 MIDI data as Standard MIDI file (*.mid)
, each MIDI channel event's channel must be same as track's
output which is belongs to. Containing multiple MIDI event's
channel in one track is not allowed. If not, following message
box is shown.

Sekaiju3.7 5 |

'0' 2 MIDIEvent's channel is different from that of track output
& channel.
Are you sure to fix these channel to track output channel ?

[ HAQY) ] [ VI (N) ]

If you select “Yes”, each event's channel is corrected
automatically. If you select “No” MIDI event's channel is not
corrected, so wrong Standard MIDI File will be written out.
Almost MIDI sequencers (except sekaiju) or MIDI players will
causes some errors to load this wrong SMF.

View Mode

This shows view mode whether this track is shown as
“Normal” or ”Drum”. Select view type of instrument name and
key name. Instrument name and key name list may be selected
from “Setup” - “MIDI Device and Instrument”. By default,
Channel 10 is drum mode, and others are normal mode.

This affects to only view, not affect to playing MIDI message.
Whether the channel play a sound as normal or drum is
determined MIDI events, like control change, program change
or system exclusive message.

In GM, channel 10 is drum and others are normal. In GS,
channel 10 drum and others are normal, but additional drum
channel are defined by writing system exclusive event. In XG
or GM2, CC#0 and CC#32 's value determine drum or normal.

CC#0 (Bank Select MSB)

This shows the first CC#0 (Bank select MSB) event's value (0
to 127) in this track. Though CC#0 can be defined as many
times in one track to change tone in midstream, this shows only
the first CC#0 event's value. To change CC#0 value in the
midstream of MIDI data, insert CC#0 event in the event list
window. If no CC#0 event is found in this track, it shows “---"".

CC#32 (Bank Select LSB)

This shows the first CC#32 (Bank select MSB) event's value (0
to 127) in this track. Though CC#32 can be defined as many
times in one track to change tone in midstream, this shows only
the first CC#0 event's value. To change CC#32 value in the
midstream of MIDI data, insert CC#32 event in the event list
window. If no CC#32 event is found in this track, it shows

w

Program Number

This shows the first program change event's value (0 to 127)
and the tone's name in this track. Though program change can
be defined as many times in one track to change tone in
midstream, this shows only the first program change event's
value. To change program change value in the midstream of
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MIDI data, insert program change event in the event list
window. If no program change event is found in this track, it
shows “---".

Volume

This shows the first CC#7 (Volume) event's value (0 to 127) in
this track. Though CC#7 can be defined as many times in one
track to change volume in midstream, this shows only the first
CC#7 event's value. To change CC#7 value in the midstream of
MIDI data, insert CC#7 event in the event list window. If no
CC#7 event is found in this track, it shows “---".

Pan

This shows the first CC#10 (Pan) event's value (0 to 127) in
this track. Though CC#10 can be defined as many times in one
track to change volume in midstream, this shows only the first
CC#10 event's value. To change CC#10 value in the midstream
of MIDI data, insert CC#10 event in the event list window. If
no CC#10 event is found in this track, it shows “---".

Reverb

This shows the first CC#91 (Reverb) event's value (0 to 127) in
this track. Though CC#91 can be defined as many times in one
track to change volume in midstream, this shows only the first
CC#91 event's value. To change CC#91 value in the midstream
of MIDI data, insert CC#91 event in the event list window. If
no CC#91 event is found in this track, it shows “---".

Chorus

This shows the first CC#93 (Chorus) event's value (0 to 127) in
this track. Though CC#93 can be defined as many times in one
track to change volume in midstream, this shows only the first
CC#93 event's value. To change CC#93 value in the midstream
of MIDI data, insert CC#93 event in the event list window. If
no CC#93 event is found in this track, it shows “---".

Delay

This shows the first CC#94 (Delay) event's value (0 to 127) in
this track. Though CC#94 can be defined as many times in one
track to change volume in midstream, this shows only the first
CC#94 event's value. To change CC#94 value in the midstream
of MIDI data, insert CC#94 event in the event list window. If
no CC#94 event is found in this track, it shows “---".

Time+ (-127~0~+127)

Play this track's events delayed at specified ticks. This value
affects only playing MIDI message, does not affect MIDI data.
This value does not saved in standard MIDI file(*.mid) .

Key+ (-127~0~+127)

Play this track's Note events key shifted at specified value. This
value affects only playing MIDI message, does not affect MIDI
data. This value does not saved in standard MIDI file(*.mid) .
Velocity+ (-127 ~0~+127)

Play this track's Note events velocity up at specified value. This
value affects only playing MIDI message, does not affect MIDI
data. This value does not saved in standard MIDI file(*.mid) .

NumEvents

A Number of events in this track. This value include all kind of

20

event, including meta event and system exclusive event. Note
on and note off event are counted as separated event each other.
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2-2-3. Tempo Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the track list window, and by selecting
“Insert Tempo...”, or “Modify Tempo...” menu, following
tempo property dialog will be shown.

2-2-4. Time Signature Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the track list window, and by selecting
“Insert Time Signature...”, or “Modify Time Signature...”
menu, following time signature property dialog will be shown.

Tempo Property (5]
Timne
TempolBPk] 74.00
[ Ok ] | Cancel
Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base).

Tempo[BPM]

Specify tempo by BPM.

OK

Confirm this property and insert new tempo event or modify
existing tempo event.

Cancel

Close this dialog and nothing happens.

21

Time Signature Property @

Tirne

Murnerator 4 =

Denominator 4 -

Clacks per quarter note 24 =

Demisemniquaver notes per quarter note g =
ak. l | Caticel

Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base). Generally, time signature event must be put on the border
of measure, whose beat = 01 and tick = 000.

Numerator

Specify numerator from 1 to 255.

Denominator

Select denominator from 1, 2, 4, 8, 16, or 32.

Clocks per quarter note

Specify number of clocks per quareter note. Generally this
value must be 24.

Demisemiquaver notes per quarter note

Specify numeber of demisemiquarver notes per quarter note.
Generally, this value must be 8.

OK

Confirm this property and insert new time signature event or
modify existing time signature event.

Cancel

Close this dialog and nothing happens.
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2-2-5. Key Signature Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the track list window, and by selecting
“Insert Key Signature...”, or “Modify Key Signature...” menu,
following key signature property dialog will be shown.

2-2-6. Marker Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the track list window, and by selecting
“Insert Marker...”, or “Modify Marker...” menu, following
marker property dialog will be shown.

Key Signature Property

Tirne
Mumber of sharp or flat Igb v‘
Fajar or minor Imaiﬂl v‘
0K ] [ Cancel J

Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base). Generally, key signature event must be put on the border
of measure, whose beat = 01 and tick = 000.

Number of sharp or flat

Select number of sharp or flat from 7b, 6b, Sb, 4b, 3b, 2b, 1b,
O#, 1#, 2#, 3#, 4#, 5#, 6#, or T#.

Major or minor
Select major or minor
OK

Confirm this property and insert new key signature event or
modify existing key signature event.

Cancel

Close this dialog and nothing happens.
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Marker Property

Time

Text &

l I Cancel

Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base).

Text

Write a note.

OK

Confirm this property and insert new key signature event or
modify existing key signature event.

Cancel

Close this dialog and nothing happens.
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2-3. Piano Roll Window

Piano roll window enables you to edit note event (note on, note
off, control change event, and pitch bend event in graphical.
Sekaiju's piano roll window can show multiple track's data at
once.

Piano roll window has 4 views. In top-left, there is piano roll
view, which shows key at vertical, time at horizontal. In
bottom-left, there is graph view, which shows value at vertical,
time at horizontal. In top-right, track list is shown. In bottom-
left, graph list is shown.

¥ Sekaiju3.7 - [Air07S.mid:2(Piano Roll)] fola =
Fle Edit View Control Setup Window Help =[x
DEE SR o BEE@
stonses | w020t | 44 b @ W | « L e & @)% 2| [B)] vem | w0
¢/ GEDW | rpa0 v |[1v)|[s0-Semiquaver <] 100+ | 120 | [Velscity ]| [i-Free

BE==1F=}

—

4
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2-3-1 Toolbar

Pen (P) (D) il

This tool is used to put a new note event on the piano roll view,
to move an existing note event, and draw arbitrary graph on the
graph view.

To put a new note event, left click on the void area of piano roll
view. The inserting track, note's channel, velocity, duration
[tick] are determined by the toolbar's value. The note's key and
note on time are determined by the position that you release the
mouse button. If you press [Esc] or [Del] key before you

release the mouse button, Sekaiju cancels to place a new note
event.

By dragging on an existing note bar, you can move the note. In
case you click the center of the note bar, the bar can be moved
up., down, left and right. In case you click the left 1/4 of the
note bar, the note on time can be moved back and forth. In case
you click the right 1/4 of the note bar, the note of time can be
moved back and forth. If vou press [Del] kev before vou
release the mouse button, Sekaiju deletes the note events.

—%m\m\“

Formati  17Tracks  120TPQN

By turning mouse wheel on the piano roll view or graph view,
the view scrolls up or down. And by turning mouse wheel on
the piano roll view or graph view with [Ctrl] key pressed, the
current playing position moves back and forth.

23

Additionally, if you left-click an existing note bar, the toolbar's
track number, channel number, velocity value, and duration
[tick] are updated to fit the note event (absorb note's property to
the toolbar) . By using this feature, you can input note events
quickly.

To draw a graph on the graph view, drag mouse on the graph
area. You should select inserting track, channel, and the kind of
graph on the toolbar, before drawing.

Line (L) il

This tool is used to put new note events which is along the line
on the piano roll view. And this tool is used to draw liner graph
on the graph view.

To put note events, drag on the void area on the piano roll
window, and note events are inserted from start point to end
point. The inserting track, note's channel, and velocity are
determined by the toolbar's value. This is useful to insert
glissando quickly.

To draw graph on the graph view, drag mouse on the graph
area. You should select inserting track, channel, and the kind of
graph on the toolbar, before drawing. While drawing line, by
right clicking, the line mode changes to straight line, quadratic
curve (begin horizontal), quadratic curve (end horizontal).

Eraser (E) gl

This tool is used to erase existing note events or existing graph
(tempo, channel after touch, control change, or pitch bend
events).

Select (S)

This tool is used to select existing note events or existing graph
(tempo, channel after touch, control change or pitch bend
events). The selected event's color becomes black.



Sekaiju3.9 MIDI Sequencer software User's Manual

In case dragging mouse left to right, the events inside the
rectangle are selected. In case dragging mouse right to left, the
events inside the rectangle and the events crossing the rectangle
are selected.

If you select with [Ctrl] key pressed, more events are selected
additionally.

If you drag on the selected note bar, the selected events can be
moved up, down, left, and light. If vou drag on the selected

note bar with [Ctrl] key, the selected note events can be

duplicated up, down, left and right.

If you drag on the selected note bar's left side or right side, the
selected event's note on time or note off time can be moved

simultaneously. This feature can be used as unquantize or

humanize.

@

Preview (B)

This tool is used to preview (hear) the sound at the clicked or
dragged position in the right view.

=1

This shows the current track of this piano roll window. When
inserting events by pen tool or line tool, the events are inserted
to this track. If you change current track, the current channel is
also changed automatically to fit selected track. Also when you
click an existing note bar, this value will be updated
automatically to correspond to the note's belonging track.

Track |3-Sitar(L}

If you have inserted events to wrong track, you may correct
event's track at once from “Edit” - “Modify Event's Track”.

This combo box is associated with track list view's selected
track.

Channel I-I :I'

This shows current channel of this piano roll window. When
inserting events by pen tool or line tool, the event's channel
becomes specified channel here. If you change current track,
the current channel is also changed automatically to fit selected
track. Also when you click an existing note bar, this value will
be updated automatically to correspond to the note's channel.

If you have inserted wrong channel events, you can correct note
event's channel by selecting “This event's property...” from
right click menu or “Edit” - “Modify event's channel...” from
the main menu.

If you have inserted a event whose channel is different from the
track' output channel in the track list window, the event's
channel becomes this box's value, but it is outputted to the
track's output channel when playing. In the formatl midi data,
you can use only one channel in each track. If a event's
channel is different from track's output channel, you are asked
if you want to correct them automatically when saving as
Standard MIDI File.

Snap [tick] |3EI-Semiquaver j
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This shows current snap time [tick] of this piano roll window.
When inserting or moving note event, note on time is aligned to
a multiple of this time. For example, in case your MIDI data is
TPQN based and the time resolution is 120 [ticks per quarter
note], if this value is “120-quarter”, note on time is aligned to
quarter border whenever inserting or moving note event. If this
value is “60-quaver”, note on time is aligned to quaver border
whenever inserting or moving note event. If this value is “1-
free”, note on time isn't aligned anywhere.

Velocity |1 0 7]

This shows current velocity of this piano roll window. Specify
the velocity value of note you want to insert. The velocity is the
strength of hitting the key, which is defined 1(weak) up to
127(strong). Also when you click an existing note bar, this
value will be updated automatically to correspond to the note's
velocity.

If you have inserted note events at wrong velocity, you can
correct note event's velocity by selecting “This event's
property...” from right click menu or “Edit” - “Modify event's
velocity...” from the main menu.

Duration [tick] |1 a0 5]

This shows current duration of this piano roll window. Specify
the duration of note you want to insert. For example, when your
MIDI data is TPQN based and the time resolution is 120[ticks
per quarter note], the value 120 means quarter note, the value
60 means quaver note, and the value 30 means semiquaver
note. Also when you click an existing note bar, this value will
be updated automatically to correspond to the note's velocity.

Ref : Durations of each note in each resolution of TPQN base

Resolution 48 120 480
Whole note 192 480 1920
Dotted half note 144 360 1440
Half note 96 240 960
Triplet half note 64 160 640
Dotted quarter note 72 180 720
Quarter note 48 120 480
Triplet quarter note 32 80 320
Dotted quaver note 36 90 360
Quaver note 24 60 240
Triplet quaver note 16 40 160
Dotted semiquaver note 18 45 180
Semiquaver note 12 30 120
Triplet semiquaver note 8 20 80
Demisemiquaver note 6 15 60
Triplet demisemiquaver note | 4 10 40

If you have inserted note events at wrong duration, you can
correct note event's duration by selecting “This event's
property...” from right click menu or “Edit” - “Modify event's
duration...” from the main menu.

[

This shows current graph kind of this piano roll window. When
drawing graph by pen tool or line tool, specified kind's events
are inserted.

Graph Kind |Velocity

This combo box is associated with graph kind list view's
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selected graph kind.

=l

This shows current graph snap time [tick] for this piano roll
window. This value means the interval to insert event when
drawing graph. If this value is specified 1-Free, then the graph
is drawn precisely as possible. But when continueing a constant
value, the event is skipped. In other hands, if this value is
specified semiquarver for example, then events inserted only at
the time a number of semiquarver. This lets the MIDI data easy
to see or edit, and lets the MIDI data small size.

Graph Snap [tick] I'I-Free

Show Only Current Track (F9) %l

If this is checked on, this piano roll window shows only current
track. It is useful in case to see each one track quickly.

To show or hide arbitrary track, check off this button and check
on only the track you want to see in the track list view.

Show All Track(F10) %l

If this is checked on, this piano roll window shows all tracks. It
is useful in case to see all tracks quickly.

To show or hide arbitrary track, check off this button and check
on only the track you want to see in the track list view.

Show Only Current Graph (F11) %l

If this is checked on, this piano roll window shows only current
kind of graph. It is useful in case to see each one kind of graph
quickly.

To show or hide arbitrary kind of graph, check off this button
and check on only the kind of graph you want to see in the
graph kind view.

Show All Graph (F12) %l

If this is checked on, this piano roll window shows all kind of
graph. It is useful in case to see all kind of graph quickly.

To show or hide arbitrary kind of graph, check off this button
and check on only the kind of graph you want to see in the
graph kind view.

Auto Page Update ﬂ

If this is checked on, the page is updated automatically during
playing MIDI data. Whenever you start playing or move
current position, it is checked on automatically (This behave
may be changed in the option dialog). And whenever you move
the view's scroll bar or click zoom up or zoom down button, it
is checked off automatically.
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2-3-2. Note Property

If you right click an existing note bar on the piano roll window
and you select “This even's property...” menu, the dialog to edit
the note event will open. By using this dialog, you can see or
edit each note event's property without using event list window.

MNote Property @

Track [sitarL) |

Time 00024:04:000

Channel [11E] =] =

Kew [0~127) 77-F4 -

MHote OnVelacity [1°127) 100 =

Mate OFff Velocity [07127] ]

Cruration (17 120 =

Ok ] | Cancel

Track

This shows the track number and track name that this note
event belongs to. In case format 1 MIDI data, note event can't
be moved to the first track, which is called conductor track. To
move many note events at once, it is useful to use “Edit” -
“Modify Event's Track...” than this dialog.

Time

This shows the note on time of this note event. The unit is
“Measure:Beat:Tick” (in case TPQN base), or “Frame:Sub
frame” (in case SMPTE base). To modify many note event's
time at once, it is useful to use “Edit” - “Modify Event's
Time...” than this dialog.

Channel (1~16)

This shows the output channel of this note event. If the output
channel is selected 1 to 16 in track list window, Sekaiju regards
the output channel as the track list window's output channel. In
format 1 MIDI data, multiple channel in one track is not
allowed. To modify many note event's channel at once, it is
useful to use “Edit” - “Modify Event's Channel...” then this
dialog.

Key (0~127)

This shows the key number and key name (ex: “60-C3”) of this
note event. To modify many note event's key at once, it is
useful to use “Edit” - “Modify Event's Key...”, than this dialog.

Note on Velocity (1~127)

This shows the note on velocity of the note event. To modity
many note event's note on velocity at once, it is useful to use
“Edit” - “Modify Event's Velocity...” than this dialog.

Note off Velocity (0~127)

This shows the note off velocity of the note event. There are
two types of note event. One is note on + note off and the other
is note on + note on (velocity 0). Note off velocity is available
only in a type of note on + note off event. Generally, note on +
note on (velocity 0 ) events are used.
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Duration (1~65535)

This shows the duration of the note event. The unit is [tick] in
case TPQN base, and sub frame in case SMPTE base. For
example, in case TPQN base and time resolution is 120 ticks
per quarter note, 120 means quarter note and 60 means quaver
note. To modify many note event's note at once, it is useful to
use “Edit” - “Modify Event's Duration...”, than this dialog.

Ref : Durations of each note in each resolution of TPQN base

Resolution 48 120 480
Whole note 192 480 1920
Dotted half note 144 360 1440
Half note 96 240 960
Triplet half note 64 160 640
Dotted quarter note 72 180 720
Quarter note 48 120 480
Triplet quarter note 32 80 320
Dotted quaver note 36 90 360
Quaver note 24 60 240
Triplet quaver note 16 40 160
Dotted semiquaver note 18 45 180
Semiquaver note 12 30 120
Triplet semiquaver note 8 20 80
Demisemiquaver note 6 15 60
Triplet demisemiquaver note | 4 10 40

OK
Close this dialog and update the note event's property.
Cancel

Cancel to change the note event.
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2-3-3. Tempo Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the piano roll window, and by selecting
“Insert Tempo...”, or “Modify Tempo...” menu, following
tempo property dialog will be shown.

Tempo Property @
Timne
TempolBPrM] 74.00
K ] | Cancel
Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base).

Tempo[BPM]

Specify tempo by BPM.

OK

Confirm this property and insert new tempo event or modify
existing tempo event.

Cancel

Close this dialog and nothing happens.
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2-3-4. Time Signature Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the piano roll window, and by selecting
“Insert Time Signature...”, or “Modify Time Signature...”
menu, following time signature property dialog will be shown.

2-3-5. Key Signature Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the piano roll window, and by selecting
“Insert Key Signature...”, or “Modify Key Signature...” menu,
following key signature property dialog will be shown.

Time Signature Property

Time
Murnerator 4 =
Denominator 4 -

Clocks per quarker note 24

Ak

Demisemniguayer notes per quarker note g

Al

ak. II Cancel I

Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base). Generally, time signature event must be put on the
border of measure, whose beat = 01 and tick = 000.
Numerator

Specify numerator from 1 to 255.

Denominator

Select denominator from 1, 2, 4, 8, 16, or 32.

Clocks per quarter note

Specify number of clocks per quareter note. Generally this
value must be 24.

Demisemiquaver notes per quarter note

Specify numeber of demisemiquarver notes per quarter note.
Generally, this value must be 8.

OK

Confirm this property and insert new time signature event or
modify existing time signature event.

Cancel

Close this dialog and nothing happens.
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Key Signature Property

Tirne
Mumber of sharp or flat lgb vI
Fajor ar minar [maiol vI

QK ] [ Cancel

Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base). Generally, key signature event must be put on the border
of measure, whose beat = 01 and tick = 000.

Number of sharp or flat

Select number of sharp or flat from 7b, 6b, 5b, 4b, 3b, 2b, 1b,
O#, 1#, 2#, 3#, 4#, 5#, 6#, or TH#.

Major or minor
Select major or minor
OK

Confirm this property and insert new key signature event or
modify existing key signature event.

Cancel

Close this dialog and nothing happens.
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2-3-6. Marker Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the piano roll window, and by selecting
“Insert Marker...”, or “Modify Marker...” menu, following
marker property dialog will be shown.

Marker Property

Time

Text 2

Ok l I Cancel

Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base).

Text

Write a note.

OK

Confirm this property and insert new key signature event or
modify existing key signature event.

Cancel

Close this dialog and nothing happens.
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2-4. Event List Window

Event list window enables you to see and edit all kind of events
which is defined in MIDL.

Event list window has three views. In the left, event list view is
shown. In the top-right, track list view is shown, which can be
used to show or hide each track. In the bottom-right, event kind
view which can be used to show or hide each kind of event.

¥ Sekaiju3.7 - [Air07S.mid:3(Event List)] [=nE=n~=
[#) Ele Edit View Control Setup Window Help =)=
DESE|ISR| |~ BE@EmE 2
000000000 | 000010000 | 44 B @ W | « Ve & [BE)o W2 |[@) vem | e
£ & G| B sunmer o - | 000101000 [Tkt e~ SS|Ss|%|d
Tiack HourMinute-SecondMeaseBeat Tick EventKind Channel Valuel ValieZ » 7| A
1 [ summerio 00000000 000010000 STrckMeme  -n/s < [ile surmer ights 5
2 (T4ile sunmerlg < 000000000 00000000 STackName  <iia AR
3 [M4kle summerlig < 000000000 S 000DTOT000 STew ~nia  GSASCENLN
4 14ile summerlig -000000:000 000010000 S SysEuNomal  -n/a  =F041 1042124000 7F 00
5 (14ile summerlig - 000000000 000010000 SSysEuMNoma)  -n/a  SF041104212401A1502
6 14ile summerlig - 000000000 - 000010000 SSysEuNomal -n/a  -FOA1 1042124001 3005
7 14hte -summer lig +00:00:00:000  00001:01:000  $SysExNormal)  ~in/a S FO411042 124001 5004 £l Szgfwe Humber -
8 (14ile summerlig - 000000000 S000DTOT000 SSysEwMNoma) -n/a  SFO411042124001 3378 |Y]Copyrieht
9 (14ile summerlig -{000000000 0000101000 5 TmeSignalwie ~i/a -4/ : 20[Clocks / Quaterna | |5 lseunC T
10 Tle summerlig - 000000:000 5 00001:01:000  SKeySignatwe  =i/a 2 [3b: major [=Eb-Major] m;ﬁzv
T 4dle sunmerlg - 000000000 <{00001:0T:000  ={Tempo /s PADNEPM] (=B1051T Micro Gue Point
2 | loeozon0m  Shoootonon  aiackName  wjva  <ped Frogram Neme
13 [3Pad +000000:000  =00001:01:000 STrackMame =/ = Pad g\gﬁ"gi ,f’x'e"x
14 [4Pad -[00000:000 0000101000 STk Name /s 2Pad End of Track =
15 5Pad ooosonoon 2000101000 STwckName  <iia  Pad 1ome0. ottest
16 |[GGamelan +0000:00:000  =00001:01:000  STrackMame  =jn/a = (Gamelan o I‘E';esi‘sga“‘yf
17 BRaMa -0000D000 0000101000 ETackMeme  <nia  -RAMA 7| Sequencer Specific
18 8stall) -000000:000 00O0IOTO00  STwckNeme  <n/a - Siadl) INots Offlinokuding velocity Notq
19 [10SitarR) ~/000000:000  00001:01:000  3Track Name  <j/a  3GitarR) /| KeyhfterTouch
¥/ ool Charee
20 [1#Standad  -|000C00000  S{0000T0T000 STackName  <in/a  iStandad < [[7lProeram o
22 h2#Einic ~lo000:00:000 =l0001:01:000 *Track Neme  <ln/a  ~HEthnic [¥]SysEx{Normal <
« i ' B
Ready Formati  17Tracks  120TPQN I out

By turning mouse wheel on the event list view, the view can be
scrolled up or down. And by turning mouse wheel with [Ctrl]
key, the current playing position can be moved back and forth.
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2-4-1 Toolbar

Insert Event (Ins) él

Insert a new event before active cell. The track to insert, time to
insert, the kind of event, the channel of event must be specified
in the toolbar in advance.

If you move active cell left, right, up, down or you click cell on

the event list view, the toolbar's track, time, event kind, and
channel will be updated to fit the cell.

Duplicate Event (Ctrl+Ins) él
Duplicate a event before active cell. By duplicating, the same

event appears in the same time, so you must correct the event's
time or kind and so on immediately.

Delete Event (Del) él

Delete an active cell's event. End of track event can't be deleted
in the end of track.

2-Pad =]
This shows the current track of this event list window. When
inserting a new event, the event is inserted to this track. If you
change the current track, the current channel is also changed
automatically to fit selected track.

Track

If you have inserted events to wrong track, you may correct
event's track at once from “Edit” - “Modify Event's Track”.

This combo box is associated with track list view's selected
track.

. 000 071 :000
Time

This shows the current time of this event list window.
Whenever inserting a new event, the new event is inserted to
this time.

=]

This shows the current event kind of this event list window.
When inserting a new event, the event is inserted as this event
kind.

Event Kind Sequence Mumber

This combo box is associated with track even kind view's
selected track.

Channel n/a =

This shows the current channel of this event list window. When
inserting an new event, the event's channel becomes specified
channel here. If you change current track, the current channel is
also changed automatically to fit selected track.

Channel's value (1 to 16) is available only in MIDI channel
event (note off, note on, key after touch, control change,
program change, channel after touch, and pitch bend). In the
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other events, the channel's value becomes always “n/a”.

If you have inserted wrong channel events, you can correct
event's channel at once from “Edit” - “Modify Event's
Channel”.

If you have inserted a event whose channel is different from the
track' output channel in the track list window, the event's
channel becomes this box's value, but it is outputted to the
track's output channel when playing. In the formatl midi data,
you can use only one channel in each track. If a event's
channel is different from track's output channel, you are asked
if you want to correct them automatically when saving as
Standard MIDI File.

Show Only Current Track (F9) El

If this is checked on, this event list window shows only current
track. It is useful in case to see each one track quickly.

To show or hide arbitrary track, check off this button and check
on only the track you want to see in the track list view.

Show All Track (F10) gl

If this is checked on, this event list window shows all tracks. It
is useful in case to see all tracks quickly.

To show or hide arbitrary track, check off this button and check
on only the track you want to see in the track list view.

Show Only Current Event Kind (F11) %l

If this is checked on, this event list window shows only current
event kind. It is useful in case to see each one kind of event
quickly.

To show or hide arbitrary kind of event, check off this button
and check on only the event kind you want to see in the event
list view.

Show All Event Kind (F12) gl

If this is checked on, this event list window shows all kind of
events. It is useful in case to see all kind of events quickly.

To show or hide arbitrary kind of event, check off this button
and check on only the event kind you want to see in the event
list view.

Auto Page Update ﬁ

If this is checked on, the event list view's page is updated
automatically during playing MIDI data. Whenever you start
playing or move current position, this is automatically checked
on (This behave may be changed in the option dialog). And
whenever you move the view's scroll bar or click zoom up or
zoom down button, this is automatically checked off.
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Save Event List As CSV or Text E

Save current event view list as comma separated text (*.csv) or
tab separated text(*.txt) format.

Following “Save as” dialog will appear. Input select folder,
input file name, select file format (csv or txt) and then click
save button.

¥ sekaijuz.7
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Following sample is the view of output result in notepad. If you
use Excel or Calc, you will see the list with the column aligned.

" Test0003.csv - XFHE
I7IUE) |EE) SR(0Q) FRY) ~LI(H)
|, Track, Hour:Minute:Second:Mill ISECUUE‘S?SH{GUBEM Tick, Event.Kind, Char =

=1/ e o)

, 1--summer |ishts-, 00:00:00:000, 00, Track Mame, n/a, -summe

 1--summer |ishts-, 00:00:00:000, 00001:01:000, Track MName, n/a, AIR

. 1=-summer |ights-, 00:00:00:000, 00001:01:000, Text, nfa, G3/3C- 88VL¥F

. 1--summer |ights-, 00:00:00:000, 00001:01:000, SysEx(Norma\) n/a, Fl

. 1--summer |ights-, 00:00:00:000, 00001:01:000, SysEx(Normal), rva, FD

» 1--summer |ishts-, 00:00:00:000, 00007:01:000, SveEx(Normal). nfa, FO
lights-, 00:00:00:000, 00001:01:000, SysEx(Normal}, n/a, FO

, 1=-summer |ights-, 00:00:00:000, 00001:01:000, SysEx(Normal), n/a, FO

, 1--summer |ights-, 00:00:00: 001 00, Time Sigrature, n/a, 4/

000, 00001:01:000,

UD UU UU DUU 00001:01:000,
, 1--summer |ight 000, 00001:01:000,
00:00: UDU UUUU] U] 100, Track Name,

, 3-Pad, 00:00:00:000, 00001:01:000, Track Mame, n/a, Pad
, 4-Pad, 00:0 UUU 00001:01:000, Track MName, n/a, Pad
, 9-Pad, 00:0 ., 00001:01:000, Track Mame, n/a, Pad

%] Key Sigrature, n/a
2
3
!
?, B-Game | an, DUU 00001:07:000, Track Name, n/a, Gamelan
g
9
0
1

Tempo, néa, 74.0 [BPM]
r/a, Pad

. 1--summer \Ights*

, 2-Pad, 00:

, 1-Gencer, 00:00:00:000, 00001:07:000, Track MName, n/a, Gencer
» S-RiMA, 00:00:00:000, 00001:01:000, Track Name. n/a. RAMA

1
2
3
1
5
6
7, 1--summer
3
9
1
1
1
1
1
1
1
]
19, 9-Sitar(L), 00:00:00:000; 00001:01:000, Track Name, néa, Sitar(L)

2 -Sitar(R), 00:00:00:000, 00001:01:000, Track Mame, nfa, Sitar(R)
21, 11-#Standard, 00:00:00:000, 00007:01:000, Track Mame, n/a, ¥Standard
22, 11-#Standard, 00:00:00:000, 00007:01:000, Text, n/a, Data-Orum Track
23, #Ethnic, 00:00:00:000, DOODT:01:000, Track Name, n/a, HEthnic

24 00007:07:01 Text, n/a, Data-Drum Track

10
11
11
12-

, 12-fEthnic, 00:00:00:000,

25, }E'P\ano, 00:00:00:

15-
16
17
2_

(00, G000T:01:000, Track Name, nfa, Piano
28, 14-Piano, 00:00:00:000, 01:07:000, Track Mame, n/a, Fiano
27, Piano, 00:00:00:000, 00001:07:000, Track Name, n/a, Fiano
78, 18-Piano, 00:00:00:000, 00001:01:000, Track Name, r/a, Piano
29, Piang, 0001:07:000, Track Mame, nfa, Piano

o

00:00:00:000, 0O
ad, 00:00:00:033, 00001:01:005, Pitch Berd, 1, 0, ---, --- -

4 . 3

The CSV file outputted by this button shows current event list

view's text. This CSV file can't be load in Sekaiju again. To

save as CSV file for loading again, use main menu's File — Save
s... and select “MIDICSV(*csv)” type.
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2-4-2. Explanation of Event's Kind

In the event list window, all kind of event defined in MIDI can
be edited. Here is an explanation of each event kind.

Sequence Number

Sequence number is unique number 0 to 65535 that identify
MIDI data from some machine. This event is seldom used. This
event has no influence on playing MIDI message.

Text

Text event is used to insert arbitrary strings or comments in the
MIDI data. This event can be inserted in any track and
anywhere. Especially, it is recommended to comment by text
event about RPN change, NRPN change, system exclusive
event. The first track's the first text event (at time 0) is usually
whole MIDI data 's comment. This event has no influence on
playing MIDI message.

By the way, in the text related event, TAB, LF and CR are
visible and editable as “\t”, “\r” and ‘“\n”. However, it is not
recommended to use these control characters in the text related
event's string. And “\” is visible and editable as “\\”.

Copyright

Copyright event is used to insert copyright string in the MIDI
data. This event is usually inserted in the first track's at time 0.
This event has no influence on playing MIDI message.

Sequence Name / Track Name

Sequence name / Track name event is also string. In format 0
MIDI data, this means the MIDI data's title. In format 1 MIDI
data, the first track's (which is called as conductor track) this
event means the MIDI data's title and the second or following
track's this event means the track’s title. As the track's title, the
role of the track should be written. For example, “Main”,
“Bass”, “Piano(L)”, “Piano(R)”, “Strings(L)”, “Strings(R)”
And this event is usually placed at time 0 of each track. This
event has no influence on playing MIDIL.

Instrument Name

Instrument name event is also string. This means the instrument
or MIDI module name to be used to play this track. For
example, "Roland SC-88Pro”, “YAMAHA MU-128". And
this event is usually placed at time O of each track. This event
is often omitted in case that only a single instrument is used or
the MIDI data's type is GM / GS / XG based. This event has no
influence on playing MIDI message.

Lyrics

Lyrics event is also string. This means each note event's lyrics
and placed each note on event if the music has lyrics. This
event is used to show lyrics in some MIDI player. .This event
has no influence on playing MIDI message.

Marker

Marker event is also string. This is used to write a section's
name. For example, “Intro”, “A”, “B”, and so on. This event is
usually placed in the first track. This event has no influence on
playing MIDI message.
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Cue Point

This event is also string. This is used to the same way to
Marker event. One MIDI data should include either marker or
cue point event. This event has no influence on playing MIDI
message.

Program Name

Program name is also string. This means the tone name like
“Pianol”, “Organl”, “Nylon_Guitar”, to be played this track.
This event should be inserted for each program change event.
But this event is usually omitted. This event has no influence
on playing MIDI message.

Device Name

Device Name is also string. This means the port name like
”Roland Serial MIDI Out A” to be played this track. This even
is not important so usually omitted. This event has no influence
on playing MIDI message.

Channel Prefix

Channel prefix is number 1 to 16. MIDI channel event (note
off, note on, key after touch, control change, program change,
and pitch bend) has it's own channel information to be output.
But the other events doesn't has it's own channel information to
be output because they are not output as MIDI Message or they
are channel independent. This event enables to define output
channel to these events if need by inserting this event previous
the target event. But this event is seldom used. This event has
no influence on MIDI channel event's channel.

Port Prefix

Port Prefix event is number 1 to 16. If you uses multiple MIDI
modules in one MIDI data, this event becomes identifier to
notify output port number in standard MIDI file (*.mid). In
Sekaiju, each track's output port can be specified in the track
list view, and saves this information in Sekaiju sequence file
(*.skj), so this event may be omitted. But output port number is
not saved in standard MIDI file (*.mid), then the port number
for each track is notified by this event. If you use only single
module, this event is usually omitted.

End of Track

This event means end of track and has no data. This event must
be placed end of track. No events can't be placed after this
event.

Tempo

Tempo event is value which is specified as BPM [Beat per
minutes] unit in Sekaiju, and it is stored as microsecond per
quarter note unit. This event can be put many times in one
MIDI data. In format 1 MIDI data, this event must be put in the
first track, which is called “conductor track”. This event must
be put at least at time 0. If there is no tempo event in the MIDI
data, the tempo becomes 120[BPM] in Sekaiju. In case SMPTE
base MIDI data, this event has no influence on playing MIDI,
but stored for view.

SMPTE Offset
SMPTE offset event is time value which is specified as “HH :

MM : SS : FF : SubFrame” format. This event means offset of
SMPTE time, it is usually 3 seconds. This event can be placed
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only one times at time 0 in one MIDI data. In format 1 MIDI
data, this event must be placed in the first track, which is called
“conductor track”. This event is usually omitted.

Time Signature

Time signature consists of four values, which is a numerator, a
denominator, number of MIDI timing clock per quarter note,
and number of demisemiquaver (32nd note) per quarter note. A
numerator is 1 to 255, but normally 1, 2, 3,4, 5, 6, 7, or 8. A
denominator is normally 1, 2, 4, 8, 16, or 32. Number of MIDI
timing clock is normally 24. Number of demisemiquaver (32nd
note) per quarter note is normally 8. This event can be inserted
at the beginning of the measure and can be inserted many times
in one MIDI data. In format 1 MIDI data, this event must be
placed in the first track, which is called “conductor track”. This
event must be placed at least at time 0. If there is no time
signature at time 0, time signature becomes 4/4, 24[clocks /
quarter note], 8 [demisemiquaver notes / quarter note] in
Sekaiju. This event is used for formatting view only. This event
has no influence on playing MIDI.

Key Signature

Key signature consists of two values, which is number of #
(sharp) or b (flat), and major or minor. For example “2b major”
means Bb major key signature. In Sekaiju, flat sign is lower
case of “B”. This event can be inserted at the beginning of the
measure and can be inserted many times in one MIDI data. In
format 1 MIDI data, this event must be put in the first track,
which is called “conductor track”. This event must be placed at
least at time 0. If there is no key signature at time 0, key
signature becomes 0-major (C-Major) in Sekaiju. This event is
used for formatting view only. This event has no influence on
playing MIDL

Sequencer specific

This event is binary array which is specific for each sequencer.
The top of 1 byte or 3 bytes means product company's 1D,
which is assigned by MMA, and following data is specific.

Note Off

This is one of the MIDI channel event. This event means the
specified key is released. This event's parameter is note key (0
to 127) and note off velocity (0 to 127). This event must be
placed as a pair of note on event. See also Note On.

Note On

This is one of the MIDI channel event. This event means the
specified key is pressed. This event's parameter is note key (0
to 127) and note on velocity (0 to 127). This event must be
placed as a pair of note off event. The duration is automatically
determined, which is, note off time — note on time. Velocity 0's
note on event means note off event. To release key, there is two
way, which is, one is note off event, and the other is note on
event with velocity 0. Usually note on event with velocity 0 is
used.

Key After Touch

This is one of the MIDI channel event. This event means the
pressure of specified key and make the tone swings. The swing
type is depend on the MIDI module or instruments, for
example, the volume becomes bigger or sharper, or vibration
becomes bigger, or growl becomes bigger when the key
pressure becomes bigger. This event's parameter is note key and
pressure value (0 to 127).
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Control Change

This is one of the MIDI channel event. This event adjust
various parameter of the channel like volume, pan and so on.
This event's parameter is control change number (CC#) and it's
value. Following control change number (CC#) is well known.

CC# | Name
0 Bank Select MSB

meaning

Top 7 bit of bank number
when selecting tone by
program change.
Vibration level.
Set specific
NRPN value
Volume (for each track's
balance)

Pan (Left=0, Center=64,
Right=127)

Volume (for crescendo or
decrescendo)

Bottom 7 bit of bank
number when selecting
tone by program change.
Switch on piano's sustain
pedal=127, off=0.

Reverb send level

Chorus send level

Delay send level

Bottom 7 bit of NRPN
type when specifying
specific value by CCH#6
(Data Entry) event.

Top 7 bit of NRPN type
when specifying specific
value by CC#6 (Data
Entry) event.

Bottom 7 bit of RPN type
when specifying specific
value by CC#6 (Data
Entry) event.

Top 7 bit of RPN type
when specifying specific
value by CC#6 (Data
Entry) event.

1 Modulation
6 Data Entry

RPN or

7 Volume

10 Pan

11 Expression

32 Bank Select LSB

64 Hold Pedal

91
93
94
98

Reverb
Chorus
Delay
NRPN LSB

99 NRPN MSB

100 RPN LSB

101 RPN MSB

CC#6 (Data Entry) must be used with CC#98 and CC#99, or,
CC#101 and CC#100. For example, to set pitch bend sensitivity
plus or minus 1 octave, (= 12 semitones), write event like
following list.

* CC#101 (RPN MSB) value=0
* CC#100 (RPN LSB) value=0
* CC#6 (Data Entry) value=12

Each event must be put at the increasing time about 5 tick
interval. If put at the same time, computer's buffer or module's
buffer sometimes becomes full and sometimes not works well.

Program Change.

This is one of the MIDI channel event. This event is used to
select the tone like piano, guitar, strings and so on. This event
has one parameter, which is, program number (0 to 127). But
by using this event, you may select only from 128 kind of tones
. To select from more kind of tones, you may use CC#0 (Bank
Select MSB) and CC#32 (Bank Select LSB) with program
change. Following example is to select Bank Select MSB=16,
Bank Select LSB=3, Program Change=48's strings. By this
way, 128x128x128=2097152 tones can be selected.

* CC#0(Bank Select MSB)  value=16
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* CC#32(Bank Select LSB)  value=3

* Program Change number=48

Each event must be put at the increasing time about 5 tick
interval. If put at the same time, computer's buffer or module's
buffer sometimes becomes full and sometimes not works well.
The list of available tone is written in the each MIDI module's
operation manual.

Channel After Touch

This is one of the MIDI channel event. This event means the
pressure of pressed key in this channel is changed and make the
tone swings. .The swing type is depend on the MIDI module or
instruments, for example, the volume becomes bigger or
sharper, or vibration becomes bigger, or growl becomes bigger
when the key pressure becomes bigger. This event's parameter
is pressure value (0 to 127) only.

Pitch Bend

This is one of the MIDI channel event. This event means the
pitch bend wheel is turned and make the frequency up or down.
This event's parameter is pitch bend value (-8192 to 8191) only.
0 is center, and pitch bend sensitivity is specified in RPN#0 and
CCH#6 (see also control change). If pitch bend sensitivity is 12,
-8192 means 1 octave (= 12 semitones) down and +8191 means
1 octave (= 12 semitones) up.

System Exclusive (Normal)

System exclusive event is used to send command which is
specific to the MIDI module. For example, master fine tune,
master coarse tune, master volume, master reverb, master
chorus, and master equalize. System exclusive event (normal)
is binary array, which begins FO and ends F7, and inside FO and
F7 the values are 00 to 7F. In sekaiju, each value is written in
hexadecimal value. The command depends on MIDI module,
so see also your MIDI module's operation manual. Following
list is major system exclusive message, which can be
recognized by .many MIDI module.

Command Name System Exclusive Data Binary Array
GM1 Reset FO 7E 7F 09 01 F7

GM2 Reset FO 7E 7F 09 03 F7

GM System Off FO 7E 7F 09 02 F7

GS Reset F0 411042 1240 00 7F 00 41 F7
XG Reset F0 43 104C 00 00 7E 00 F7
Master Volume FO 7F 7F 04 01 1l mm F7

Master Fine | FO 7F 7F 04 03 1I, mm, F7
Tuning

Master Coarse | FO 7F 7F 04 03 1, mm, F7
Tuning

* 11 means bottom 7 bit of 14 bit value. Normally, it must be 00.
* mm means top 7 bit of 14 bit value. It becomes 00 to 7F.

System Exclusive (Arbitrary)

This is used to send arbitrary MIDI message. Normally system
exclusive message begins FO and ends F7, and the values inside
FO and F7 are 00 to 7F. But this arbitrary system exclusive
message is allowed to use any value (00 to FF) at any position.
This is very dangerous message, so you must not use this event.

Main purpose of this event is to send divided system exclusive
message, which is longer than 128 bytes. For a reason of load,
too long system exclusive message is not recommended. So if
system exclusive message you want to send is 1024 bytes, you
should insert 128 bytes message 8 times with time difference.
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2-5. Musical Score Window

In the musical score window, only note event (note on and note
off ) can be shown and edited graphically. In the musical score
window, multiple track can be shown and edited at the same
time.

Musical score window has two views. In the left, there is a
musical score. In the right, there is a track list box, which is
turn on or off each track's visible.
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By turning mouse wheel on the musical score view, the view
scrolls up or down. And by turning mouse wheel on the musical
score view with [Ctrl] key pressed, the current playing position
moves back and forth.

Sekaiju is not a notation program but a MIDI sequencer, so the
musical score window is intend to show MIDI data (standard
MIDI file) exactly as possible. Therefore, the rest sign or
auxiliary sign which can't be defined in the MIDI data are not
shown. Also, MIDI data's note on time and note off time can be
defined by 1 tick step, but musical score can't show them
exactly by normal note. In the musical score window, note on
time and note off time are rounded to specified view resolution
like triplet semiquaver. Supported odd divided note is up to
triplet. Quintuplet or more is not supported.

However, the musical score window has a capacity of showing
time signature, key signature, accidental (double sharp, sharp ,
natural, flat, and double flat for each note) and tie sign (when it
is necessary to show the note event).

The triplet note event is shown only when they are placed at
1/3 beat time step exactly and 2 or more notes are placed in
one beat. Otherwise note on time and note off time are rounded
to non triplet place.

The notes are shown only when your MIDI data is TPQN
based. No notes is shown when your MIDI data is SMPTE
based.

2-5-1 Toolbar

Pen (P)(D) il

This tool is used to put a new note event on musical score view
and to move an existing note event

To put a new note event, left click on the void area of musical
score view. The inserting note's channel, velocity, duration
[tick] are determined by the toolbar's value. The note's
belonging track, note's key and note on time are determined by
the position that you release the mouse button. If you right
click before you release the mouse button, the note key will be
up (sharped) or downed (flatted) half pitch. If you press [Esc

or [Del] key before you release the mouse button, Sekaiju
cancels to put a new note event.

By dragging on an existing note you can move the note up, or
down, left or right. If you press [Del] key before you release
the mouse button, Sekaiju deletes the note events.

Additionally, if you left-click an existing note bar, the toolbar's
track number, channel number, velocity value, and duration
[tick] are updated to fit the note (absorb note's property to the
toolbar) . By using this feature, you can input note events
quickly.

# (sharp) or b (flat) is determined automatically by the key
signature of the time you put the note. For example, in case the
key signature is “0#”, no key is sharped or flatted, in case of
“2#”, F key and C key are sharped automatically, in case of
“2b”, B key and E key are flatted automatically. The key
signature event can be put or added by yourself to each
measure in the event list window. If you desire to put note half
key pitch up or downed, right click while you are dragging the
note. However the enharmonic ( the same key but it has
multiple name like “F#” and “Gb”) is automatically determined
as the pattern generally used in the key signature. You can't
specify which sign to use.

* In Sekaiju, flat sign “b” is shown as the lower case of “B”.

K.S. key with # or b Major Minor

T# F,C,G,D,AE, B C#-Major A#-minor
6# F,C,G,D, A E F#-Major D#-minor
S5# F,C,G,D, A B-Major G#-minor
4 F,C,G,D E-Major C#-minor
3# F,.C,G A-Major F#-minor
2# F,C D-Major B-minor
1# F G-Major E-minor
0 C-Major A -minor
1b B F-Major D-minor
2b B,E Bb-Major G-minor
3b B,E A Eb-Major C-minor
4b B,E,A, D Ab-Major F-minor
5b B,E.A,D,G Db-Major Bb-minor
6b B,E,A,D,G,C Gb-Major Eb-minor
7b B,E,A,D,G,C F Cb-Major Ab-minor
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Eraser (E) ﬁl

This tool is used to erase existing note .

Select (S)

This tool is used to select existing note. The selected event's
color becomes black.

If you select with [Ctrl] key pressed, more notes are selected
additionally.

Preview (B) ﬂl

This tool is used to preview (hear) the sound at the clicked or
dragged position in the left view.

[

This shows the current track of this musical window. When
inserting events by pen tool, this value is updated to the track
you've inserted. If you change current track, the current channel
is also changed automatically to fit selected track. Also when
you click an existing note, this value will be updated
automatically to correspond to the note's belonging track.

Track |2-Sitar(L}

If you have inserted events to wrong track, you can correct
event's track by selecting “This event's property...” from right
click menu or “Edit” - “Modify Event's Track...” from the main
menu.

This combo box is associated with track list box's selected
track.

Channel I1 :Iv

This shows current channel of this musical window. When
inserting events by pen tool, the event's channel becomes
specified channel here. If you change current track, the current
channel is also changed automatically to fit selected track. Also
when you click an existing note, this value will be updated
automatically to correspond to the note's channel.

If you have inserted wrong channel events, you can correct
event's channel by selecting “This event's property...” from the
right click menu or “Edit” - “Modify Event's Channel...” from
the main menu.

If you have inserted a event whose channel is different from the
track' output channel in the track list window, the event's
channel becomes this box's value, but it is outputted to the
track's output channel when playing. In the formatl midi data,
you can use only one channel in each track. If a event's
channel is different from track's output channel, you are asked
if you want to correct them automatically when saving as
Standard MIDI File.

Snap [tick] ISEI-Semiquaver;I

This shows current snap time [tick] of this musical score
window. When you insert or move note event, note on time is
aligned to a multiple of this time automatically. For example, in
case your MIDI data is TPQN based and the time resolution is
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120 [ticks per quarter note], if this value is “120-quarter”, note
on time is aligned to quarter border whenever inserting or
moving note event. If this value is “60-quaver”, note on time is
aligned to quaver border whenever inserting or moving note
event. If this value is “l-free”, note on time isn't aligned
anywhere.

Velocity I1 o j'

This shows current velocity of this musical score window.
Specify the velocity value of note you want to insert. The
velocity is the strength of hitting the key, which is defined
1(weak) up to 127(strong). Also when you click an existing
note, this value will be updated automatically to correspond to
the note's velocity.

If you have inserted note events at wrong velocity, you can
correct note event's velocity by selecting “This event's
property...” from right click menu or “Edit” - “Modify event's
velocity...” from the main menu.

Duration [tick] |1'2III j'

This shows current duration of this musical score window.
Specify the duration of note you want to insert. For example,
when your MIDI data is TPQN based and the time resolution is
120[ticks per quarter note], the value 120 means quarter note,
the value 60 means quaver note, and the value 30 means
semiquaver note. Also when you click an existing note, this
value will be updated automatically to correspond to the note's
velocity.

If you have inserted note events at wrong duration, you can
correct note event's duration by selecting “This event's
property...” from right click menu or “Edit” - “Modify event's
duration...” from the main menu.

Ref': Durations of each note in each resolution of TPQN base

Resolution 48 120 480
Whole note 192 480 1920
Dotted half note 144 360 1440
Half note 96 240 960
Triplet half note 64 160 640
Dotted quarter note 72 180 720
Quarter note 48 120 480
Triplet quarter note 32 80 320
Dotted quaver note 36 90 360
Quaver note 24 60 240
Triplet quaver note 16 40 160
Dotted semiquaver note 18 45 180
Semiquaver note 12 30 120
Triplet semiquaver note 8 20 80
Demisemiquaver note 6 15 60
Triplet demisemiquaver note | 4 10 40

The duration should be specified not as you want to show on
the musical score, but as actual duration you want to press the
keyboard. For example, To insert staccato quaver note, you
should specify not quaver note duration, but semiquaver note
duration.

Whole note (1) " =

Specify the note's duration to be inserted whole note. The
duration [tick]'s value becomes whole note's duration
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automatically.

Half note (2) J |

Specify the note's duration to be inserted whole note. The
duration [tick]'s value becomes half note's duration
automatically.

Quarter note (4) J |

Specify the note's duration to be inserted quarter note. The
duration [tick]'s value becomes quarter note's duration
automatically.

Quaver note (8) J>|

Specify the note's duration to be inserted quaver note. The
duration [tick]'s value becomes quaver note's duration
automatically.

To let show quaver note in the musical score, quaver or higher
resolution must be selected in the resolution combo box.

Semiquaver note (6) ﬂ

Specify the note's duration to be inserted semiquaver note. The
duration [tick]'s value becomes semiquaver note's duration
automatically.

To let show semiquaver note in the musical score, semiquaver
or higher resolution must be selected in the resolution combo
box.

Demisemiquaver note (9) ﬁl

Specify the note's duration to be inserted demisemiquaver note.
The duration [tick]'s value becomes semiquaver note's duration
automatically.

To let show demisemiquaver note on the musical score,
demisemiquaver or higher resolution must be selected in the
resolution combo box.

Dotted (.) " *

Specify the note's duration to be inserted with dotted. The
duration [tick]'s value becomes dotted note's duration
automatically. If you click when dotted, dotted is turned off.
This button can be used only when the duration value is exactly
half note, dotted half note, quarter note, dotted quarter note,
quaver note, dotted quaver note, semiquaver note or dotted
semiquaver note duration.

To let show dotted quarter note on the musical score, quaver
note or higher resolution must be selected in the resolution
combo box. To let show dotted quaver note, semiquaver note or
higher resolution must be selected in the resolution combo box.
To let show dotted semiquaver note, demisemiquaver note or
higher resolution must be selected in the resolution combo box.

Triplet (t) ' 2

Specify the note's duration to be inserted with triplet. The
duration [tick]'s value becomes triplet note's duration
automatically. If you click when triplet, triplet is turned off.
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This button can be used only when the duration value is exactly
half note, triplet half note, quarter note, triplet quarter note,
quaver note, triplet quaver note, semiquaver note, triplet
semiquaver note, demisemiquaver note or triplet
demisemiquaver duration.

To let show triplet quaver note on the musical score, triplet
quaver note or higher resolution must be selected in the
resolution combo box. To let show triplet semiquaver note on
the musical score, semiquaver note or higher resolution must be
selected in the resolution combo box . To let show triplet
demisemiquaver note on the musical score, triplet
demisemiquaver note must be selected in the resolution combo
box.

Resolution][tick] IQD_T”':'lEt Sem v

This shows current view resolution [tick] of this musical score
window. Select the shortest note duration to be shown here.
Note on time and note off time can be defined by 1 tick step in
the MIDI data, but musical score can't show them exactly by
normal note. Short or halfway time note events are shown as a
multiple of this value, which is quarter note, quaver note, triplet
quaver note, triplet quaver note, semiquaver note, triplet
semiquaver note, demisemiquaver note or triplet
demisemiquaver note. For example, if you select triplet
semiquaver, semiquaver notes or triplet semiquaver notes are
shown exactly, but demisemiquaver notes or triplet
demisemiquaver notes are rounded to semiquaver notes or
triplet semiquaver notes.

To select higher resolution let show MIDI data more exactly on
the musical score, but the musical score will be filled with fine
note, which will makes difficult to see.

Show Only Current Track (F9) El

If this is checked on, this musical score window shows only
current track. It is useful in case to see each one track quickly.

To show or hide arbitrary track, check off this button and check
on only the track you want to see in the track list view.

Show All Track(F10) %l

If this is checked on, this musical score window shows all
tracks. It is useful in case to see all tracks quickly.

To show or hide arbitrary track, check off this button and check
on only the track you want to see in the track list view.

Auto Page Update %

If this is checked on, the page is updated automatically during
playing MIDI data. Whenever you start playing or move
current position, it is checked on automatically (This behave
may be changed in the option dialog). And whenever you move
the view's scroll bar or click zoom up or zoom down button, it
is checked off automatically.
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2-5-2. Note Property

If you right click an existing note on the musical score window
and you select “This even's property...” menu, the dialog to edit
the note event will open. By using this dialog, you can see or
edit each note event's property without using event list window.

Duration (1~65535)

This shows the duration of the note event. The unit is [tick] in
case TPQN base, and sub frame in case SMPTE base. For
example, in case your MIDI data is TPQN based and the time
resolution is 120 [ticks per quarter note], 120 means quarter
note and 60 means quaver note. To modify many note event's

duration at once, it is useful to use “Edit” -

Duration...”, than this dialog.

“Modify Event's

Mote Property |
Ref': Durations of each note in each resolution of TPQN base
Track [3sitar) -] Resolution 48 120 480
Tine 00024:04:000 Whole note 192 480 1920
Channel [1-16) 2 : Dotted half note 144 360 1440
Kew (0157 Half note 96 240 960
B 77F4 = Triplet half note 64 160 640
Mote Un Welocity [17127] 100 = Dotted quarter note 72 180 720
Mote Off Welocity [0~127) 0 Quarter note 48 120 480
T = Triplet quarter note 32 80 320
uration [17] 120 =
Dotted quaver note 36 90 360
oK ] | Cancel Quaver note 24 60 240
Triplet quaver note 16 40 160
Dotted semiquaver note 18 45 180
Track Semiquaver note 12 30 120
Triplet semiquaver note 8 20 80
This shows the track number and track name that this note Demisemiquaver note 6 15 60
event belongs to. In case format 1 MIDI data, note event can't Triplet demisemiquaver note | 4 10 40

be moved to the first track, which is called conductor track. To
move many note events at once, it is useful to use “Edit” -
“Modify Event's Track...” than this dialog.

Time

This shows the note on time of this note event. The unit is
“Measure:Beat:Tick” (in case TPQN base), or “Frame:Sub
frame” (in case SMPTE base). To modify many note event's
time at once, it is useful to use “Edit” - “Modify Event's
Time...” than this dialog.

Channel (1~16)

This shows the output channel of this note event. If the output
channel is selected 1 to 16 in track list window, Sekaiju regards
the output channel as the track list window's output channel. In
format 1 MIDI data, multiple channel in one track is not
allowed. To modify many note event's channel at once, it is
useful to use “Edit” - “Modify Event's Channel...” then this
dialog.

Key (0~127)

This shows the key number and key name (ex: “60-C3”) of this
note event. To modify many note event's key at once, it is
useful to use “Edit” - “Modify Event's Key...”, than this dialog.

Note on Velocity (1~127)

This shows the note on velocity of the note event. To modify
many note event's note on velocity at once, it is useful to use
“Edit” - “Modify Event's Velocity...” than this dialog.

Note off Velocity (0~127)

This shows the note off velocity of the note event. There are
two types of note event. One is note on + note off and the other
is note on + note on (velocity 0). Note off velocity is available
only in a type of note on + note off event. Generally, note on +
note on (velocity 0 ) events are used.
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OK

Close this dialog and update the note event's property.

Cancel

Cancel to change the note event.
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2-5-3. Tempo Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the musical score window, and by

selecting “Insert Tempo...”, or “Modify Tempo...” menu,
following tempo property dialog will be shown.
Tempo Property E==)
Time 000071 :01:000|
Tempo[BFP] 74.00
u]: ] | Cancel
Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base).

Tempo[BPM]

Specify tempo by BPM.

OK

Confirm this property and insert new tempo event or modify
existing tempo event.

Cancel

Close this dialog and nothing happens.
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2-5-4. Time Signature Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the musical score window, and by
selecting “Insert Time Signature...”, or “Modify Time
Signature...” menu, following time signature property dialog
will be shown.

Time Signature Property @

Time

MHumerator 4 =

Denominator 4 -

Clocks per quarter note 24 =

Demizemigquaver notes per quarter hoke g =
ok ] | Cahcel

Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base). Generally, time signature event must be put on the border
of measure, whose beat = 01 and tick = 000.

Numerator

Specify numerator from 1 to 255.

Denominator

Select denominator from 1, 2, 4, 8, 16, or 32.

Clocks per quarter note

Specify number of clocks per quareter note. Generally this
value must be 24.

Demisemiquaver notes per quarter note

Specify numeber of demisemiquarver notes per quarter note.
Generally, this value must be 8.

OK

Confirm this property and insert new time signature event or
modify existing time signature event.

Cancel

Close this dialog and nothing happens.
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2-5-5. Key Signature Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the musical score window, and by
selecting “Insert Key Signature...”, or “Modify Key
Signature...” menu, following key signature property dialog
will be shown.

Key Signature Property @

Time

Murnber of sharp or flat Igb vI

Fajor o minor ImaiDT vI
Ok ] l Cancel J

Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base). Generally, key signature event must be put on the border
of measure, whose beat = 01 and tick = 000.

Number of sharp or flat

Select number of sharp or flat from 7b, 6b, Sb, 4b, 3b, 2b, 1b,
O#, 1#, 2#, 3#, 4#, 5#, 6#, or T#.

Major or minor
Select major or minor
OK

Confirm this property and insert new key signature event or
modify existing key signature event.

Cancel

Close this dialog and nothing happens.
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2-5-6. Marker Property

By reft clicking in the tempo, time signature, key signature and
marker display area of the musical score window, and by
selecting “Insert Marker...”, or “Modify Marker...” menu,
following marker property dialog will be shown.

Marker Property |
Time
Text I
ak. ] I Cancel
Time

Specify time of this event. The unit is “Measure:Beat:Tick” (in
case TPQN base), or “Frame:Sub frame” (in case SMPTE
base).

Text

Write a note.

OK

Confirm this property and insert new key signature event or
modify existing key signature event.

Cancel

Close this dialog and nothing happens.



Sekaiju3.9 MIDI Sequencer software User's Manual

2-6. “Open” Dialog

In this dialog, select MIDI file which you want to open. This
dialog can be opened from “File” - “Open...” menu.

2-7. “Save As” Dialog

In this dialog, specify MIDI file name which you want to save.
This dialog can be opened from “File” - “Save As...” menu.

rOmn [:
7 WIAF(D MIDI . @ m-
= ) . P B SNP-Fr A
B mlAr0sS.mid
BESRUEER o prt75.mid
! & Air208.mid
S5y T @_Afrlls.m\d
)| Air225.mid
=
S4I5Y
avEa—4—
‘ m v
-
W e . EH)
Ty MI=2 T DEERTY: |P\H MIDI sequence (¥ skj* chy mid:* cevtysg) v‘ et
File Place

Select the folder where the MIDI data is stored.
File Name

Specify the file name which you want to open. File extension
must be(*.skj) or (*.chy) or (*.mid) or (*.csv). The other
extension file can't be opened.

File Type

Select file type (extention) to be shown in the list.

* All MIDI sequence file (*.skj)(*.chy)(*.mid)(*.csv)
* Sekaiju sequence file (*.skj)

* Cherry sequence file (*.chy)

* Standard MIDI File (*.mid)

* MIDICSV File (*.csv)

* All Files (*.%)

* Cherry is the most famous free MIDI sequencer software in
Japan, which is created by Mr. Fumii.

Open
Open specified file.
Cancel (ESC)

Cancel to open file.
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r Save As
BRI

=
01 m-
EMF—F AN

MIDI -

2 : B BN
EREHC-ATSEEEB0E A,

FAU T

=l
S47F54
A

avFa1-4—

@

*y -4

] I b

v #THE)

A #omL |

el RN
e IDFER(TY

Untitled 1skj

lSekalJu Sequence Files (skj)

Save Place

Select the folder where you want to save your MIDI data.

File Name

Specify the file name which you want to save. If file extension
is omitted, file extension selected in File Type is automatically
added. If the file name is already exist, the file is overwritten.

File Type

Select file type (extention) to be saved.

Type Feature

Sekaiju Sekaiju specific file format. All status of the

MIDI MIDI data including each track's property can

sequence be completely saved. File size is bigger than

(*.skj) other format. Sekaiju. During making a music,
this file type is recommended.

Cherry Cherry specific file format. Part of the MIDI

MIDI data is saved. Track name, copyright, text,

sequence lyrics, tempo, time signature, key signature,

(*.chy) marker, note on, note off, control change,
program change, pitch bend, and system
exclusive event are saved and the other events
are not saved. Note event's duration is saved.
Part of system exclusive event is saved as
virtual control change. Each track's output
port, output channel, time+, key+, and
velocity+ are saved and the other track's
property are not saved.

Standard Standard MIDI File format. Almost MIDI

MIDI sequencer and MIDI player can load this

File format. All kind of MIDI events are saved, but

(*.mid) note on and note off are chopped so note
duration is not saved. Track's property like
color, input on / off, input port, input channel,
output on / off, output port, output channel,
view mode, timet, key+, velocity+ are not
stored. When releasing MIDI data, this file
type is recommended.

MIDICSV | MIDICSV File format. Text editor or

File spreadsheet software can read this format. All
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(*.csv) kind of MIDI events are saved, but note on
and note off are chopped so note duration is
not saved. Track's property like color, input on
/ off, input port, input channel, output on / off,
output port, output channel, view mode,
time+, key+, velocity+ are not stored. TAB,
CR, and LF including in a text related event
are outputted as “/0117, /015>, “/012”. LF is
used as a line break.

Whenever changing file type, file name's extention is
automatically changed. If file extention is omitted in file name,
specified file type's extention is automatically added. If file
extention in file name is different from file type's extention, file
name's extention is applied.

* About loading standard MIDI File (*.mid)

Standard MIDI file stores a number of track in MThd chunk,
but Sekaiju ignores this value, and Sekaiju loads all MIDI
tracks as possible including the standard MIDI file.

* About loading or saving XF data

XF data (*.mid) is extra format of standard MIDI File defined
by YAMAHA. Sekaiju can load or save this data. XF data is
always SMF format 0. There is sequencer specific event which
identify this MIDI data as XF data in the first track, and two
concerned extra track is stored, the second track is “XFIH”
chunk, the third track is “XFKM?” chunk.
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2-8. “Property of this MiIDIData”
Dialog

This dialog shows basic property of the MIDI data. This dialog
can be opened from “File” - “Property...”

Property of this MIDIData @
Titls oK |
Sub Title ) ﬂl
Capyright
Comment] G5/ASC-88 L
Comment2
Comment3

MurnTracks 17

MumE vents E154
Tatal Length  00:03:0%: 761 [Hour Minute: Second: Millisec]
TotalLength  00058:01:010 [Measue:Beat Tick]
SMF Format
SMF Format O
@ SMF Farmat 1 [recommended)
SMF Format 2

Time Mode Resalution

@ TPOM Base [recommended)
SMPTE 24 Base [24Frames/zec]
SMPTEZ25 Base [25Frames/zec)
SMPTE30 Base Drop [29.97Frames/zec)
SMPTE 30 Base Mon Drop [30Frames/sec)

Fezalution 120 w [Ticks / Quarter Note]

Title

This shows the title of this MIDI data. This is related with the
first track's the first track name / sequence name event.

Subtitle

This shows the subtitle of this MIDI data. This is related with
the first track's the second track name / sequence name event.

Copyright

This shows the copyright of this MIDI data. This is related with
the first track's the first copyright event.

Comment

This shows the comment of this MIDI data. This is related with
the first track's the first text event.

Length

This shows total length of this MIDI data as both [Hour :
Minute : Second : Millisec] format and [Measure : Beat : Tick]
format (in SMPTE base MIDI data, [Frames : Subframes]
format).This time is correspond to the last even's time in this
MIDI data.

Format

This shows format 0 / 1/ 2 of this MIDI data, which is known
SMF format 0 / 1 / 2. In case of format 0, the MIDI data can
have only one track, so it is difficult to show or edit MIDI data.
In case of format 1, the MIDI data can have multiple track, so it
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is useful to show or edit MIDI data. The first track is called
“conductor track”, which can be include tempo, smpte offset,
time signature, key signature, but can't be include MIDI
channel events. MIDI channel events must be placed in the
second or following track. In case of format 2, the MIDI data
can have multiple track, and the each of tracks is same to
format 0. Each track has independent data, and not played at
the same time. Format 2 is seldom used.

Number of Track
This shows total number of track containing in this MIDI data.
Number of Event

This shows total number of event containing in this MIDI data.

Time Mode

This shows time mode of this MIDI data, which is, TPQN base
or SMPTE 24 base (24Frames / sec) or SMPTE 25 base
(25Frames / sec) or SMPTE 29 base (29.97Frames /sec) or
SMPTE 30 base (30 Frames /sec). Normally TPQN base is
used. TPQN base means “Ticks Per Quarter Note”, which is
useful to make music. SMPTE base is used to fit each event
movie's frame. SMPTE base is seldom used because almost
MIDI sequencer or MIDI player can't play SMPTE base MIDI
data. In SMPTE base MIDI data, the tempo event is ignored.
Time mode must be determined before making music. Default
is TPQN base. If you convert time mode, some event's time
will move over plus or minus 1.

Resolution

In case of TPQN base, this shows resolution per quarter note
[ticks / quarter note], which is, normally 48, 72, 96, 120, 144,
168, 192, 216, 240, 360, 384, 480, 960. Higher resolution
makes load and file size up. Normally, 120 or 480 is used.

In SMPTE base , this shows resolution per 1 frame
[Subframes / frame], which is, normally 4, 8, 10, 40, 80, 100.

In SMPTE 25 Base MIDI data, by using resolution 40, 1msec
based MIDI data can be made.

The resolution must be determined before making music.

Default is 120. If you convert resolution, some event's time will
move over plus or minus 1.

OK

Update property. If format or time base or resolution is
changed, MIDI data is converted.

Cancel

Close this dialog without changing anything.
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2-9. “Modify Event's Track” Dialog

This dialog is used to modify the track that selected events
belongs to at once. This dialog can be opened from “Edit” -
“Modify Event's Track...” menu. In case of format 0 MIDI data,
MIDI data can have only single track, so this dialog can't be
used.

Maodify Event's Track

558

Track Index or Shift &mount = oK.
Unit Cancel

@ Abzolute zpecify
Relative shift

Fit 2ach event's chanhel to track's output
channel.

In Absolute specify mode, all selected events are moved to
specified track index.

In Relative shift , all selected events are moved specified next
or previous track.

If format 1 MIDI data, the first track called “conductor track”
can't have MIDI channel event (note off, note on, key after
touch, control change, program change, channel after touch,
and pitch bend). And the second or following track can't have
tempo, SMPTE offset, time signature, key signature. If you
moves some events to wrong track, these event are not moved
and error message is shown.

OK
Modify event's track.
Cancel

Cancel to modify event's track.
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2-10.
Dialog

“Modify Event's Time”

This dialog is used to modify selected event's time at once. This
dialog can be opened from “Edit” - “Modify Event's Time...”
menu. This dialog exists two type, which is, one is for TPQN
base, the other is for SMPTE base.

Modify Event's Time (for TPQN Base)

Arnount 0] = oK

Unit Cancel
@ Tick Beat

Measure Percent

Random Tick

Modify Event's Time (for SMPTE Base)

Arnount 0]

4k

ak.
Cancel

Unit
@ Subframe Frame

Percent Random Subframe

Tick

Move selected event's time back or forth by specified ticks. 1
tick's length is defined by time resolution, which is shown in
property of this MIDI data. If time resolution is 120, 1 tick is
1 /120 of quarter note, and if time resolution is 480, Itick is 1 /
480 of quarter note.

Beat

Move selected event's time back or forth by specified beats. 1
beat's length is defined by time signature event. If 4/4, 1 beat is
quarter note.

Measure

Move selected event's time back or forth by specified measures.
1 measure's length is defined by time signature event. If 4/4, 1
measure is 4 quarter notes.

Subframe

Move selected event's time back or forth by specified
subframes. 1 subframe's length is divide of time resolution of 1
frame, which is defined by time mode and time resolution,
which is shown in property of this MIDI data. If SMPTE 25
base and time resolution is 40 [Subframes / frame], 1 subframe
is just 1 millisecond.

Frame

Move selected event's time back or forth by specified frames. 1
frame's length is defined by time mode, which is shown in
property of this MIDI data. If SMPTE 24 base, 1 frame is 1/24
sec. If SMPTE 25 base, 1 frame is 1/25 sec. If SMPTE 29 base,
1 frame is 1/29.97 sec. If SMPTE 30 base, 1 frame is 1/30 sec.

Percent
Scale selected event's time as specified percent. The base point
is the earliest selected event's time. Note event's duration is also
scaled.

Random Tick
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Move selected event's time back or forth by random ticks and
the maximum moving value is specified amount.

Random Subframe

Move selected event's time back or forth by random subframes
and the maximum moving value is specified amount.

OK
Modify event's time.
Cancel

Cancel to modify event's time.
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2-11.
Dialog

“Modify Event's Channel”

This dialog is used to modify selected MIDI channel event
(note off, note on, key after touch, control change, program
change, channel after touch, and pitch bend) 's channel at once.
This dialog can be opened from “Edit” - “Modify Event's
Channel...” menu.

-

Maodify Event's Channel

Channel Mumber ar Shift Arnount

z ok,

tods Cancel
Fit to Track's output channel

@ Abzolute specify

Relative shift

Fit to Track's output channel

Make selected event's channel the same as the track's output
channel which the event belongs to. If track's output channel is
“n/a”, event's channel is not changed.

Absolute specify
Make selected event's channel by specified number (1 to 16).

Relative Shift
Shift selected event's channel by specified amount (-15 to 15).

In format 1 MIDI data, it is not allowed to put multiple channel
events in one track. Each event's channel must always be same

as the track's output channel which the event belongs to.

Channel number is clipped 1 to 16 if channel number becomes
less than 1 or bigger than 16.

OK
Modify event's channel.
Cancel

Cancel to modify event's channel.
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2-12. “Modify Note Key” Dialog

This dialog is used to modify selected note off, note on, and
key after touch event's key at once. This dialog can be opened
from “Edit” - “Modify Event's Key...” menu.

Modify Event's Key

B8

Arnount 0] = oK.
Uit Cancel
@ Halftone Octave

Fandom Halftone FRandom Octave

Target

| HoteOn, MoteQff | KepdfterT ouch

Halftone
Let selected event's key up or down by specified halftone.

Octave
Let selected event's key up or down by specified octave.

Random Halftone

Let selected event's key up or down by random halftone and the
maximum up or down key is specified amount.

Random Octave

Let selected event's key up or down by random octave and the

maximum up or down value is specified amount.

Event's key is clipped 0 to 127 if key becomes less than 0 or
more than 127.

OK
Modify event's key.
Cancel

Cancel to modify event's key.
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2-13.
Dialog

“Modify Event's Velocity”

This dialog is used to modify selected note off and note on
event's velocity. This dialog can be opened from “Edit” -
“Modify Event's Velocity” menu.

Meodify Event's Velocity

=5

Amount = oK.
Uit Cancel

@ Absolute specify Relative zhift
Percent Random up dovn
Target
| MoteOn o | MoteOiff
Absolute

Let all selected event's velocity by specified value.

Relative shift
Increase or decrease selected event's velocity by specified
value.

Percent
Scale selected event's velocity by specified percent.

Random up down

Increase or decrease selected event's velocity by random value
and the maximum up or down value is specified amount.

Note off event's velocity is clipped 0 to 127. if velocity
becomes less than 0 or more than 127. Note on event's velocity
is clipped 1 to 127 if velocity becomes less than 1 or more than
127. Note on event with velocity 0 is used as note off event.
OK

Modify event's velocity.

Cancel

Cancel to Modify event's velocity.
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2-14. “Modify Event's Duration”
Dialog

This dialog is used to modify selected note on event's duration
at once. This dialog can be opened from “Edit” - “Modify
Event's Duration...” menu.

-

Madify Event's Duration

(=53]

ak.
Cancel

Arnount

Ak

Unit
@ Ahzolute ticks Relative ticks

Percent Random up down

Absolute ticks
Let all selected event's duration by specified ticks length.

Relative ticks
Increase or decrease selected event's duration by specified
ticks.

Percent
Scale selected event's duration by specified percent.

Random up down
Increase or decrease selected event's duration by random ticks

and the maximum up or down value is specified amount.

Note on event's duration is clipped 1 to 65535 if the duration
becomes less than 1 or bigger than 65535.

OK
Modify event's duration.
Cancel

Cancel to modify event's duration.
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2-15.
Dialog

“Modify Event's Value”

This dialog is used to modify selected key after touch, control
change, program change, and channel after touch event's value.
This dialog can be opened from “Edit” - “Modify Event's
Value...” menu.

Madify Event's Value

==
5 Ok
Cancel

Aot 3]
Lt

@ Abzolute specify Relative shift

Percent Random up down
Target
W | Channeldfer | CantrolChange

S| EepdfterT ouch | PitchBend

Absolute specify
Let all selected event's value specified value.

Relative shift
Increase or decrease selected event's value by specified amount.

Percent
Scale selected event's value by specified percent.

Random up down

Increase or decrease selected event's value by random amount
and the maximum up or down value is specified amount.

The key after touch, control change, and program change
event's value is clipped 0 to 127 if the value becomes less than
0 or bigger than 127. The pitch bend event's value is clipped
-8192 to 8191 if the value becomes less than -8192 or bigger
than 8191.

OK

Modify event's value

Cancel

Cancel to modify event's value.
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2-16. “Quantize” Dialog

This dialog is used to adjust elected note on and note off event's
time which is real time recorded. This dialog can be opened
“Edit” - “Quantize...”

(55

ok |

Quantize

Snap Time [ticks]

7 |

30-Semiquawver

Strength [%] 100 = Cancel
Target
| MoteOn MNatelff

Snap Time [ticks]

This shows the quantize snap time at tick. If TPQN base and
time resolution is 120,.60 means that the time will be aligned to
multiple of quaver, 30 means aligned to multiple of semiquaver.
The MIDI data's time resolution can be changed Property of
MIDI data dialog, which can be opened from“file” -
“Property...” menu.

Strength [%]

If this value is 100%, note on time or note off time is moved to
target aligned time completely. But this makes your acoustic
performance not interesting. By adjusting this value 1 to 99%,
note on time or note off time is moved to near the target time,
and you may left your acoustic performance a little.

Target

To adjust note on time, check on Note On. To adjust note off
time, check off Note Off. If only Note on is checked on, note
on time and note off time move back or forth together and
note's duration is kept.

OK

Execute quantize.

Cancel

Cancel to quantize
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2-17. “Break up note and Make
Trill” Dialog

This dialog is used to break up selected note and make trill if
need. This dialog can be opened from “Edit” - “Break up note
and Make Trill...” menu.

This function enables you to input flute's trill or timpani's roll
easily from one long note event.

Break up note and Make trill @

Duration per note [ticks] I0-Gemiquaver ¥ J [ ok ]

2-18. “Scan Beat and Insert

Tempo” Dialog

This dialog is used to adjust selected events to beat data and
adjust the beat equal interval. And insert tempo event for every
beat to keep speed automatically if need.

This function enables you to real time recording at free speed
by ignoring tempo, and align all events to fit measure and beat,
later. It requires beat track, which is written one note per beat.

Scan Beat and Insert Tempo @

Beat Track, Iz.Pad v‘ [ ak. l

Beat Interval [ticks] I12D-QuarterNote 'I [ Cancel I

Inzert tempo events to remain oniginal speed

Scan beat will detect note events as beat in the specified
track., and adjust event's time at regular
intervals.

¥ Sekaiju3.7 - [Untitled2:2(Piano Roll)] =0 ===

[#) Eile Edit ¥ew cControl Setup Window Help NEE

DedE gk {iBBEX| - EEBRR

Enable make il Cancel
. . -
Ky shift of trill ] =
¥ Sekaiju3.7 - [Untitled2:2(Piano Roll)] e e ==
[#) File Edit View Control Setup Window Help -=][=
DEH SR Y RBEX |«  EBEE@E 7
000000000 | 0000%0%000 | 44 B @ b | < B == =N - N 3
= L | Rl
120.00, 4/4. 0% Al = =
1 2 3 4 [+ | E—
FiEg
[4- =
75—
o
f— ] ol
- |El5%
= [ =
3 »
—2—] = [TTemee =
e | Channe After Tou
| FitchBend
| s | = [F|cca0-Eank Selen
4 || CG#1-Madulatior
|coa-

4 | CC#a-
R |
15— =) [F[cC#5-Data Ent

Hecarvoiame -
J rEE ]« ’
fFormatl  17Tracks  120TPQN N ouT
Before break up note and trill
¥ Sekaiju3.7 - [Untitled2:2(Piano Roll)] (= EeR|
[&) File Edit View Control Setup Window Help _ =)=
D gl fpexl«- - BEBEE?
000000000 | 0000%01000 | 44 B @ B | < v e & B W2 [2) ¢
- Ll R R r—
120,00 474, OF Bl == =
1 2 3 4 (| P
ik
4 =
5~
- 6
W [¥]7-
— -
=l [,
= “hs 2
g »
Ty — = [[TTempe =
= | Charne Atter Ton
|| PitchBend
o AAEHHEHRRH I | SRR
" | EC# - Modulatior
5 |EC-
|coa-
= E) 516G pata &
R -
d rEE ]« ’
fFormatl  17Tracks  120TPQN N ouT

After break up note and trill

000000:000 | O000OTOTO00 | 44 B @ bb | < v e e [B)o 2 | [E)
= LI e | = ] —
112000, 4/4, 08 - V] -
1 2 3 4 2}
V|
v E
il
il
p— ¥
60 = v
- ||~
|
(S | 2
& f
—127— - Tempo -
|
= Ghannel After Tow
1 | &
[ g | E CC#0-Bank Sels:
4 | GC# - Madulatior
5 |GG~
(| GC#3-
32— = :gg*"
15— | ~|GO#6-Data Entry
ICCHT-Volume |~
< i 0 f
fFormati  17Tracks  120TPQN N ouT
Before beat scan and insert tempo
& Sekaiju3.? - [Untitled2:2(Piano Roll)] =N ===
[#) File Edit View Control Setup Window Help =[x
DEE SR fmeX| - | EBEE@E %
000000000 | 0000%0%000 | 44 B @ M| < v e B W2 B
= L e e - —
) 12000, 474, O |20} 160) 12001 60§ 1601 96.0196. 1 96.011 20 160) 95.01160) 1201 ~ z‘v .
1 2 E 4 || P
V|
[~ E
il
¥
— il
5 e v
- =%
ke
= |=- 2
o ’
—ae— ~ | [ B
. elocity
|| ChannelAfter Toun
1 L s
1 = I-Ean| ele
g |GG 1-Modulatior
(| GC#2-
— [~ GC#E-
S |GG
2 | GC#5-
— || CC#6-Data Entry
ICC#T-Volame  ~
< N £ »
F Formatl 17Tracks 120TPQN IN ouT

After beat scan and insert tempo



Sekaiju3.9 MIDI Sequencer software User's Manual

2-19. “Stroke” Dialog

Stroke feature, detects a chord note which start at the same time
from the selected note events, and displace the note on time in
ascending or descending order.

This function enables you to input especially guitar's stroke up
or stroke down and its alternate playing from aligned chord
notes.

Stroke

Delta Time
tode

@ Up
Up-Down

Diown

Diown-Up
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2-20. “MIDI
Instrument” Dialog

Device and

This dialog is used to select MIDI In Device for each MIDI
input port, MIDI Out Device for each MIDI output port, MIDI
instrument definition (normal) for each MIDI output port,
MIDI instrument definition (drum) for each MIDI output port,
and MIDI Thru for each MIDI input port.

MIDI In Device

MIDI Device and Instrument ==
MIDI I Device | MIDI Out Device | MIDLInst Det (Normal) | MIDI Inst Def (Drum) | MIDI Thru |

In Portd! |KHEME TKEYBOARD i -]
In Port02 [(Nnne) v]
In Port03 [(Nune) ,]
I Port04 [(None) v]
In Port0h [(Nnne) v]
In Port06 [(None) _]
I Port07? [(None) v]
In Port08 [(None) v]
I Port0d [(None) _]
I Port10 [(Nnne) v]
In Port11 [(Nune) ,]
I Port12 [(None) _]
In Port13 [(Nnne) v]
In Port1d [(Nune) ,]
I Port15 [(None) v]
In Port16 [(Nnne) v]

[ ok [ et [ mmE

Select MIDI In Device for MIDI input port 01 to 16. In the
combo box, MIDI in devices which is installed to windows are
listed. If you have not installed any MIDI in device, only
“(None)” is listed.

MIDI Out Device

MIDI Device and Instrument (==
MIDI In Device | MIDI Out Device | MIDI Inst Det {Mormal} | MIDI Inst Def {Drum} I MIDT Thru‘

Out Port01 [FEWE TSN v
Out Portl2 [Micrusuﬂ GS Wavetable Synth v]
Out Portl3 [(None) _]
Out Porti4 [(Nnne) v]
Out Portl [(Nune) ,]
Out Portlf [(None) v]
Out Partd? [(Nnne) v]
Out Portl@ [(Nune) _]
Qut Portd [(None) v]
Out Port10 [(None) v]
Out Port11 [(None) _]
Out Port12 [(Nnne) v]
Qut Port13 [(Nune) ,]
Out Port 14 [(None) _]
Out Port 16 [(Nnne) v]
Out Port 16 [(Nune) ,]

[ oK J [ Eebn | [ EE

Select MIDI Out Device for MIDI output port 01 to 16. In the
combo box, MIDI out devices which is installed to windows
are listed. If you have not installed any MIDI in device,
“(None)”, “MIDI Mapper”, and “Microsoft GS Wavetable
(SW) Synth” are listed. You must at least select port 01's MIDI
out device, or no sound is played. “Microsoft GS Wavetable
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(SW) Synth” is default Windows MIDI Synthesizer, but this is
very bad sound.

“MIDI Mapper” is virtual output device, which is connected
to one MIDI out device. This connection is defined by windows
MIDI mapper, which can be selected in control panel's sound
and audio device in Windows XP, and which can be selected by
using “MIDISelector” software in Windows Vista / 7, which is
released from openmidiproject. Ideally, Some hardware MIDI
module or hardware synthesizer is recommended.

MIDI Inst Def (Normal)

MIDI Device and Instrument =
MIDI In Device: | MIDI Qut Device | MIDI Inst Def {Normal) | MIDT Inst Def (Drum) | MIDI Theu
Out Parti [KORG KROME i -]
Out Portl2 [Micrnsnﬂ G5 Wavetable Synth v]
Out Port03 [ ,]
Out Portid [ _]
Out Partlf [ v]
Out PortD6 [ ,]
Out Portl7 [ _]
Out Portlf [ v]
Out Portld [ ,]
Out Port10 [ v]
Out Part11 [ v]
Out Port12 [ ,]
Out Port13 [ v]
Out Port14 [ v]
Out Port15 [ ,]
Out Port 16 [ v]
ok [ Feutr | [ ERA

Select MIDI Instrument name for normal part of MIDI output
port 01 to 16. In the combo box, MIDI instrument names which
is defined in “instrument” folder are listed. This enables to
show suitable tone name, controller name, and so on to your
MIDI module in Sekaiju. There are four instrument definition
files (*.ins) by default, which is, “GM/GM2”, “Roland SC-
88507, “YAMAHA MU-1000/2000”, and ‘“Microsoft GS
Wavetable Synth” in the “instrument” folder. If there isn't your
MIDI module's instrument definition file, you may search
suitable instrument definition file in the Internet, and put the
file in the “instrument” folder, and execute Sekaiju again, and
your instrument definition will appear in the combo box.
Sekaiju's instrument definition file is compatible with
Cakewalk's instrument definition file (*.ins), so “Cakewalk
instrument definition file” is better as search string.

MIDI Inst Def (Drum)
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MIDT Device and Instrument (=25
MIDI In Device | MIDI Gut Device | MIDI Inst Def (Hormal} | MIDI Inst Def (Drum) | MIDI Thru

Out Port0 (RO ROME Dramsets v
Out Port02 [Mi:rusuﬂ GS Wavetable Synth Drumsets v]
Out Portl3 [ ,]
Out Parti4 [ v]
Out Portl [ ']
Out Portlf [ ,]
Out Partd? l v]
Out Portl@ [ v]
Out Portd [ ,]
Out Part10 l v]
Out Port11 [ v]
Qut Port12 [ ,]
Out Port13 l v]
Out Port 14 [ v]
Qut Port16 [ ,]
Out Port16 l ,]

[0k [ Feba | [ mEa |

Select MIDI Instrument name for drum part of MIDI output
port 01 to 16. In the combo box, MIDI instrument names which
is defined in “instrument” folder are listed. This enables to
show suitable tone name, controller name, and so on to your
MIDI module in Sekaiju. There are four instrument definition
files (*.ins) by default, which is, “GM/GM2”, “Roland SC-
88507, “YAMAHA MU-1000/2000”, and “Microsoft GS
Wavetable Synth” in the “instrument” folder. If there isn't your
MIDI module's instrument definition file, you may search
suitable instrument definition file in the Internet, and put the
file in the “instrument” folder, and execute Sekaiju again, and
your instrument definition will appear in the combo box.
Sekaiju's instrument definition file is compatible with
Cakewalk's instrument definition file (*.ins), so “Cakewalk
instrument definition file” is better as search string.

MIDI Thru

It enables you to select whether output MIDI message from
each MIDI in port. Default setup is all on. If the message loops,
turn off MIDI Thru.

MIDI Device and Instrument (==
MID1 In Device | MIDI Qut Device | MIDI Inst Def (Mormal} | MIDI Inst Def (Drum) | MIDT Thru \_
In Port01 On
In Port02 On
I Port03 On
In Port0d On
In Port05 On
I Port06 On
In Port0? On
In Port0 On
I Port0d On
In Part10 On
I Port11 On
I Port12 On
In Port13 On
I Port14 On
In Port1h On
In Port16 On
[ oK I T
OK

Close this dialog and update and open MIDI In Device, MIDI
Out Device, MIDI Instrument name (normal), and MIDI
Instrument (drum).
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Cancel
Close this dialog.
Apply

update and open MIDI In Device, MIDI Out Device, MIDI
Instrument name (normal), and MIDI Instrument (drum).
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2-21. “MIDI Sync Mode” Dialog

This dialog is used to select MIDI synchronize mode. This
dialog can be opened from”Setup” - “MIDI Sync Mode...”
menu.

MIDI Sync (Receive)

MIDI Sync Mods =
MIDI Syne [Receive) | MIDT Syne (Send)
In Port01 [Recsive MIDI Timing Glock v
In Portd2 [(Nane) ']
Ih Partd3 [{Hore) -
In Port4 [(Hore) -
In PortD5 [(Nane) ']
Ih Part0s [{Hore) -
In Port0? [(Hore) -
In Part08 [{Hore} -
In Portd9 [(Nnne) ']
In Port1d [(Hore) -
In Part1] [{Hore} -
In Port12 [(None) ']
In Part13 [(Nune) ']
In Part14 [{Hore} -
In Port15 [(None) ']
In Part16 [(Nune) ']
ok J[ #emn || =FA

Select type of MIDI synchronize signal for MIDI input port 01
to 16. The type of MIDI synchronize signal is selected from
“(None)” or “Receive MIDI Timing Clock” or “Receive
SMPTE/MTC”. Synchronize signal can be inputed only from
one port. Therfore, if you select some MIDI synchronize signal
at one port, the others port becomes “(None)” automatically.

MIDI Sync (Send)

MIDI Sync Mode (=)
MIDI Sync {Receive)  MIDI Sync (Send)

Qut Port0l  [Send MIDI Timing Glock -
Out Portd2 [(None) ']
Out Portdd [(Nane) v]
Out Fortld [(Nane) ']
Out Portlh [(None) ']
Out Portfi [(Nane) v]
Out Fortd? [(Nnne) ']
Out Portld [(None) ']
Out Portdd I(Nane) v]
Out Fort10 [(Nnne) ']
Out Port11 [(None) ']
Out Port12 [(Nane) v]
Out Port13 [(None) ']
Out Port14 [(Nune) ']
Out Port 15 [(Nane) v]
Out Port16 [(None) ']

ok [ Fem [ &R

Select type of MIDI synchronize signal for MIDI output port
01 to 16. The type of MIDI synchronize signal for MIDI output
port is selected from “(None)”, “Send MIDI Timing Clock”,
“Send SMPTE24/MTC”, “Send SMPTE25/MTC”, “Send
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SMPTE29.97/MTC”, and “Send SMPTE30/MTC”.

OK

Close this dialog and update MIDI synchronize signal type.
Cancel

Close this dialog.

Apply

Update MIDI synchronize signal type.
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2-22. “Metronome” Dialog

This dialog is used to setup metronome which rings when you
are real time recording. This dialog can be opened from
“Setup” - “Metronome” menu.

Metronome @
V] Fiing metronome while recording
Output
Out Port 1-WIDI Mapper -
Out Channel 10 =
Fattern
Main Note Key | 50-High Bongo - |
Main Mote. Velocity 120 =
Sub Mote.Key |51 -Law Bonga '|
Sub Nate Velocity 120 =

Ring metronome while recording

If this is checked on, metronome sound rings while you are rela
time recording. If not, metronome doesn't rings.

Out port and Out channel

Select output port (1 to 16) and output channel (1 to 16) which
metronome sound is output. Output port can be selected only
the port MIDI out device is selected. Output channel is
recommended 10 because normally MIDI module's channel 10
is assigned drum set.

Pattern

Specify metronome pettern.

Main Note Key / Velocity

Select note key and velocity which sounds at beat 1. Key
should be unique and velocity should be over 100 to hear
easily.

Sub Note Key / Velocity

Select note key and velocity which rings at beat 2 or later. Key
should be unique and velocity should be over 100 to hear
easily.

OK

Close this dialog and update metronome setup.

Cancel

Close this dialog.
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2-23. “Auto Save” Dialog

This dialog is used to setup about auto save function. This
dialog can be opened from “Setup” - “Auto Save...” menu.

=5

Auto Save

Setup Auto Save

Interval [17120] [minutes] 10

Ak

W | Avoid auto zave duning plaving

W | Avoid auto zave duning recording

Mate: Wwhile zaving, playing or recording will be locked about 1 zec.

Delete Auta Saved Files

Delete all auto saved files now

Mote: Auto 5ave function saves working MIDID ata at fized intervals
to autazawve falder, just in caze Sekaiju iz damaged or crashed.

ak. l | Cancel

Enable Auto Save

If this is checked on, Sekaiju saves current MIDI data in
“autosave” folder at specified interval. However, if current
MIDI data isn't changed, it is not auto saved, and when it is
changed, it will be auto saved. The file name for auto save is
“YYYYMMDDHHMMSS XXXXXXXX.skj”. YYYY is year,
MM is month, DD is day, HH is hour, MM is minute, SS is
second, and XXXXXXXX is a unique hex value for the
MIDIData.

Interval
Specity auto save interval by minute 1 to 120.

Avoid auto save during playing
Avoid auto save during recording

If this is checked on. Sekaiju doesn't auto save current MIDI
data while some MIDI data is playing or recording. Auto save
causes lock for about 1 second because of disc access, so
playing or recording pauses for about 1 second while saving
MIDI data. If this is checked on, saving is postponed until
playing or recording ends.

Delete all auto saved files now

Delete all auto saved files in “autosave” folder immediately.
OK

Close this dialog and update auto save setup.

Cancel

Close this dialog.
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2-24. “Language” Dialog

This dialog is used to select user inteferce's language. This
dialog can be opened from “Setup” - “Language...” menu.

P )

Language @

- |

Language | English

[ k. ]| Cancel |

The language can be selected from Japanese or English. In
Japanese, MS P Gothic font is used as main GUI font. In
English, MS Sans Serif font is used as main GUI font. (Except
the part defined by OS, like title bar, menu, controls, and so
on). In English mode, Japanese character can't be shown
correctly.

OK

Close this dialog and update language setup. If you click OK,
following message box is shown.

f Sekaijus.7

)

. , Language will be changed at the next startup. Please restart
Sekaiju.

Language will be changed at the next start up. Please execute
Sekaiju again.

Cancel

Close this dialog.

Hint:

Sekaiju is made in Japan, therefore, default GUI language is
Japanese. If you use non Japanese Windows, please select
English language.

In non Japanese Windows, it may be difficult to open the
“Setup” - “Language...” menu because of character corruption.
Please use keyboard short cut, first, press [Alt] + [S], next press
[Alt] + [L] and you can open this dialog.

The GUI language can be changed by text editor, too. Open
“Sekaiju.ini” in your text editor, and change change
"Language=Japanese" into "Language=English", and execute
Sekaiju.
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2-25. “Options” Dialog

This dialog is used to setup about whole sekaiju. This dialog
can be opened from “Setup” - “Options...” menu.

[General]
Options @
General | Golor | Track List (1) | Track List (2) | Piano Roll | Event List | Musical Score
Allow multiple execution
| Allowe multiple open
/| Restore window position when Sekaiju iz executed
Open last uged MIDIData automatically when Sekaijud is executed
Start playing automatically when MIDIData is opended
| Update Patch, Controller, PitchBend, RPN, MRPN when position iz moved
/| Update Patch, Controller, PitchBend, RPN, NRPN when start plaving
| Loop from GC#111 position when auto repeat (RPG Tsukuru method)
| Search only avail tone when GC#0, CO#32, or ProgramMumber is up or downed
Iwert position move direction when mouse whee! iz turned with Girl key.
Count track number from 0
Count event number from 0
| Turn on auto page update when position moved or start playing
| 5end note off and hold off at the end of MIDIData
Tempo scale at Speed=Slow (17(50>71000)[4] 50 2
Tempo scale at Speed=Mormal (17100210000 (%] 100 =
Tempo scale at Speed=Fast (1720037 1000)[%] 200 n
Playback and record thread loop interval (1710003 [millisec] 5 -
Octave number of center ‘G’ (key=60) (375) 3 =
el ) [ 550

Allow multiple execution

If this is checked on, multiple Sekaiju can be executed. And if
the MIDI files like (*.skj) and (*.mid) are related to Sekaijiu in
Windows Explorer, whenever you open these file, new Sekaiju
application is executed. Normally, it is recommended to be
checked off multiple execution, because the almost MIDI
device can be opened from only single application at the same
time.

Allow multiple open

If this is checked on, multiple MIDI data can be opened in one
Sekaiju. If this is checked off, only single MIDI data can be
opened in one Sekaiju, that is, the previous MIDI data is closed
automatically whenever you open a new MIDI data. If the
previous MIDI data is modified and not saved, a message box
to save will be appear.

Restore window position when Sekaiju is executed

If this is checked on, when you execute Sekaiju, main window's
position is restored to the place that you've used last time.

Open last used MiIDIData automatically when
Sekaijud is executed

If this is checked on, when you execute Sekaiju, the MIDI data
that you've opened last time is automatically opened. If this is
checked off, a default untitled new MIDI data is ready.

Start playing automatically when MIDIData is
opended.
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If this is checked on, when you open MIDI data, Sekaiju starts
playing the MIDI data automatically.

Update Patch, Controller, PitchBend, RPN, NRPN
when position is moved

MIDI data can be played exactly when you start playing from
the beginning, but played wrong when you start playing from
the middle because MIDI player doesn't output preceding
message which determine the status.

If this is checked on, whenever you moved current playing
position, Sekaiju send latest patch change (CC#0, CC#32,
program change), control change, pitch bend, RPN change
(CC#101, CC#100, CC#6), NRPN change (CC#99, CC#98,
CCH#6), and the master volume if need, and MIDI module's
status is updated to fit the current time's status.

Update Patch, Controller, PitchBend, RPN, NRPN
when start playing

If this is checked on, whenever you start playing MIDI data,
Sekaiju send latest patch change (CC#0, CC#32, program
change), control change, pitch bend, RPN change (CC#101,
CC#100, CC#6), NRPN change (CC#99, CC#98, CC#6), and
the master volume if need, and MIDI module's status is updated
to fit the current time's status.

Loop from CC#111 position when auto repeat (RPG
Tsukuru method)

If this is checked on, when playing reaches to the end of MIDI
data and auto repeat is checked on, Sekaiju continues playing
from CC#111 event position (RPG Tsukuru method). If there is
no CC#lllevent, from beginning. If this is checked off and
auto repeat is checked on, Sekaiju continues playing from
begininng.

Search only avail tone when CC#0, CC#32, or
Program Number is up or downed

In MIDI, By the combination of CC#0 (0 to 127), CC#32 (0 to
127), and program change (0 to 127) event, 2097152 kind of
tones can be selected. But almost MIDI module has 127 to
2000 kind of tones.

If this is checked on, when you click up or down button or

pressed '+' or -' key of CC#0 or CC#32 or program change
event, Only available tone number will be shown.

This function is works well only in case that exact instrument
definition is selected to the output port from “Setup” - “MIDI
Device and Instruments” menu, because available tone
number's list is defined in the instrument definition. If not, it is
recommended to check off this function.

Invert position move direction when mouse wheel is
turned with Ctrl key

If this is checked on, the current position moving direction is
inverted when turning mouse wheel with ctrl key.

Count track number from 0

If this is checked on, the track number is counted from 0. If not,
counted from 1.

Count event number from 0

If this is checked on, the event number is counted from 0. If

not, counted from 1.

Turn on auto page update when position moved or
start playing

If this is checked on, Sekaiju checks on auto page update
function of track list window, piano roll window, and event list
window automatically whenever you start playing or you
moves current playing position. Each window's auto page
update function is checked off automatically whenever you
scroll the view or you click zoom up or down button. Each
window's auto page update can be checked on or off by
clicking auto page update button (goldfish's icon) in the toolbar
at any time.

Send note off and hold off at the end of MIDIData.

If this is checked on, Sekaiju send all note off (CC#123), hold1
off (CC#64), sostenuto off (CC#66), and hold2 off (CC#69) to
all device when playing reaches to the end of MIDI data.

This function prevent to cause sound panic if MIDI data ends
without note off event, or hold off event. If MIDI data is
designed to use auto repeat, this function may be checked off
because MIDI data does not end at the end time, but continue at
the start time or CC#l11 event's time. But it is not
recommended to make MIDI data which ends without note off
event or hold off event.
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Tempo scale at Speed=Slow (1~<50>~1000)[%]
Tempo scale at Speed=Normal (1~<100>~1000)[%]
Tempo scale at Speed=Fast (1~<200>~1000)[%]

Specify tempo scale for “slow”, “Normal”, and “Fast” at
percent unit. Default is Slow=50%, Normal=100%, and
Fast=200%.

Playback and record thread loop interval (1~1000)
[millisec]

Specify MIDI message input / output interval at millisecond
unit. If this value is lower, MIDI message is received or sent at
more exact timing, but more CPU load is needed, so it may
causes computer freeze. If this value is higher, MIDI message
is received or sent at less exact timing, but less CPU load is
needed, so your computer works smooth. 1 msec is ideal, but
considering for load, 5 — 10 msec is best

Octave number of center 'C' (key=60) (3~5)

Specifiy octave number of center “C” (= key number 60). If
this value is 3, the center “C” is called “C3” and the lowest key
is called “C-2”. If this value is 5, the center “C” is called “C5”
and the lowest key is called “C0”. This is only for view and it
has no influence to playing MIDI data.
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[Color]

Options

| Gereral | Color | Track List (1) | Track List (20 | Piano Roll | Event List | Musical Score|
Foreeround Galor [0(Track Default Color[0])
Foreeround Galor[1(Track Default Color[1])
Foreeround Galor[2)(Track Default Color[2])
Fareeround Colar[3](Track Default Golar[3])
Fareeround Colar[41(Track Default Golar[4])

]

]

1

Fareeround Colar[6](Track Default Golar[6])
Foreeround Color [6](Track Default Golor[6])
Foreeround Color[71{Track Default Golor[71)
Backeround Calor (1]

Backeround Calor[1]

Horizantal Line Colar[0]

Horizantal Line Colar[1]

Wertical Line Color[0]

Wertical Line Color[1]

LA

e

Foreground Color[0] (Track Default Color[0])
Foreground Color[1] (Track Default Color[1])
Foreground Color[2] (Track Default Color[2])
Foreground Color[3] (Track Default Color[3])
Foreground Color[4] (Track Default Color[4])
Foreground Color[5] (Track Default Color[5])
Foreground Color[6] (Track Default Color[6])
Foreground Color[7] (Track Default Color[7])

Specify default track color when new midi data is opened or
loaded. Sekaiju sequence file (*.skj) can save track color, so the
file's saved color is applied .Cherry sequence file (*.chy),
Standard MIDI file (*.mid), and MIDICSV (*.csv) file doesn't
save track color, so default track color is applied. Greater than
[7] is circulated to [0].

Background Color[0]
Background Color[1]

Specify GUI's background color. [0] is for even rows, [1] is for
odd rows or for black key in the piano roll window.

Horizontal Line Color[0]
Horizontal Line Color[1]

Specify GUI's horizontal line color. [0] is for general line, [1] is
for octave line or center line.

Vertical Line Color[0]
Vertical Line Color[1]

Specify GUI's vertical line color. [0] is for general line, [1] is
for measure border line (BARline).
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[Track List (1)] [Track List (2)]
Options (= Options (3]
General | Golor | Track List (1) | Track List (2) | Piano Roll | Event List | Musical Score Gereral | Golor | Track List (1) | Track Liet (2} | Piano Rall | Event List | Musical Score
Default zoom scals of Row (16764) o B Default width of CC#0 {1732) -
Detault zoom scale of Column {2716) § = Default width of CC#32 (1732) 3 2
Detault zoom scale of Time (2716 § = Default width of Program number (1732) 16 -
Detault width of Track Name (17321 12 = Detault width of Yalume (1732 5 =
Detault width of Colar (1732 F = Detault width of Pan {1732 5 x
Detault width of put On (1732 s P Default width of Reverb (1732) 5 =
Detault width of Ivput Fart (1732 16 = Default width of Charus (1732) 5 -
Detault width of hput Channel {1732 5 = Detault width of Delay (1732) 5 -
Default width of Output On {1782} ' s Default width of Key Shift (1732) : :
Detault width of Output Part {1732) 16 = Default width of Velocity Shift (1732 5 =
Detault width of Output Chariel £1732) 5 = Detault width of Time Shift (1732 5 s
Detault width of View Madz (1732) 5 = Default width of MumEvents (1732} g =
V| Enable short cut key Girk+"-' for Row zoom
Enable shart cut key Gtel'+"-' for Galumn zoom
Enable shart cut key Gtrl+'+"~' for Time zaom
CEetn | [ e CEetr ) [ #Am
Default zoom scale of Row (16~64) Default width of CC#0 (1~32)
Default zoom scale of Column (2~16) Default width of CC#32 (1~32)
Default zoom scale of Time (2~16) Default width of Program number (1~32)
Default width of Volume (1~32)
Specify default zoom scale when new track list window is Default width of Pan (1~32)
opened. Default width of Reverb (1~32)
Default width of Chorus (1~32)
Default width of Track Name (1~32) Default width of Delay (1~32)
Default width of Color (1~32) Default width of Key Shift (1~32)
Default width of Input On (1~32) Default width of Velocity Shift (1~32)
Default width of Input Port (1~32) Default width of Time Shift (1~32)
Default width of Input Channel (1~32) Default width of NumEvents (1~32)
Default width of Output On (1~32)
Default width of Output Port (1~32) Specify default cell width when new track list window is
Default width of Output Channel (1~32) opened. The actual column width [pixel] becomes a multiple
Default width of View Mode (1~32) this value and zoom scale of column.
Specify default cell width when new track list window is Enable short cut key Ctrl + "+"-' for Row Zoom
opened. The actual column width [pixel] becomes a multiple Enable short cut key Ctrl + '+"-' for Column Zoom
this value and zoom scale of column. Enable short cut key Ctrl + '+"-' for Time Zoom

Specify which zoom button enable by short cut key Ctrl + '+' '-'.
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[Piano Roll] [Event List]
Options (3] Options (=3
General | Golor | Track List (1) | Track List (2) | Fiano Roll | Event List | Musical Score Gereral | Color | Track List (1) | Track List (2) | Piano Rall| Evert List | Musical Score
Detault zoom scale of Key (4716) S Default z00m scale of Row (16732 [21] =
Default zoom scale of Velocity (174) 1 - Default zoom scale of Calumn (1716) § 2
Default zoom scale of Time (1716) § = Detault width of Track (1732 16 2
7] Enable short cut key Girk"™=" for Key zoom Detault width of Hour:Minute:SecondMillisec (1732) 16 &
Erable short cut key Gtel'+"~' for Velacity zoom Dedault width of Time (1732) 16 2
Enable short cut key Cir++"-' for Time zoom Detautt width of Kind {1732) 16 2
Speaker taol mode Default width of Channel {1732) ] =
@ Hear all tracks Default width of Yalue1 (1732} 15 =
Hear showing tracks Default width of Valued (1732) 1 x
Deault width of Valued (1732) 16 =
Graph's line width (17°4) [pixel] ] = Thsert Event
@ Ineert before the same time event
Ingert after the same time event
Duplicate Event
@ Insert before the current event
Tnsert after the current event
Delete Event
Focug the previous event of the deleted event
@ Focus the next event of the deleted event
V| Enable shart cut key Gtrl++"~' for Row zoom
Erable short cut key Gtelr+"=' for Galumn zoom
FeAml JERA Fetll R A

Default zoom scale of Key (4~16)
Default zoom scale of Velocity (1~4)
Default zoom scale of Time (1~16)

Specify default zoom scale when new piano roll window is
opened.

Enable short cut key Ctrl + '+"-' for Key Zoom

Enable short cut key Ctrl + '+"-' for Velocity Zoom
Enable short cut key Ctrl + '+"-' for Time Zoom

Specify which zoom button enable by short cut key Ctrl + '+''-'.

Speaker tool mode

Select which track you hear all tracks or showing tracks by the
speaker tool.

Graph's line width (1~4) [pixel]

Specify graph's line width.
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Default zoom scale of Row (16~32)
Default zoom scale of Column (1~16)

Specify default zoom scale when new event list window is
opened.

Default width of Track (1~32)

Default width of Hour:Minute:Second:Millisec (1~32)
Default width of Time (1~32)

Default width of Kind (1~32)

Default width of Channel (1~32)

Default width of Value1 (1~32)

Default width of Value2 (1~32)

Default width of Value3 (1~32)

Specify default cell width when new event list window is
opened. The actual column width [pixel] becomes a multiple
this value and zoom scale of column.

Insert Event

Select which position to insert, before active cell or after active
cell when inserting new event.

Duplicate Event

Select which position to duplicate, before active cell or after
active cell when duplicating event.

Delete Event

Select which event to focus, before deleted event or after
deleted event when after deleting event.

Enable short cut key Ctrl + '+"-' for Row Zoom
Enable short cut key Ctrl + '+"-' for Column Zoom

Specify which zoom button enable by short cut key Ctrl + '+''-'.
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[Musical Score]

Options

General | Color | Track List (1) | Track List (2} | Piano Rall | Event List | Musical Score

Detault zoom scale of Track (178)

=

] 4l

Detault zoom scale of Time (1716) 8

V| Enable short cut key Gtrl++"=' for Track zoom

Enable short cut key Gtrl+'+"~' for Time zoom

Speaker tool made
@ Hear all tracks
Hear shawing tracks

AR

ot |

Default zoom scale of Track (1~8)
Default zoom scale of Time (1~16)

Specity default zoom scale when new musical score window is
opened.

Enable short cut key Ctrl + '+"-' for Track Zoom
Enable short cut key Ctrl + '+"-' for Time Zoom

Specify which zoom button enable by short cut key Ctrl + '+' '-'.
Speaker tool mode

Select which track you hear all tracks or showing tracks by the
speaker tool.

OK
Close this dialog and update the option setup.
Cancel

Close this dialog without changing.
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3.Tutorial

Here is an explanation to make short MIDI data “Chocho” by
using Sekaiju. Following musical score is beginning 4 measure
of “Chocho”.

4120 (Pizno)
4

3-1. Create New MIDI Data

To make a new MIDI data, Select “File”- “New” menu. There
is already a new MIDI data named “Untitled1” just after you
execute Sekaiju.

¥ Sekaiju3.7 - Untitled1 oo ==
File Edit View Control Setup Window Help
= = =y | | EEEaAE 2
000000000 | 000010L000 | 44 - @ b | < v G GBS 2| [E) e 12000
Untitlad1(Track List) (=fE ==
B« = a
12000, 4/4, O -
Name: CelnpullnputPort Irei0ue [ 5 4 [ 5| 6 7 @[ 8]0] 1|12l
T e e “iniaon
2 Bon | 1-Nonel S 1 2en
3 Bon | 1Honel 2 2o
4 Hon | 1-{None) 3 2on
5 Bon | 1-Monel 214 Zon
5 Bon | 1{Honel 5 on i
7 Bon | 1Honel 26 Son l%‘
< » @E |« [ RE5
R Formatl  17Tracks 120TPQN IN ouT

If “Start playing automatically when MiDIData is
opended” is checked on in Options dialog, there is not a new
MIDI data, but Sekaiju opens last opened MIDI data
automatically. In this case, close the MIDI data, and create a
new MIDI data.
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3-2. Set the Property of this MIDI
data

Set title, SMF Format (0/1/2), time mode, and time resolution
and so on in the Property of MIDI data dialog, which can be
opened from “File” - “Property...” menu. Following sample is
title = “Sample1”, SMF Format = 1, time mode = TPQN base,
resolution = 120 [Ticks per quarter note]. NumTracks =17 and
NumEvent = 213 are default tracks and events containing in a
new MIDI data, like track name, tempo, time signature, key
signature, and end of track events.

sl

Property of this MIDIData

Title Samplel oK

Sub Title " Camcel |
Copyright

Comrment]

CommentZ

Comment3

MumTracks 17

MumE vents 239
TatalLength  00:00:10:625 [Haur Minute: Secand: Millzec]
TolalLength  0000G:02:030 [Measure:Beat Tick]
SMF Format
SMF Foimat O
@ SMF Famat 1 [recommended)
SMF Foimat 2

Time Mode Resalution

@ TPCM Base [recommended]
SMPTE24 Base [24Frames/zec)
SMPTE 25 Base (25Frames/sec)
SMPTE 30 Base Drop [29.97Frames/sec)
SMPTE 30 Base Mon Drop [30Frames/sec)

Resalution 120 ~ [Ticks / Quarter Note]
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3-3. Set the each track's property

In case of piano music, generally, left hand and right hand
should be written to separate track. This MIDI data is formatl,
so the first track is conductor track, the second track is right
hand track, the third track is left hand track. In the track list
window, please write “Right Hand” and “Left Hand” in the
“Name” column. And set instrument, volume, pan and so on.
Following sample is instrument = “0-Pianol” volume = 100,
pan = 80 (a little right) in right hand, pan= 48 (a little left) in
left hand. The other track is not used, so you may delete the

other track by clicking él button.

¥ Sekaiju3.7 - [Untitled1(Track List)] =)o )=
[ File Edit View Control Setup Window Help -[=]=

DEHE &R | e BEEG ?

00000000 | 0000T0%000 | 44 e @ M | < v e S BA% W& |[E) veo | 12000
Bo ==
Name CalnpulinputFor InputdOutpOutputPor: OutpulViewhCCHO|CCHIProgram Number — VolumPan | “ZUU”'W'

1 Banget [Won | titrel “nfa=lon | 1MIDI Mapper ~n/a > Nome— = 2L B

2 [RightHand  [Mon | 1-(None) 211 Zon | 1-MIDI Mapper 5| 1 ZNoms 0 2| 0 -20-Piana 1 211004 65

3 |leftHand  Won | 1-Mone] 212 Zon | 1MIDI Mapper ={ 2 “Nomz 0 -5 0 -50Fiana 1 21002 B = i

4 s El 5| 5| 5l E E L

5 ol s E s E 5 HE I

& sl & S S &5 &

g cilic 5 & 5 & 5 & ®

8 s El 5| 5| 5l E E

il s E| 5| 5| 5 E &

w0 gl & el & el & El 5 &

W o = sl & sl & 5 & ®

2 3 3 Sl Sl EL e &

12 s E| 5| 5| 5 E & ad
w 43 E[NE I DENE EEDE 8
« i B |« EE
R Formatl  3Tracks  120TPQN IN out
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3-4. Insert note events in the piano
roll window.

Open piano roll window by clicking El button in the first
toolbar. By using piano roll window, you can insert note events
quickly.

Generally the first measure is used to insert track's setup info,
the note begins from the second measure. Select Draw tool, and
select “2-Right Hand” track, and select channel 1 and select
snap “30-semiquaver”, select velocity 100, and select duration
120[tick] in the piano roll toolbar.

And then draw note events in the piano roll view by clicking or
dragging mouse. The note bar's position can be modified by
dragging the bar's center. The note bar's note on time can be
modified by dragging the bar's left 1/4. The note bar's note off
time can be modified by dragging the bar's right 1/4.

While inserting note bar by dragging, you can cancel to insert
note bar by pressing [Esc] or [Del] key. While modifying note
bar by dragging, you can delete the note bar by pressing [Del]
key.

¥ sekaijus.7 - [Untitled1:2(Piano Roll)]
File Edit View Control Setup Window Hel
p p

DeHE SR | EEEE ®
000000000 | |« » @ »| Vo B LI v |
@)/ @ 52 )| oo« |[1 = osemmae =] 0 - 0 <oy <= -] S

120,00, 474, 03
1

BN EER =5

_|=]x
[ e

0000 1:07:000 12000

I—Sample | P

2 ] 4 o 5] a-Left Hand

J[@) «

e

Tempo -

T
»

GhannelAfter Tow
PitchBend
GO#0-Bank Sele:
GO# I-Modulatior
GG#2-

< [ ’

R Formatl 3Tracks  120TPQN IN

) «

GO#-
GO#6-Data Entry
GO#7-Volume ~ ~

+
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3-5. Edit events in the event list
window.

Open event list window by clicking El button in the first
toolbar. By using event list window, you can edit all kinds of
events.

¥ Sekalju3.7 - [Untitled1:3(Event List)] E=n[EcR===)
[ File Edit view Control Setup Window Help HER
= = =y |~ BEE@E %
00000000 | 0000T0%000 | 44 B @ M | < vl e S B% W& ) veo | 12000
L8| reres <ot e 55| S =|@ @
Track HourMinute: SecondMeasueBeat Tick EventKind Chamel Value = [[7] —5amplel
1 po00:00:000 20000101000 ZTiackMame  rjn/a % Sampl (T
2 [1-Samplel ~lonoo:0c000 Zjoooor:0t000  HTempo “lva  z200)
3 {Samplet (000000000 000001000 2 Time Signatuwe w|n/a S404:5 7
4 1-Samplel ~/00:00:00:000 - 00007:01:000 2 Key Signature -n/a B
5  [ZRighiHand  +[00000000 50000101000 2[TieckName  w|n/a  -=Right =
6 leftHand  -(000000000 000001000 ZTrackName  -iva  —=|LeftH
7 ZRightHand  <[000000500 50000102000 = CortiolChange | 1 {08 = B
8 lefiHand  -[00000E00 0000102000 ZContolChange -2 S0Ban | [ViCopyrient
3 zRghHad  -00CO0SH  SO0OULO2010  SComoChange -1 =azes | (410 MName
10 [BleftHend  -/0000005H 0000102010 CorkolChange -| 2 Z@2Ba  [lrics.
11 [ZRightHand  +[D0:00:00683  £00001:02020 -“FrogamChange »| 1 =0Fiar | [@|Cue Poi F
12 BleftHend  -|000000593 0000102020 =ProgemChangs -| 2 S0Par [ % hogram hane
13 [zRightHand  <[00:00:00E25  -S00001:02030  -=ContolChange | 1 =1 Moc. j gﬁﬂg;‘&wx
14 BletHond  -[00000625 5000002030 SContolChange -| 2 %1Hoc | |w|End of Track
15 [RightHand  <[00000EEE  S0000T:02040 -sCortelChange =1 S7voh | [SHE oicer
16 [lefHand  -{000000GES  SO000N02040 [ContolChange |2 57k - |¥[Tims Siensture
17 2-Right Hand -|00:00:00:708 - 00001:02:050 Z[Cortrol Change | 1 10- PEEJ '/ |[Sequencer Specific
18 PleftHend  -|000000708  =0000L02050 iConuolChana +| 2 =h0pa®) [¥]hete Offtincliding valocityd Noti -
« ! 2E [« »
R Formatl  3Tracks  120TPQN N ouT

Set tempo

By default the first tempo is set 120.00[BPM]. If you want to
change tempo, move the active cell to the tempo value, and
press [Enter] key, and modify the value like “100.00” and press
[Enter] key.

Set time signature

By default the first time signature is “4/4”. If you want to
change time signature, move the active cell to the time
signature value, and press [Enter] key, and modify the value
like “6/8” and press [Enter] key. The time signature event is
only for view, and has no influence to playing MIDI data.

Set Key signature

By default the first key signature is “0#, major” which means C
Major. If you want to change key signature, move the active
cell to the key signature's value , and press [Enter]| key, and
modify the value like “2b, minor” which means G minor, and
press [Enter] key. The key signature event is only for view, and
has no influence to playing MIDI data.

* In Sekaiju, “b” (lower letter of “B”) is used as a flat sign.
Edit track's setup events

Each track should be setup in the first measure. There are
default events for setup in the first measure, CC#0(Bank Select

MSB). CC#32(Bank Select LSB), Program number,
CC#0(modulation), CC#7(volume), CC#10(pan),
CC#l11(expression), CC#91(reverb), CC#93(chorus), and

CC#94(delay). Some of these event's value can be set in the
track list window. Each event must be put with interval at least
5 ticks.

Following list is the second track (Right hand) 's setup events.

Measure:Beat: Tick | Event Kind | Values
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'00001:02:000 Control change | CC#0(Bank
Select MSB)=0

'00001:02:010 Control change CC#32(Bank
Select LSB)=0

'00001:02:020 Program change | 0-Pianol

'00001:02:030 Control change CC#1(Modulation
)=0

'00001:02:040 Control change CC#7(Volume)=1
00

'00001:02:050 Control Change [ CC#10(Pan)=80

'00001:02:060 Control Change | CC#11(Expressio
n)=127

'00001:02:070 Control Change [ CC#64(Hold1)=0

'00001:02:080 Control Change | CC#91(Reverb)=
40

'00001:02:090 Control Change | CC#93(Chorus)=
0

'00001:02:100 Control Change [ CC#94(Delay)=0

To edit these events, select the second track and show only the

second track by clicking El button. And then move the active
cell to the target cell you want to modify. And then press
[Enter] key and input new value and press [Enter] key. Also by
left-clicking up or down button of the cell, the value can be
increased or decreased by 1 steps, and by right-clicking up or
down button of the cell, the value can be increased or decreased
by 10 or larger steps.

¥ Sekaiju3.7 - [Untitled2:4{Event List)] (=N =R
File Edit View Control Setup Window Help - [=] =
DR SR o BEE@E 2

000000000 | 0000101000 | 44 B @ B | < v o e [&)G &[] veo | 12000

o s 2| o-RightHond ~ | ownororoon |[Bomuerce tumber <1 ~|[ES | === W
Track Hour Minute: Secondeasure Beat Tick [Event Kind Channel Maluesl  » | || 1-Samplel

1 pRightand  -pomoonoon Zponororomn  STeckMame  <jwa - RighHand 3,LE"HEnd

2 [2Righitland  -[0000.00500  S00001.02000 %ControlChange +| 1 -5 0ank Seley

3 [2Rightland  ~[0000.00541 0000102010 SConwolChange = 1 -&/32Bank Sel_

4 [2Rightland  ~0000.00563 0000102020 SPiogamChange =/ 1 S0Fianal |

B |2-RightHand ~|00:00:00:625 0000102030 ZiControl Change  «| 1 5111 odulatior| —

6 |2Rightland  -[00D:00GEE  S0000NOZ040  SCorwolChangs = 1 o7ehume _

7 |eRightland  -0000:00708 0000102050 ZCorwelChange - 1 S10Pan e B

8 |2Righitland  -[0000.00750 0000102060 ZConrolChangs =) 1 —=/11-Expressia Copyright

9 [2RightHand  -DOO0007S1  S0000102070  S[CortolChenge +| 1 -SB4Hold1 iTrack Mo oo

0 [oMightand Q00000833 S0ODT02080  SCoriolChange <\ 1 SAevebs  [Wllrice L

1 [pAightHand  +|00:0000875  =00001:02090  =CorbolChange = 1 +93Choms S []Gue Foint

12 PRighHand  <[DB000091E  S0000102100  SConwolChangs < 1 =S4Deley Ser | | Eroram Mame

13 [2RightHand  ~0000.0z000  =0000201:000  SMoteOn -1 L6763 j gmﬂgfe‘ ‘PXVEW

14 [pRichHand  -|[0000:02500 0000202000 SNote On -1 zErGa /|End of Track

15 PRighHand  -[0000:02500  {0000202000  Zhote On -1 ZeeEs L [ ShrE ottset

16 [pRichtHand  -|[00:0003000 20000203000 SNate On 1 Zptes ) [ulfime Senatue

17 [2RichtHand  +|00:0003000 20000203000 ZNate On <1 fBeEs (3] [v/Seauencer Specific -
- = e P

fFormatl  3Tracks  120TPQN N ouT

Patch change (CC#0, CC#32, and program change event) must
be send in this order sequentially. Also NRPN change (CC#99,
CC#98, and CC#6 event) must be send in this order
sequentially. Also RPN change (CC#101, CC#100, and CC#6
event) must be sent in this order sequentially.

Insert system exclusive message for resetting the
module.

The module should be reset at the beginning of the music. So
GM System off, or GM1 Reset, or GM2 Reset, or GS Reset, or
XG Reset must be inserted at the beginning of the music
preceding MIDI channel event.

In case of Format 1 MIDI data, generally, the system exclusive
event for resetting the module is inserted in the first track at the
time 0. Here is example for inserting GM1 Reset “FO 7E 7F 09
01 F7”.

To insert system exclusive event, select the first track and show

only the first track by clicking %l button. And then, select “1-
Samplel” track, select time “00000:01:010”, and select kind
“SysEx(Normal)” in the event list toolbar. And then insert new
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events by clicking él button or pressing [Ins] key. In the
event list view, a new system exclusive event is inserted. And
then move active cell to the value, and press [Enter] key, and
write “FO 7E 7F 09 01 F7”, and press [Enter] key.

¥ Sekaiju3.7 - [Untitled2:4(Event List)] (=N e e
[2) Eile Edit Wiew Control Setup Window Help =]
D& &R | BEEET ?
000000081 | 0000TOTOTD | 44 B »| o« vy B W2 ([B) e | o
o o 2| 1-Samplel - | wogiototn | [SysExthormaly e CESsswH
HourMirute: Secondt easure:Beat: Tick Event Kind Channel Valuel - e 1 -
1 le1 +/00:00:00:000  =0000T:01:000  —~ Track Name vn/a = Samplel
2 et -Do00:00000  £p000T.01:000 2 Tempa /e = 120.00[8PM] (=500
3 let ~|00:00:00:000 ~00007:01:000 S Time Signature ~n/a - 474 24[Clacks / Oy
4 le1 -[po:00:00000  =|o0001:01:000  SKey Signatwe /a2 04 : major (=C-Major
5 et - 41 Sooomtmmo S vnia
6 et -D000.02000  ZD000Z0:000  SEndefTrack  -n/a -
7 -] = E = E vIProstam Name =
B 3 = 2 E = = |#|Channel Prefix
| = o | Port Prefix
E) - =] - ki - nd of Track
10 - 2 = 3 . Tempo
= = = 7| SMFTE Offset
il hd < 5 E 5 7| Time Signature
-] N N V| Key Sienatur
12 d = 2 d 2 7 Sequencer Spe:
13 - = = 3 - 7| Hote Offlincluding ve| -
= e e J Mote On 1
14 hi E 5 E 5 7| Keyhter Touch
N - - Contral Change
L] hd = < 4 5 e i rarr‘lAfhar_vrge N
- = = g = = anne|After Toucl
1 = = = (=) [7]Fiteh Ben
17 -] 2] = - = ® Ex(tlor -
< N il =
F Formatl 3Tracks 120TPQN N ouT

System exclusive event, especially Reset message gives heavy
load to the MIDI module. So enough interval must be required
to the next event, at least 10 to 30 ticks in case of TPQN
120[ticks / quarter note].
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3-6. Playing MIDI data.

To start playing MIDI data or stop playing MIDI data, click

playback (Ll) button or press [Space] key. To move current
playing position, move thumbs or click scroll area of position

scroll bar ( 1 ﬂ) or press [Left] or [Right]
key with [Ctrl] key pressed, or turn mouse wheel with [Ctrl]
key pressed.

Sometimes you may hear the playing sound that to check the
MIDI events you've inputted are not wrong.
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3-7. Saving MIDI data

MIDI data can be saved as Sekaiju sequence file (*.skj) or
Cherry sequence file (*.chy) or Standard MIDI File (*.mid)
from “File” - “Save” or “Save As...” menu. Specify file place
and file name and file type and click “Save” button.

E=

r Save As
#TFEBIARAD 0 rm-

SF—F4 A

MIDI -
- 28 : N
— BEEEC-RT3EEES0E A,

BiFRRULER

] 1 D

- #THE)

Feubl |

@

FyhO-5

TN
TIPSR

|SekaiJu Sequence Files (ki)

If you are making music, it is recommended to save as “Sekaiju
MIDI sequence (*.skj)”, because this format can completely
save all status of the MIDI data. If you release MIDI data, it is
recommended to save as “Standard MIDI File (*.mid)”,
because this format can be played in almost MIDI player.
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* MIDI data's time mode or | * Correct MIDI data's time
time resolution is abnormal. | mode and time resolution.
* Insufficient memory. * Close other MIDI data.

4_ Trouble shooting * Insufficient resource. :ﬁzgoo()‘[tkl\e;;%%h;:tions.

File load failed.
4-1. Error messages

Sekaiju3.7 [E3m)

MIDI in device open failed. D:¥GameZ¥AIR¥MIDI¥AIr07E.mid
Y File load failed.

Sekaiju couldn't open specified MIDI in device. In this case,
“(None)” is selected automatically. Check following list.

Reason Solution

* You select the same MIDI in | * Select different MIDI in . . . .

device redundantly for MIDI | device for each MIDI in feﬁ(alju couldn't load specified MIDI data. Check following

in port 01~16. port. 1st.

* Other application is using | * End other application -

specified MIDI in device. *1 using specified MIDI In EeAason TRMIDI dot 20111?1(.): - T -

device. norma’ ata. it is saved in other

* An application exited | * Reboot Windows. sequencerzi erise all unus}eld

i ot e

MIDI in device. .

* MIDI in device driver is | * Uninstall the MIDI in By??’ or various SMF format

broken. device driver and then x Ifi.t is a downloaded MIDI

install it again. .
* Nothing is connected to | * Check cable connection. datg’ delete it and download
MIDI in terminal. - - dgaim. —
* The disk storing the MIDI | * Scan and repair disk.
1 *k
*1 : Generally, one MIDI in device can be opened from only data is broken. dev(i:::y the file to other
one application, except multiple client MIDI interface. * Specified MIDI data is | * Clos.e other applications
MIDI out device open failed. used by other application.
P * Insufficient memory. * Close other MIDI data.

Sekaiju couldn't open specified MIDI out device. In this case, * Insufficient resource. : EXE other.a[()ipllcatlons.
“(None)” is selected automatically. Check following list. eboot Windows.

Reason Solution
* You select the same MIDI | * Select different MIDI
out device redundantly for | out device for each MIDI

MIDI out Port 01~16. out Port.

* Other application is using | * End other application

specified MIDI out device. using specified MIDI out
device.

* An application exited | * Reboot Windows.
without closing  specified

MIDI out device.
* MIDI out device driver is | * Uninstall the MIDI out
broken. device driver and then

install it again.
* Nothing is connected to | * Check cable connection.
MIDI out terminal.

*1 : Generally, one MIDI Out Device can be opened from only
one application, except multiple client MIDI interface.

MIDIClock create failed.

Sekaiju couldn't create MIDI clock. MIDI clock is generated
for each MIDI data to play or record the MIDI data by exact
tempo and speed. Without MIDIClock, playing or recording is
not available. Check following list.

Reason Solution
* Too fast or slow tempo | * Correct the tempo event in
event is in the MIDI data. the MIDI data.
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Sekaiju.exe — System Error
*.DLL File is not found.

Sekaiju.exe
WrongSide by Side

Microsoft VisualC++ Runtime Library
Runtime Error!

Sekaiju
*.DLL Load failed!!

Sekaiju.exe - AT L IT5—

€% JEa—4—ic MIDIDatadl AR D, TOUS NERETE
W . coMEERERTRCER. FTOISLEEIPAALT
HFTLLEWN

C:¥Users¥kuzu¥Desktop¥Sekaiju3. 7¥Sekalju. exe

)

.:8] C:¥Users¥kuzu¥Desktop¥Sekaijus. 7¥Sekaiju.exe

TOF TV —23208A R ) B FERSFEL <RV, PTUr—2aE0
BTEERATUR. HAICOVWTIR. PTUS—%320D0 R b OFESBTIN.
a7 S W—jl sxstrace.exe ZHALTLREEL.

Microsoft Visual C++ Runtime Library

I-Q-I Runtime Error!

Program: C:¥Users¥kuzu¥Desktop¥Sekaiju3. 7¥5ekaiju.exe
R6034

An application has made an attempt to load the C runtime
library incorrectly.

Please contact the application's support team for more
information.

(S

Sekaiju

!  MFC90Enu.dll Load failed!!

This message may be shown when executing Sekaiju. To
execute Sekaiju, Following DLL files are required.

Made by OpenMIDIProject
SekaijuJpn.dll

Sekaiju Japanese language
resource DLL.

Sekaiju English language
resource DLL.

A library for MIDI input or
output.

SekaijuEnu.dll

MIDIIO.dll
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A library for measuring
timing.

A library for creating or
editing MIDI data.

A library for keeping MIDI
module's status in real time.

MIDIClock.dll

MIDIData.dll

MIDIStatus.dll

MIDIInstrument.dll A library  for loading
instrument definition file
(*ins).

Made by Microsoft (shipped with Sekaiju)
C Runtime library

msver90.dll
mfe90.dll MF(C9.0 Runtime library
mfe90u.dll MFC9.0 Runtime library
(for unicode)
mfc90jpn.dil MFC9.0 Japanese resource
mfe90enu.dll MFC9.0 English resource

* These files can be recognized by using Sekaiju.manifest ,
Microsoft.VC90.CRT.manifest, and
Microsoft. VC90.MFC.manifest.

These files must exist in the same folder as Sekaiju.exe folder.
Please check following list.

Reason Solution

* You forget to extract

Sekaiju3.9.zip.

* Extract Sekaiju3.9.zip and
then execute.

* You lost the DLL file.
* DLL's version is wrong.

* Download Sekaiju again
and set correct DLLs.

* You lost the manifest file.
* Manifest file is broken.

* Download Sekaiju again
and set correct manifest.
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4-2. If no sound is played

If no sound is played, check following list.

Reason Solution

Amplifier's volume is 0 or | Set volume up or use a
amplifier has some trouble. headphone.

Loudspeaker's cable has | Check cable connection.
some trouble. Change cable.

MIDI cable or USB cable | Check cable connection.
has some trouble. Change cable.

Send GM system off or GM
Reset or GM2 reset of GS
reset or XG reset.

MIDI  module's  master
volume is 0.
MIDI  module's channel

volume level or expression
level is 0.

Send GM system off or GM
Reset or GM2 reset of GS
reset or XG reset.

In case wusing software
module, volume control is
wrong.

Check mute button and
volume value in windows
volume control.

“ (None)” is selected for
MIDI out device.

Select some MIDI out
device from “Setup” -
“MIDI device and

Instrument” menu.

There is no Note on event in
the MIDI data.

Write Note on event to the
MIDI data.

Too low note on velocity. Specify higher note on
velocity.

“ Speed = Pause(0%)” is | Select “Speed =

selected. Normal(100%)”.

“ Speed = Slave to other | Select ~ “Receive ~ MIDI

machine” is selected but no
clock message is detected.

Timing Clock” or “Receive
SMPTE/MTC” in MIDI in
port which is sent clock
message.

You specified unavailable
tone number.

Correct CC#0, CC#32, and
program change value which
is available in your MIDI
module. For example, in
case of “Microsoft GS
Wavetable Synth”, CC#0 =
0 and CC#32 = 0 is
available.

Lower volume level is | Specify higher volume level
specified by CC#7. by CC#7.

Lower expression level is | Specify higher expression
specified by CC#11. level by CC#11.

Sekaiju has crashed or | Exit Sekaiju, and execute

caused some internal error.

Sekaiju again.

Windows has crashed or
caused some internal error.

Exit Windows, and reboot
Windows.

MIDI module has crashed or
caused some internal error..

Turn off the MIDI module,
and then turn on MIDI
module again.
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5. MIDI Implementation

Model: Sekaiju3.9
Date: 2013/11/19

5-1. Receive data

##Ht Channel Voice Message ###

These message are recorded specified track whose input

channel is the same as at real time recording.

* Note Off

Status Second byte Third byte
8nH kkH vvH

9nH kkH 00H

n = MIDI Channel number : OH-FH (ch.1~ch16)
kk = Note number : 00H-7FH (0~127)
vv = Note off velocity 01H-7FH (0 ~ 127)

* Note On
Status Second byte Third byte
9nH k kH vvH

n = MIDI Channel number : OH-FH (ch.1~ch16)
kk = Note number : 00H-7FH (0~127)
vv= Note on velocity : 01H-7FH (1~127)

* Key After Touch

Status Second byte Third byte
AnH kkH vvH

n = MIDI Channel number : OH-FH (ch.1~ch16)
kk = Note number : 00H-7FH (0~127)

vv= Key after touch : 00H-7FH (0~127)

* Control Change

Status Second byte Third byte
BnH ccH vvH

n = MIDI Channel number : OH-FH (ch.1~ch16)
cc = Control change number : 00H-7FH (0~127)
vv= Control value : 00H-7FH (0~127)

* Program Change

Status Second byte
CnH ppH

n = MIDI Channel number : 0H-FH (ch.1~ch16)
pp = Program number : 00H-7FH (0~127)

* Channel After Touch

Status Second byte
DnH ppH

n = MIDI Channel number : 0H-FH (ch.1~ch16)
vv= Channel after touch : 00H-7FH (0~127)

* Pitch Bend Change

Status Second byte Third byte
EnH 1IH mmH

n = MIDI Channel number : OH-FH (ch.1~ch16)
mm, 1l = Pitch bend value :
8192~0~+8191)

00 O0H - 40 OOH - 7F 7FH (-
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### System Exclusive Message #H#

This message is recorded specified track whose input channel is
“n/a” at real time recording.

Status Second byte Last byte
FOH vvH F7H

vv = arbitrary value : 00H-7FH (0~127)
#i#Ht System Common Message ###
These message is not recorded to the MIDI data.

* MIDI Time Code Quarter Frame

Status Second byte
F1H tvH

t = Frame type : OH-7H (0~7)
v =4 bit value : 0H-FH (0~127)

t A%

0 | Frame number (00~29) lower 4 bit

1 | Frame number (00~29) higher 4 bit

2 | Second (00~59) lower 4 bit

3 | Second (00~59) higher 4 bit

4 | Minute (00~59) lower 4 bit

5 | Minute (00~59) higher 4 bit

6 | Hour (00~23) lower 4 bit

7 | Constant 0 1bit, Frame rate (00~03) 2bit, Hour (00~23)
higher 1bit

This message puts forward current playing position if “Receive
SMPTE/MTC” is selected and “Speed = Slave to other
machine” is selected.

* Song Position Selector

Status Second byte Third byte
F2H 11H mmH

mm, 11 = Position value : 00 00H - 40 00H - 7F 7FH(0~16383)

This message moves current playing position as semiquaver
note = 1 unit if “Receive MIDI Timing clock” is selected.
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### System Real Time Message ###
These message is not recorded to MIDI data.

* MIDI Timing Clock
Status
F8H

This message is sent 24 times per quarter note. This message is
sent only when playing “Receive MIDI Timing Clock” is
selected and “Speed = Slave to other machine” is selected.

* Start
Status
FAH

Whenever receiving this message, Sekaiju start playing from
the beginning of the MIDI data. If while playing, this message
is ignored.

* Continue
Status
FBH

Whenever receiving this message, Sekaiju start playing from
current playing position. If while playing, this message is
ignored.

* Stop
Status
FCH

Whenever receiving this message, Sekaiju stop playing. If
while not playing, this message is ignored.
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5-2. Send data

### Channel Voice Message ###

* Note Off

Status Second byte Third byte
8nH kkH vvH

9nH kkH 00H

n = MIDI Channel number : OH-FH (ch.1~ch16)
kk = Note number : 00H-7FH (0~127)
vv = Note off velocity 01H-7FH (0 ~ 127)

* Note On
Status Second byte Third byte
9nH k kH vvH

n = MIDI Channel number : OH-FH (ch.1~ch16)
kk = Note number : 00H-7FH (0~127)
vv= Note on velocity : 01H-7FH (1~127)

* Key After Touch

Status Second byte Third byte
AnH kkH vvH

n = MIDI Channel number : OH-FH (ch.1~ch16)
kk = Note number : 00H-7FH (0~127)

vv= Key after touch : 00H-7FH (0~127)

* Control Change

Status Second byte Third byte
BnH ccH vvH

n = MIDI Channel number : OH-FH (ch.1~ch16)
cc = Control change number : 00H-7FH (0~127)
vv= Control value : 00H-7FH (0~127)

* Program Change

Status Second byte
CnH ppH

n = MIDI Channel number : OH-FH (ch.1~ch16)
pp = Program number : 00H-7FH (0~127)

* Channel After Touch

Status Second byte
DnH ppH

n = MIDI Channel number : OH-FH (ch.1~ch16)
vv= Channel after touch : 00H-7FH (0~127)

* Pitch Bend Change

Status Second byte Third byte
EnH 11H mmH

n = MIDI Channel number : OH-FH (ch.1~ch16)
mm, 1l = Pitch bend value : 00 00H - 40 O0H - 7F 7FH (-
8192~0~+8191)
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### System Exclusive Message ##H#

System exclusive message may be received at any time. This
message is recorded specified track whose input channel is
“n/a” at real time recording.

Status Second byte Last byte
FOH vvH F7H
vv = arbitrary value : 00H-7FH (0~127)

#iHt System Common Message ###

* MIDI Time Code Quarter Frame

Status Second byte
F1H tvH

t = Frame type : 0OH-7H (0~7)
v =4 bit value : 0H-FH (0~127)

t A%

0 | Frame number (00~29) lower 4 bit

1 | Frame number (00~29) higher 4 bit

2 | Second (00~59) lower 4 bit

3 | Second (00~59) higher 4 bit

4 | Minute (00~59) lower 4 bit

5 | Minute (00~59) higher 4 bit

6 | Hour (00~23) lower 4 bit

7 | Constant 0 1bit, Frame rate (00~03) 2bit, Hour (00~23)
higher 1bit

MIDI Time Code Quarter Frame is sent to notify current
playing position at every frame while playing if “Send
SMPTE/MTC” is selected.

* Song Position Selector

Status Second byte Third byte
F2H 11H mmH

mm, 11 = Position value : 00 00H - 40 00H - 7F 7FH(0~16383)

Song Position Selector let move current playing position as
semiquaver note = 1 unit. This message is sent whenever
current position is moved if “Send MIDI Timing Clock” is
selected.
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### System Real Time Message###

* MIDI Timing clock
Status
F8H

MIDI Timing clock is sent 24 times per quarter note This
message is sent while playing if “Send MIDI Timing Clock” is
selected.

* Start
Status
FAH

This message let start playing from beginning of the MIDI data.
This message is sent whenever you start playing from the
beginning of the MIDI data if “Send MIDI Timing Clock” or
“Send SMPTE/MTC” is selected.

* Continue
Status
FBH

This message let start playing from current playing position.
This message is sent whenever you start playing from the
middle of the MIDI data if “Send MIDI Timing Clock” or
“Send SMPTE/MTC” is selected.

* Stop
Status
FCH

This message let stop playing. Current playing position is not
modified. This message is sent whenever you stop playing if
“Send MIDI Timing Clock” or “Send SMPTE/MTC” is
selected.
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MIDI Implementation Chart

Sen Re
Function d cei | Notice
ve
Note Key number (0] (0]
Off Velocity o o
Note Key number o o
On Velocity (0] o
Key After Touch o o
Control Change o o
Program Change o (6]
Channel After Touch [6) [6)
Pitch Bend [6) [6)
System Exclusive Message (0] o
MIDI Time Code
Quarter Frame (6] (6] *2
(0xF1)
System .
Song Position %
I?ommo (0xF2) (0] (0] 1
lg/lessag Song Select X X
(0xF3)
Tune request
(0xF6) X X
MIDI Timing Clock "
(0xF8) 0 0 !
System | Start (OxFA) (0] (0] *3
Real Continue (0xFB) (0] (0] *3
Time Stop (0xFC) o o *3
Messag | Active Sensing
e (0xFE) X X
System Reset
(OXFF) X X

*1 : Send is available if “Send MIDI Timing Clock” is selected.
*1 : Receive is available if “Receive MIDI Timing Clock™ is
selected.

*2 : Send is available if “Send SMPTE/MTC?” is selected.

*2 : Receive is available if “Receive SMPTE/MTC” is selected.
*3 : Send is available if “Send MIDI Timing Clock” or “Send
SMPTE/MTC” is selected.
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6. Specification

Sekaiju : MIDI sequencer software.

*Specification of software.

Programming C/C++ language / Win32API /

language and [ MFC / Microsoft Visual Studio

Compiler 2008 Standard Edition Service
Pack 1

Threads Multiple thread (Main thread,
playing and recording thread)

MIDI Device I/O Input : 16 port (WMME)

capacity Output : 16 port (WMME)

File I/O capacity

Sekaiju sequence file (*.skj)
load / save

Cherry sequence file (*.chy)
load / save

Standard MIDI file (*mid)
load / save

(format0/1/2)

MIDICSV file (*.csv)

load / save

Clock method

Master : Internal clock

(Windows multimedia timer)

Slave ; MIDI Timing Clock or
SMPTE/MTC (MIDI time code
quarter frame)

Available number of
track

MIDI : 65536 tracks
Audio : 0 tracks

Available number of
events

Infinite

Time mode

TPQN base
SMPTE 24 base
SMPTE 25 base
SMPTE 29.97 base
SMPTE 30 base

Resolution

1~960[ticks per quarter note] (in
case of TPQN base)
1~255[subframes per 1 frame] (in
case of SMPTE base)

Available event kind

Sequence Number
Text

Copyright
Sequence Name / Track Name
Instrument Name
Lyrics

Marker

Cue Point
Program Name
Device Name
Channel Prefix
Port Prefix

End of Track
Tempo

SMPTE Offset
Time Signature
Key Signature
Sequencer Specific
Note Off

Note On

Key After Touch
Control Change
Program Change
Channel After Touch
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Pitch Bend
System Exclusive

* Required Environment

(0N WindowsXP/Vista/7

CPU Pentium 1GHz or higher
(WindowsXP)
Core2Duo or higher
(Windows Vista/7)

Memory About 512MB (WindowsXP)
About 2GB (Windows Vista/7)

Hard disk Empty of 20MB or larger

Monitor 1024 x 768 pixel or larger full color
monitor

MIDI module or | External MIDI  module or

Synthesizer Synthesizer is required. GM / GM2

/ GS / XG module is better. Internal
module (like “Microsoft GS
Wavetable Synth”) or software
module (like VSC-88) is available.
VSTi is NOT available.

MIDI controller or
Keyboard

Optional. Those with MMC/MTC
send function is better.
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* Required Dynamic Link Library (*.dll)

Made by Open MIDI Project (shipped with Sekaiju)

Sekaijulpn.dll rsezlzaglcl;gliasese language

SekaijuEnu.dll Sekaiju English language
resource DLL.

MIDIIO.dIl A library for MIDI input
or output.

MIDIClock.dll A library for measuring
timing.

MIDIData.dll A library for creating or
editing MIDI data.
MIDIStatus.dll A library for keeping
MIDI module's status in
real time.
MIDIInstrument.dll A library for loading
instrument definition file
(*ins).

&) 2] 2] 2] [2]

[#)

Made by Microsoft (shipped with Sekaiju)

msver90.dil C runtime library
mfe90.dIl MFC9.0 Runtime library
mfe90u.dll MFC9.0 Runtime library
(for unicode)
mfc90jpn.dil MFC9.0 Japanese resource
mfc90enu.dll MFC9.0 English resource
* These files can be recognized by using Sekaiju.manifest ,
Microsoft. VC90.CRT.manifest, and

Microsoft. VC90.MFC.manifest.
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